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From the end of the 19th century, the light bulb that was (re-)invented
by many scientist during the 19th century, started slowly to replace the
traditional lightning where fossil fuels, oil, fat and wood where burnt.
The light that a light bulb generates is controlled by the temperature of
the filament inside the bulb. The intensity I of the emitted radiation at
a wavelength λ can be described by Planck’s law











where T is the temperature of the blackbody, h is Plancks constant, c
is the speed of light and k is Boltzmann’s constant. In Figure 1.1, the
intensity of the emission of a black body with a temperature of 2800 K, a
60 W incandescent light bulb and a white light emitting diode (LED) are
shown. Clearly visible is that the maximum intensity of the spectrum
is at approximately 1000 nm and only a small fraction (approximately
10 %) of the intensity is emitted at the visible spectrum (390 - 700 nm).
To increase the efficiency of a light bulb, a much higher temperature is
needed.
During the introduction of the light bulbs, also the first observations
of what we now know as a light emitting diode (LED) were reported [2].
Round, one of Marconi’s assistants, in 1907 published a short note in
‘Electrical world’ [3] (see Figure 1.2.a) where he described a ‘bright















Figure 1.1: Emission spectra of an incandescent light bulb (Airam, long-
life 60 W, 2800 K [1]), a white LED (Hewlett Packard HLMP-CW31 [1])
and a black body at 2800 K.
characteristic of SiC and also observed light emission, as is indicated in
the current-voltage characteristic in Figure 1.2.b [4]. Unfortunately, this
research was forgotten. In 1962, four research groups published papers
where they showed a LED laser based on electron-hole recombination
in the direct semiconductors GaAs [5–7] and GaAsP [8].
1.1 Light-emitting diodes
Depending on the type of the semiconductor, the electron-hole recom-
bination can happen in a direct or indirect transition. In an direct band
gap semiconductor (see Figure 1.3.a) the momentum of the electrons
in the conduction band and the holes in the valence band is the same,
whereas in a indirect band gap semiconductor (see Figure 1.3.b) these
momenta are not the same. When an electron-hole recombination hap-
pens, the momentum and energy need to be conserved. In a direct band
gap semiconductor, the momentum is conserved and the energy is con-
served by emitting a photon with the energy equal to the band gap. In
an indirect semiconductor, a photon can also be emitted if the momen-
tum is conserved by the creation or annihilation of a phonon. However,
in an indirect semiconductor these radiative recombinations are only a
very small fraction of the total amount of recombinations.
2
Figure 1.2: a) The current-voltage characteristics of a carborundum
(SiC) detector. The arrow (in the black rectangle) indicates the voltage
where light emission was observed. b) A note from 1907 from the Mar-
coni lab, mentioning that a curious phenomenon happens when 10 V
was applied between two points on a carborundum crystal: the emis-
sion of a yellowish light. Images adapted by permission from Macmil-

















Figure 1.3: The energy of a direct (a) and an indirect (b) band gap semi-
conductor as a function of the momentum. In a direct band gap semi-
conductor, an electron can be moved from the lowest state in the con-
duction band to the highest state in the valence band without a change
in momentum. The energy is conserved by the emission of a photon
with the energy of the band gap. In an indirect band gap semiconduc-
tor, also a change in momentum is needed to move between the lowest
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Figure 1.4: a) A p-n junction with an applied bias. When the p-n junc-
tion is forward biased (b), electrons from the n-doped region and holes
from the p-doped region flow to the depletion layer, where the electrons
and holes will recombine and emit a photon. Adapted from [9].
Furthermore, the conductivity of a semiconductor can be modified
to create an excess of electrons (becoming an n-type semiconductor) or
a deficiency of electrons (becoming a p-type semiconductor) by various
techniques (for example doping or gating).
In a forward biased p-n junction (see Figure 1.4), electrons from the
n-doped region flow in the p-doped region and holes from the p-doped
region flow into the n-doped region. Within a characteristic diffusion
length from the depletion layer, the carriers recombine. If this process
happens in a direct semiconductor, the electron in the conduction band
will fall into the valence band and emits a photon to conserve energy.








Figure 1.5: a) An electron is in the excited state E2 and can relax to the
ground state by emitting a photon. This relaxation can be induced by
another photon (b), which results in two coherent photons (c). Adapted
from [10].
side conduction band overlaps the top of the p-side valence band. Ap-
plying a forward bias cancels the thermal equilibrium potential differ-
ence causing the injecting of electrons from the conduction band on the
n-side into the conduction band on the p-side. The injection from elec-
trons into the conduction band on the p-side creates a situation where
there are more electrons in the conduction band than in the valence
band; a population inversion.
1.2 Semiconductor laser
An electron in the excited state will finally relax to the ground state by
emitting a photon. If this happens in the absence of any external field,
this is called a spontaneous emission, where the generated photons are
non-coherent.
However, the relaxation can also be induced by a photon, as is shown
in Figure 1.5. This process is called stimulated emission and the emitted
photons are coherent. Whenever more electrons are in the excited state
than in the ground state, one incident photon can trigger an avalanche
of photons: light amplification by stimulated emission of radiation or
laser. This avalanche continues as long as the population inversion can
be maintained. Typically frequencies of the emitted radiation are of the
order of the bandgap, which is typically 1 – 5 eV. This corresponds to
250 – 1250 THz.
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1.3 THz gap
The electromagnetic frequency range used nowadays is large, from the
Hertz via the kilohertz, megahertz, gigahertz up to the terahertz. Semi-
conductor devices are enabling components for almost the whole fre-
quency range. For the low frequency range, semiconductor transistors
and other devices based on electron transport produce the radiation,
whereas semiconductor lasers generate coherent light at very high fre-
quencies.
As shown in Figure 1.6, there is no continuous transition from the
low frequency to the high frequency region and between these two
regimes lies the so-called THz gap. On the one hand, transistors and
other devices based on electron transport are limited to about 300 GHz.
On the other hand, the wavelength of semiconductor lasers can be ex-
tended down to only 30 THz. In the lab, many different THz sources
are explored, that are shown as ovals in Figure 1.6. Unfortunately, most
of these devices work well at (very) low temperatures, but at room tem-
perature the output power reduces considerably.
1.4 Spintronics
During the last 30 years, another property of the electron became more
and more popular in electronics: the spin. Spin transport electron-
ics, or spintronics, can nowadays be found in many electronic devices.
In particular, spintronics found its way in data storage and manip-
ulation devices such as the read/write head of a harddisk, magne-
toresistive random-access memory (MRAM) and spin-transfer torque
random-access memory (STT-RAM). The wish to increase the speed,
the storage capacity and decrease the power consumption leads to a
constant flow of new spintronic phenomena like the spin transfer torque [12,
13], spin-orbit torques [14] (‘Spin-Orbitronics’), the spin Hall effect [15],
the spin Seebeck effect [16] and ‘plasmonic spintronics’ [17].
1.5 Outlook
In 2004 Kadigrobov [18, 19] proposed the idea that electromagnetic ra-
diation might be created when a LED and the spin of the electron are
combined: a spin-flip laser. In a spin-flip laser, a photon is created when
a spin-flip process takes place in a normal metal or ferromagnet. A
very promising feature of the spin-flip laser is the prediction that the




















































Figure 1.6: THz (1012 Hz) emission power as a function of frequency.
The solid lines indicate conventional THz sources; IMPATT stands for
impact ionization avalanche transit-time diode, multiplexer is a Schot-
tky barrier diode frequency multiplier, QCL is a quantum cascade laser
and III-V laser is a semiconductor laser diode. The ovals denote re-
cent THz sources, where RTD stands for resonant tunnelling diodes,
UTC-PD photomixer stands for uni-travelling-carrier photodiode pho-
tomixer and DFG stands for difference-frequency generation. Images
adapted by permission from Macmillan Publishers Ltd [11], © (2007).
to spintronics is given, which will lead to the introduction of the spin-
flip laser. One way to build and characterize a spin-flip laser is via the
point contact spectroscopy technique. In Chapter 3, this technique will
be introduced and we will discuss the possibilities and limitations of
this approach. Another requirement for spin-flip lasers are hard mag-
netic materials. Chapter 4 describes the growth and characterization of
thin films of the hard ferromagnet Sm-Co.
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In Chapter 5, we study how the transport of spin happens at a ferro-
magnet/normal metal interface using ferromagnetic resonance and the
spin pumping technique. Especially, we are interested in the low tem-
perature behaviour of spin currents flowing from the ferromagnet into
the normal metal. In Chapter 6 we show what happens with the mag-





Many physical phenomena in condensed matter physics, such as the
Hall effect and the quantized conductance, can be explained well con-
sidering electrons as spinless particles with a charge −e. However,
there are effects that cannot be described without taking the spin of the
electron into account, such as magnetism [20, 21], the Kondo effect [22]
and the spin Hall effect [23].
Spin is the intrinsic angular momentum of an electron, which is
characterized with the spin quantum number s, which is 12 for an elec-























In particular, when the spin is pointing along the z-axis, the corre-











points either parallel (spin-up) or antiparallel (spin-down) to the z-axis.






where g is the g-factor equalling 2 for a free electron and µB is the Bohr
magneton.
2.1 Magnetism
Magnetic properties are closely related to the electronic structure of the
solid. Three different forms of magnetic states can be distinguished:
diamagnetic, paramagnetic and magnetically ordered systems (e.g. fer-
romagnets or antiferromagnets) [20, 21]. While a (weak) diamagnetic
contribution to the total magnetic susceptibility is present in all ma-
terials, paramagnetism or magnetic ordering can be observed only in
materials with incomplete electron shells.
Diamagnetism
In a diamagnet, the action of an external magnetic field on the elec-
trons moving in the orbitals induces a magnetic moment, which op-
poses the applied magnetic field (Lenz’s law). Another contribution,
Landau diamagnetism, originates from the Lorentz force acting on con-
duction electrons, which is, however, overshadowed by stronger Pauli
paramagnetic contribution. Diamagnetism is in general a very weak
phenomenon.
Paramagnetism
In atoms (ions) with incomplete atomic shells, the magnetic moment
µ is proportional to the total angular momentum L + S. Without an
applied magnetic field, the magnetic moments point in a random di-
rection if the interaction between the moments is negligible. In that
case, the magnetic susceptibility χ is strongly temperature dependent
and follows the Curie law χ = C/T .
In itinerant electron systems, the state of the electrons can be de-
scribed as a non-interacting gas of free electrons characterized by the
momentum k and the spin σ of the valence electrons. When a mag-
netic field H is applied, the electron band is split into two spin sub-
bands, where the energy of an electron is raised or lowered by 12gµBH
depending on the orientation of the spin, as is shown in Figure 2.1.a.
The Pauli magnetic susceptibilty χP of this non-interacting gas of free




= 2µ2BN(EF ), (2.4)
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with M is the magnetization and N(EF ) the density of states (DOS) at
the Fermi energy.
Magnetically ordered systems - ferromagnetism
When the interaction between the moments is strong enough, the mate-
rial exhibits magnetic ordering below a characteristic temperature, the
Curie temperature TC in ferromagnets or the Néel temperature TN in
antiferromagnets. In ferromagnets, the exchange interactions lead to
parallel ordering of magnetic moments giving rise to non-zero magne-
tization already in zero magnetic field.
In the Stoner model for itinerant ferromagnets, the exchange inter-
action is treated in simplified form as a molecular field term with the
Stoner exchange factor I as a measure for the interaction. All the spins
feel an identical exchange field, which causes a splitting of the electron
band into two spin subbands. The energy of the n = n↑ + n↓ electrons
is raised or lowered by I n↑(↓)n .
In the new state, the kinetic energy is increased as electrons origi-
nally occupying states with k < kF now occupy states with k > kF . The
increase in kinetic energy is compensated by a decrease in the Coulomb
energy, as more spins are aligned and the total spatial overlap of elec-
tron states is reduced.





with I the Stoner exchange factor. When IN(EF ) becomes larger than
one, the susceptibility becomes negative, indicating that the interact-
ing electron gas forms a spontaneous moment. For the transition met-
als, the Stoner exchange constants I are of comparable order (approxi-
mately 1 eV) and the transition to a ferromagnetic state depends mostly
on the density of states at the Fermi energy. This implicates that narrow
bands at the Fermi energy are needed that can give rise to a large DOS.
In a ferromagnetic material, the total energy is built up from (short
range) exchange interactions and (long range) dipole fields, including
shape and demagnetization effects. It is therefore usually energetically
favourable to form magnetic domains to keep the magnetization inside
the material and minimize the demagnetization fields. Each domain
has a single orientation of the magnetization vector. In the absence of a
magnetic field, the magnetization of a ferromagnet is close to zero.
With an increasing magnetic field, the amount of domains with a




Figure 2.1: a) Density of states of an itinerant electron gas showing
the splitting of the energy bands. b) The magnetization hysteresis loop
for a ferromagnet. The saturation magnetization Ms is the maximum
magnetization that can be obtained when all the magnetic moments are
aligned, while the remanence or remanent magnetizationMr shows the
magnetization of a ferromagnet when no external field is applied. The
coercive field Hc is the opposite field needed to obtain zero magnetiza-
tion.
the magnetization of all domains is aligned in the same direction, the
maximum magnetization of the material is obtained: the saturation
magnetization Ms. When the magnetic field is decreased to zero, the
magnetization direction of the domains are not aligned all in the same
direction and the remaining magnetization without an applied mag-
netic field is called the remanence or remanent magnetization Mr. The
opposite magnetic field needed to drive the magnetization to zero is the
coercive field Hc. Figure 2.1.b. shows an example of a magnetization
hysteresis loop. Such a loop shows the magnetization of a ferromagnet
as a function of an applied field.
2.2 Spin current
A key ingredient to describe spin transport properties are spin currents.




vk↑fk↑ + vk↓fk↓, Is = e
∑
k
vk↑fk↑ − vk↓fk↓, (2.6)
where vkσ is the velocity of an electron with momentum k and spin
σ and fkσ is the distribution function for electrons with momentum k
and spin σ.
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The distribution function fkσ can be calculated using the Boltzmann
















where E is an external electric field. In many situations, the external
fields produce only a small change gkσ in the equilibrium distribution
function f0
kσ . The scattering term can then be rewritten using the relax-








− fkσ − fk−σ
τsf
, (2.8)
where τσ is the relaxation time for electrons with spin σ and τsf is the
spin-flip time, that defines the time between two elastic collisions or
two spin-flip collisions, respectively. The distance an electron ballis-
tically travels between two collisions is the electron mean free path ℓ,
which is equal to ℓ = vF τσ , with vF the Fermi velocity and the dis-
tance an electron ballistically travels between spin-flips is the spin-flip
length ℓsf, which is equal to ℓsf = vF τsf. A third length scale is the spin
diffusion length lSD =
√
Dτsf, with D the diffusion constant. The spin
diffusion length is the distance the electron diffuses through the mate-
rial between spin-flip collisions [27].
Using equation 2.6, three different types of current can be distin-
guished. When vk↑fk↑ = vk↓fk↓, there is a pure charge current and no
spin current is present. When vk↑fk↑ = −vk↓fk↓, there exists a pure
spin current and no charge current. In other cases, a spin polarized
current with polarization P is present. The creation and the control of
pure spin currents is a very attractive feature of spintronics, as it was
argued by Murakami et al. [28] that pure spin currents have even time-
reversal-symmetry. So, when time is reversed, both the direction of the
current and spin are reversed and the spin current remains unchanged.
In theory, devices can be constructed which carry pure and dissipation-
less spin currents, and which could thus overcome the major bottleneck
when scaling down normal silicon based technology: heating.
2.3 Ferromagnetic heterostructures
During the last 30 years, the number of studies of heterostructures of
ferromagnets (F) with normal metals (N), semiconductors (Sc) and su-
perconductors (S) has grown impressively. Due to the discovery of
13
the Giant Magnetoresistance (GMR) effect at the end of the eighties
by Baibich et al. [29] and Binasch et al. [30], the study between fer-
romagnets and normal metals became an area of intense fundamen-
tal and applied research. Nowadays the GMR effect is used in many
products, ranging from magnetic sensors to magnetoresistive random-
access memories (MRAM).
The GMR effect appears in thin films composed of alternating fer-
romagnetic and non-magnetic layers. The relative orientation of the
magnetization direction of the ferromagnetic layers determines the re-
sistance in the multilayer. Figure 2.2 shows a ferromagnet (F1)/normal
metal (N)/ferromagnet (F2) trilayer, where the coercive field Hc1 of
layer F1 is larger than the coercive field Hc2 of layer F2. A current that
flows through layer F1 becomes spin polarized. When the thickness of
the N layer is smaller than the spin diffusion length, the spin polarized
current will reach layer F2. For simplicity, we assume that both layers
are 100% spin polarized and all the electrons are either transmitted or
reflected at the interface of layer F2. When the magnetization of layer F2
is parallel to F1, all electrons can be transmitted (Figure 2.2.a) through
F2 and a current will flow through the trilayer. When the magnetiza-
tion of layer F2 is antiparallel to layer F1, all electrons are reflected off
F2 (Figure 2.2.b) and no current will flow through the trilayer. The re-
sulting resistance as a function of the applied external field H, the mag-
netoresistance, is plotted in Figure 2.2.c. The fixed F1 layer and free
F2 layer behave different to the applied external magnetic field and the
magnetization direction switches at a different applied field, Hc1 and
Hc2 respectively.
The transport properties through GMR devices with ferromagnets
with spin polarization P and where both ferromagnetic layers have a
collinear magnetization, where the magnetization is aligned with the
spin quantization axis, can be described using the two-channel series
resistor model that was introduced by Valet and Fert [31]. In the Valet-
Fert model, the total current is modelled as two individual currents for
the spin-up and spin-down channel, limited by a channel dependent
resistances that represent the bulk and interface scattering.
The attraction of the interaction between ferromagnets and normal
metals lies in the fact that already at room temperature large effects
can be observed. Theoretically, they can be explained well using the
framework of static magnetoelectronic circuit theory [32]. This theory
describes the charge and spin transport in multilayers by dividing the
device in a circuit with reservoirs, resistors and nodes. An important
contribution here comes from the interface. For a collinear magnetiza-








F1 N F2 F1 N F2a) b)
c)
Figure 2.2: Giant magnetoresistance in a ferromagnet (F1)/normal
metal (N)/ferromagnet (F2) trilayer. The incoming unpolarized elec-
trons from the left side are polarized by the F1 layer. Depending on the
orientation of the magnetization of the F2 layer with respect to F1, the
electrons are either fully transmitted (a) or reflected (b). In (c), the resis-
tance of the F1/N/F2 trilayer is shown as a function of the applied field
H. The magnetization direction of the F1 and F2-layer switches at differ-
ent applied field (Hc1 and Hc2). A higher resistance, RAP, occurs when
the magnetization in the ferromagnetic layers is in the antiparallel (↑↓
or ↓↑) state and a lower resistance, RP , occurs when the magnetization
in F1 and F2 is in a parallel (↑↑ or ↓↓) state.



























is the probability that a spin-up(spin-down) electron in
mode n is transmitted at the interface as a spin-up(spin-down) electron
in mode m. For transport between non-collinear ferromagnets, also the
















where M is the total number of transport channels and r↑(↓)nm are the
reflection coefficients between transport channels n and m. The spin-




describes the angle between the incoming spin-up electron and reflected
spin-down electron at a normal metal/ferromagnet interface [34].
2.4 Magnetization dynamics
A shift from studying the static to the dynamical properties of ferromagnetic-
normal metal multilayers was initiated by Berger [12] and Slonczewski [13]
in 1996, who proposed that electric currents can induce a reorienta-
tion of the magnetization direction in multilayer structures, by the spin
transfer torque (STT) mechanism. Already two years later, Tsoi et al. [35]
demonstrated that when injecting a very high current density, order of
1012 A/m2, using a point contact into (Co/Cu)N multilayers, magneti-
zation precession can be induced. In 1999, Myers et al. [36] showed that
when injecting a very high current density via a lithographic point con-
tact into a Co/Cu/Co multilayer, the orientation of a magnetic domain
in the Co layer can be switched. The subsequent discovery of Kiselev
et al. [37] that the STT leads to a persistent oscillation at the gigahertz
range in a Cu/Co/Cu/Co/Cu/Pt nanopillar opened the field of high
frequency detection and manipulation of dynamical STT effects.
2.4.1 Landau-Lifshitz-Gilbert equation of motion
In ferromagnets, the magnetic moments are coupled via the exchange
interaction. Therefore, the whole spin system with magnetization M
can be considered as one macrospin. The dynamics of this macrospin
is usually described by the phenomenological Landau-Lifshitz-Gilbert
(LLG) equation of motion [38–41]
dm
dt
= −γm×Heff + αm×
dm
dt
+ τ , (2.11)
where m = M|M| is the unit direction vector of the magnetization M, γ
the gyromagnetic ratio, which is defined as γ = gµB/~ > 0, Heff is the
local effective magnetic field including the external, demagnetization
and crystal anisotropy fields, α the dimensionless Gilbert damping,
with a typical intrinsic value of α0 ≈ 10−3 - 10−2 for transition-metal
ferromagnets [42] and τ accounts for the extra torques present in the
system that are induced due to either current and/or spin orbit effects.
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The parameter α is sometimes also encountered as the Gilbert param-
eter G = αγMs. Note that, since m is a unit direction vector, the LLG
equation describes transverse magnetization dynamics. The first term
on the right side of equation 2.11 describes how the magnetization pre-
cesses around the local effective field Heff at the Larmor frequency ωL =
γHeff. The second term describes how the magnetization spirals down
on a time scale (αω)−1 to this local effective field.
2.4.2 Spin-transfer torque
A more general description for the GMR effect described in section 2.3
takes into account that the magnetization direction of both magnetic
layers does not need to be collinear. In Figure 2.3.a, a F1/N/F2 trilayer
is shown where the angle between the magnetization of the F2 and F1
layer is equal to θ and the magnetization in F2 is aligned with the spin
quantization axis. The resistance is used to monitor the orientation of
the magnetization between the two ferromagnetic layers of the trilayer.
When an electron flows through layer F1, where the magnetization
is not aligned with the spin quantization axis, the state of the electron is
a superposition of the spin-up |↑〉 and spin-down |↓〉 state. The |↑〉-state
can cross the interface between N and F2 and the |↓〉 state is reflected.
Comparing the angular momentum of the electron before and after the
scattering process shows that angular momentum is absorbed by the




|kF↑ − kF↓ |
, (2.12)
where kF↑(↓) are the spin-up and spin-down Fermi wave vectors. In the
transition metal ferromagnets Co, Fe and Ni, the transverse magnetic
coherence length is in the order of a few Ångström (a tenth of a nm).
A non-collinear spin current can be decomposed in three polariza-
tion components: parallel to the magnetization; perpendicular to the
magnetization and spin-current, Is ×M, the so-called field-like torque
τ FLT; or parallel to the spin-current, M × (Is ×M), the spin-transfer
torque τ STT. The total torque τ that acts on the magnetization is then [32]






with µ the total spin-accumulation in the adjacent normal metal. It
should be no surprise that both τ STT and τ FLT are determined by the
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Figure 2.3: a) Spin transfer torque in a F1/N/F2 trilayer. The angle
between the magnetization direction of layers F1 and F2 is equal to θ.
The right moving electrons are polarized in the F1 layer and will exert
a torque on the magnetization in F2. The reflected electron, whose po-
larization is antiparallel to F2, will exert a torque on F1. During each
reflection, the electron exerts a torque on either F1 or F2, but the influ-
ence of higher order scatterings is small as the electron flux decreases
with each scattering. b) Differential resistance as a function of the volt-
age bias for a mechanical point contact to a (Co/Cu)N multilayer, for
different out-of-plane applied magnetic fields. The peaks in the dif-
ferential resistance indicate the onset of the STT. The inset shows that
the threshold current is a linear function of the applied magnetic field.
Figure b) adapted from [35].
interface spin mixing parameter G↑↓, given the smallness of the trans-
verse coherence length λc.
For metallic systems, the STT is the dominant torque, as Re (G↑↓)
≫ Im (G↑↓) [44], and the field-like torque can be disregarded in many
practical situations.
The change in magnetization due to the transfer of angular momen-
tum of only one spin is very small, but when the current density Jc >
1010 A/m2, the induced STT becomes of the same order as the magne-
tization.
In Figure 2.4, trajectories are plotted of the magnetization M in a
free magnetic layer without anisotropies, that are a solution of the Landau-
Lifshitz-Gilbert equation of motion. As shown in Figure 2.4.a, without
damping and spin-transfer torque, the magnetization precesses in a cir-
cle due to the torque of the applied magnetic field. If there is also damp-
ing present in the system, after the magnetization is perturbed away
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Figure 2.4: Precession of the magnetization in a free magnetic layer
without anisotropy. In a), no Gilbert damping and STT is present and
the magnetization precesses in a constant trajectory. When damping is
introduced, the magnetization precesses slowly back until it is aligned
with Heff as shown in b). In c) a large STT is introduced that can switch
the magnetization. Images adapted from [45]
from the equilibrium state, it will slowly spiral back until the magne-
tization is aligned with the local effective magnetic field as is shown
in Figure 2.4.b. For a spin polarized current below some critical cur-
rent, the STT acting on the magnetization is not large enough to change
the magnetization direction. After the magnetization is perturbed, the
magnetization will spiral back, until it is aligned with the local effec-
tive magnetic field. When the spin polarized current is larger than the
critical current, the STT is large enough to change the magnetization di-
rection and the magnetization spirals away to an equilibrium situation
where the damping and the STT are in equilibrium, or the STT can even
switch the magnetization direction direction as shown in Figure 2.4.c.
2.4.3 Spin-orbit torque
When an electron with momentum k is orbiting the nucleus, in the lab-
oratory frame at rest it feels an electric field E from the nucleus. This
electric field gives rise to a magnetic field B in the reference frame of the
electron [46]. This magnetic field interacts with the spin of the electron









where m is the electron mass, c is the speed of light and Ṽ is the total
potential. The total potential consist of a periodic crystal potential and a
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potential due to local impurities, confinement, boundaries and external
electrical fields [47].
Recently, van der Bijl and Duine [48] showed using linear-response
matrix theory that when also the spin-orbit coupling is taken into ac-
count, a whole zoo of new current induced torques appear. As with the
field-like-torque and the spin-transfer torque, these torques appear in
pairs and have the form τ ⊥ = m × τ . Some of these torques can be
attributed to known physical effects like the inhomogeneous magneti-
zation, the anisotropic magnetoresistance and the anomalous or spin
Hall effect, but not all derived torques have a straightforward physical
interpretation.
Spin-orbit torques can also be related to either structure inversion
or bulk inversion asymmetry of the underlying structure, resulting in a
Rashba or a Dresselhaus spin-orbit coupling, respectively. Well known
systems where such a lack of bulk inversion symmetry can be found are
semiconductors with the zinc blende structure such as (Ga,Mn)As [49–
51] or crystals from the B20 space group such as FeGe [52] and MnSi [53]
which shows a chiral spin-orbit interaction.
Recently, experiments and theory indicated that also in ultrathin
metallic multilayers , Rashba spin-orbit coupling might be present. A
static electric field E = E0ez in the laboratory rest frame, where ez
points normal to the surface of the multilayers, produces a magnetic
field B ∝ kxey − kyex in the frame of the moving object, where kxey −
kyex is known as the Rashba spin-orbit coupling.
Experimentally, there is not yet agreement about the observations
of a Rashba spin-orbit torque, that was measured by Miron et al. [14]
and follow up experiments [54, 55]. In these experiments, magnetiza-
tion switching of a very thin ferromagnetic layer is studied, driven by
the current through the layer in the presence of spin-orbit torques. In
all studies performed to date, the ferromagnetic layer has either been
asymmetrically sandwiched between a heavy metal layer and an oxide
layer, e.g. Pt/Co/AlOx or Ta/CoFeB/MgO [14, 54–57] or in periodic
crystals that lack inversion symmetry like (Ga,Mn)As [49–51].
Two different torques are found in these experiments; one torque
is an even function of the direction of the magnetization m and the
other is an odd function of the direction of the magnetization. The even
torque,
T
even = T evenm × [(êz ×E)×m], where E is the applied electric field
and êz is a unit vector perpendicular to the interface of the ferromag-
netic heterostructure, is expected to be driven by the spin current due to




odd = T odd(êz×E)×m, is expected to originate from the effective mag-
netic field due to spin dependent scattering in combination with the
Rashba interaction, which originates from the broken inversion sym-
metry in the ferromagnetic heterostructures.
2.4.4 Spin Hall effect
When a current is sent through a crystal or thin film and a magnetic
field is applied normal to the current, a Hall voltage can be measured
perpendicular to both the current and magnetic field [60]. In ferromag-
netic materials, the Hall voltage consists of a contribution of the normal
Hall effect and the anomalous Hall effect (AHE). When a current flows
through a ferromagnet, the spin-orbit interaction gives rise to asymmet-
ric scattering of the electrons. So, if the spin-up electrons have a larger
probability to scatter to the left then the spin-down electrons have a
larger probability to scatter to the right.
In 1971, Dyakonov and Perel [61, 62] predicted that the same mech-
anism responsible for the AHE, could cause a spin imbalance in a non-
magnetic material. The work was rediscovered in 1999 by Hirsch [15],
who labelled this phenomenon as spin Hall effect (SHE).
In the SHE, a spin current Is is generated transverse to a charge cur-
rent Ic, because the spin-orbit interaction causes an asymmetric scatter-
ing of the spin-up and -down electrons as shown in Figure 2.5. The spin
current Is is equal to
Is = αSHEσ × Ic, (2.15)
where αSHE is a material dependent parameter characterizing the effi-
ciency of the SHE. The spin-orbit interaction causing the SHE is also
able to convert a spin current into a charge current by the inverse spin
Hall effect (ISHE), where the charge current is equal to
Ic = αSHEIs × σ. (2.16)
The SHE and ISHE make a full-electric manipulation of spin pos-
sible, even without the use of magnetic materials. To obtain a large
spin current, a large αSHE is needed. Up to now, most experiments use
heavy paramagnetic materials such as Pt and Pd, because the strength
of the spin-orbit coupling and thus also αSHE scales withZ4, Z being the
atomic number. Recently, it has been shown that a large SHE can also be
obtained when Cu is doped with Bi impurities [63, 64] or when heavy
transition metals are grown in a high resistive phases as β-Ta [57] and β-








Figure 2.5: a) A spin current is induced by the spin Hall effect in a para-
magnetic material. When sending a charge current in the x-direction, a
spin current is generated in the y-direction due to the spin-orbit inter-
action. b) The inverse spin Hall effect induces a charge current in the
y-direction when a spin current flows in the x-direction.
a thin normal metal when it is sandwiched between dissimilar insula-
tors. The asymmetric interfaces break the inversion symmetry, which
leads to a Rashba-type spin-orbit interaction. This spin-orbit interac-
tion gives rise to a giant spin Hall conductivity.
2.4.5 Spin pumping
Where the spin transfer torque transfers angular momentum from a
spin current to the magnetization of a ferromagnet, also the inverse
process is possible. A precessing magnetization can emit an alternat-
ing spin current into an adjacent layer; a process called spin pumping,
proposed by Berger [12] and Tserkovnyak [43, 67].
In Figure 2.6, spin pumping is schematically illustrated. In Fig-
ure 2.6.a, a ferromagnet in equilibrium is shown, where the density of
states consists of a spin-up and spin-down band that are both filled up
to the Fermi energy. If the magnetization of the ferromagnet is brought
into a non-equilibrium state, the magnetization will relax by a spin-flip
process of an electron above the Fermi energy into an empty state in the
lower energy band. This process is called intrinsic damping [68, 69].
When there is an adjacent layer present, an additional relaxation pro-
cess can occur. For ferromagnets that are thicker than the transverse




Figure 2.6: a) shows the Stoner model of a ferromagnet in equilibrium.
Both the spin-up and -down band are filled up to the Fermi level EF .
They are shifted with respect to each other by the exchange energy Eex.
When the magnetization is brought into a non-equilibrium state (b),
intrinsic relaxation can bring the ferromagnet back into equilibrium (c).
When an adjacent layers is present, a spin current can be emitted into
this layer to accelerate the relaxation (b). Adapted from [70].












into the adjacent layer with a spin-flip probability ǫ. If the adjacent
layer is a good spin sink, ǫ >10−2, the spin current is efficiently ab-
sorbed, causing a decrease in the relaxation time. If the adjacent layer
is a bad spin sink, ǫ <10−2, no change in the magnetization dynamics
will be observed. A bad spin sink can be turned into a good spin sink
by doping it with spin-flip scatterers like heavy or magnetic impurities.
The spin-flip probability of a normal metals is mostly determined by
the spin-orbit scattering. In normal metals, the spin-flip probability ǫ is
equal to the ratio between the elastic and spin-orbit relaxation time, τelτso .
τso rapidly decreases with increasing Z and the spin sink effect becomes
much more dominant with heavier elements such as Pt and Pd.
Furthermore, when the thickness d of the adjacent layer is smaller
than the spin diffusion length lSD, a spin accumulation is built up in
the adjacent layer. Because the spins in the adjacent layer accumulate
transverse to the magnetization of the ferromagnetic layer, the spin ac-
cumulation driven transport is described using the spin mixing con-
ductance. Taking into account the spin accumulation, the spin mixing
conductanceG↑↓ in equation 2.17 is replaced by an effective spin pump-
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with Rsd is the resistance of the adjacent layer.
The extra damping α′ and the possible modification of the gyromag-














where A is the area, df the thickness of the ferromagnet and γeff is the










These two equations show that the spin pumping effect scales with
1/df .
2.5 Spin-flip laser
In the previous sections we have seen what happens when a spin cur-
rent flows from a normal metal into a ferromagnet. If the polarization
of the spin current is non-collinear with the magnetization of the ferro-
magnet, the transverse component of the magnetization gives rise to a
spin-transfer torque that can change the magnetization of the ferromag-
net. Now, we will study what happens when a spin current is injected
into a normal metal. Already in 1996, Berger [12] proposed that an
injected current could excite spin waves in a ferromagnet. When inject-
ing a spin current from a ferromagnet into a direct band semiconduc-
tor, it has been experimentally shown that circular polarized light can
be emitted [71, 72]. In 2004, Kadigrobov [18, 19] proposed that when
creating a non-equilibrium spin distribution in a normal metal or ferro-
magnet, there is a chance that this relaxes via a direct spin-flip transition
and electromagnetic radiation is emitted. When it is possible to create
a population inversion, even a spin-flip laser could be built. In 2006,
Watts and van Wees [73] suggested that a MASER (Microwave Ampli-
fication by Stimulated Emission of Radiation) could be build when an
external spin current is driven through a microwave created spin accu-


















Figure 2.7: Four possible ferromagnet (F)/Normal metal (N) configu-
rations, where a spin-flip process could generate a photon. In a), the
magnetization M of F is antiparallel with the applied field H . Majority
electrons are injected from F into N, leading to an inverse population of
the Zeeman levels in N. A spontaneous or stimulated spin-flip process
will emit a photon with the frequency proportional to the applied field
H . b) When the magnetization M in F is parallel to the applied field
H , electrons from the N layer are injected mostly in the majority band
of F, resulting in an inversely populated Zeeman level in N. Again, a
spontaneous or stimulated spin-flip process will emit a photon with the
frequency proportional to the applied field H . In c), the magnetization
M of F is antiparallel with the applied fieldH , but now the F/N bilayer
is irradiated with photons with the energy equal to the Zeeman split-
ting. A spin-flip transition can be induced when a spin-down electron
absorbs a photon. This will induce a photocurrent through the N into
the F-layer. In d), the F layer is a minority type ferromagnet. When the
magnetization M∗ is parallel to the applied field, minority carriers will
flow from the F into the N layer, creating an inversely populated Zee-
man level. Again, a spontaneous or stimulated spin-flip process will
emit a photon with the frequency proportional to the applied field H.
Adopted from [74].
Figure 2.8: Two possible ferromagnet 1 (F1)/ferromagnet 2 (F2) config-
urations, where a spin-flip process could generate a photon. The nor-
mal metal layer is replaced with a second majority type (a) or minority
type (b) ferromagnet respectively. Photons are generated in a similar
way as in the F/N bilayer, but instead of splitting the energy states in
a normal metal with the Zeeman energy, now a ferromagnet is used
and the energy splitting is caused by the exchange energy J . Adapted
from [74].
In Figure 2.7, four different configurations are shown that can be
used to build a spin-flip laser from a normal metal/ferromagnetic bi-
layer. When an external magnetic field H is applied to a normal metal,
the energy eigenstates are Zeeman split. When injecting electrons into
the highest energy level or removing electrons from the lowest energy
level, a population inversion can be induced into the normal metal
layer. The relaxation of the population inversion requires spin-flip pro-
cesses. In the case the spin-flip relaxation mechanisms in the normal
metal is slow, so the normal metal should be a bad spin sink, a spin-flip
process accompanied with the emission of a photon with frequency
hν = 2gµBmsH, (2.21)
can increase the relaxation rate. For a normal metal with a g-value of 2,
the emitted frequency is equal to 28 GHz/T.
As predicted by Berger [75], a voltage can be generated in a mag-
netic multilayer undergoing ferromagnetic resonance when a magnon
is created or annilated by a spin-flip process. In Figure 2.7.c the inverse
process is shown, where the ferromagnet/normal metal bilayer is irra-
diated with photons and a photocurrent is induced through the bilayer.
When replacing the normal metal with a weak ferromagnet, no ex-
ternal field is needed to split the energy levels. In Figure 2.8, two
options are shown how a ferromagnet (F1)/ferromagnet (F2) spin-flip
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lasers can be built. Again, by injection or removing electrons, a pop-
ulation inversion can be created in F2, that can relax using a spin-flip
relaxation with the emission of a photon with frequency
hν = 2J, (2.22)
where J is the exchange energy of F2. For a ferromagnet, the exchange
energy can be tuned from a few meV for weak ferromagnets up to a
few eV for the strong ferromagnets. Since 1 eV would corresponds to






3.1 Point contact spectroscopy - theoretical
The electrical resistance of a contact with a size smaller than the elec-
tronic mean free path is only determined by the number of quantum
channels and their transmission probability through this contact. These
contacts, called Sharvin or point contacts (PC), were first used to deter-
mine the electron-phonon spectral function in normal metals.
Due to the size of the constriction, from a few nanometers up to hun-
dreds of nanometers, it is possible to create very high current densities
(of the order of 1010 A/m2) without excessive heating effects. This al-
lows to observe physical effects that cannot be seen with lower current
densities like the spin-transfer torque.
The point contact geometry is also the preferred geometry to study
the spin-flip laser, because the very high current density needed to ob-
tain a non-equilibrium inverse population of the two spin-split levels.
Furthermore, the point contact spectroscopy technique can be used to
obtain information about the relaxation processes at the interface of the
ferromagnet/normal metal.
The transport through such point contacts can be characterized by
different transport regimes, depending on how the diameter d of the
1Parts of this chapter have been published in: E. Tartaglini, T.G.A. Verhagen, F. Galli,
M.L. Trouwborst, R. Müller, T. Shiota, J. Aarts and J.M. van Ruitenbeek, New directions in
point-contact spectroscopy based on scanning tunneling microscopy techniques, Fizika Nizkikh














































Figure 3.1: The in-house measured V - dV/dI and the numerically cal-
culated V - d2V/dI2 characteristics for a Cu-Cu point contact are plot-
ted in a) and b) respectively. Due to the electron-phonon interaction, an
increase in resistance can be observed around 16, 19 and 26 eV appear-
ing as peaks in the d2V /dI2. Electrons travelling through a constriction
gain an excess energy eV c). The electron-phonon interaction in a bal-
listic point contact can result in a backscatter event, d).
point contact scales to the elastic ℓel and inelastic ℓin electron mean free
path and the Fermi wavelength λF of electrons. We can then distin-
guish the thermal regime, where d ≫ ℓel, ℓin, λF, the diffusive regime√
ℓelℓin ≫ d ≫ ℓel, λF, the ballistic regime ℓel, ℓin ≫ d ≫ λF and the
quantum regime, where ℓel, ℓin, λF ≫ d.
Below, we show and discuss a number of PC measurements which
were meant as a first step to the final observation of radiation coming
from the point contact. Inversely, it was attempted to observe spin flip
processes due to irradiation, using a normal metal tip on a ferromag-
netic film.
3.1.1 Electrical transport in a point contact
In 1965, Sharvin showed that the resistance of a ballistic point contact
between two normal metals only depends on the diameter d of the point





where ρ is the resistivity of the material.
In Figure 3.1.a, the measured differential conductance dV/dI as a
function of the applied voltage V and in Figure 3.1.b the numerically
calculated d2V/dI2 as a function of the applied voltage V are shown

















































Figure 3.2: a) The resistance of a Cu-Cu point contact when it is irradi-
ated with 4 GHz radiation at different power levels. In b), the influence
of the radiation is modelled, assuming that the point contact works as a
classical rectifier. c) shows the frequency dependence of the resistance
of a point contact when it is biased at 15 mV.
can be attributed to electron-phonon scattering processes. As shown
in Figure 3.1.c, for low applied biases, electrons passing through the
constriction gain an excess energy eV. The electron can relax via an in-
elastic scattering event with a phonon. When this scattering takes place
close to the constriction, the electron can be scattered back through the
constriction (Figure 3.1.d) causing a backflow current.
The backflow current can be calculated, by assuming an energy de-
pendent scattering length, l(eV ) = vF τe-ph(eV ), with vF the Fermi ve-









with α2(ǫ)F (ǫ), the electron-phonon interaction function. It follows










α2(eV )F (eV ). (3.4)
So, by measuring the V - d2V/dI2 of a ballistic point-contact, the electron-
phonon interaction can be obtained.
Point contact spectroscopy (PCS) has developed into an ideal tool
to probe a whole range of elementary excitations in all kinds of sys-
tems. In recent years, PCS became an important tool to probe the or-
der parameter in superconducting materials like the cuprates [77] and
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the pnictides [78], to measure the spin polarization of magnetic ma-
terials [79] and to measure transport properties of single atoms and
molecules where the local vibration modes of the atoms or molecules
can be detected [80]. Also, PCS helped to better understand the STT
effect [35, 81]. The ability of PCS to distinguish between backscattering
and impurity scattering clarified the role of impurities by the single-
interface STT [81].
3.1.2 Irradiating point contacts
When irradiating a point contact with radiation with frequency ν, the
tip works as an effective antenna and the applied radiation induces os-
cillatory potentials V (t) = V0 + Vac cos(2πνt) across the point contact.
The response to the irradiation can be described as a classical detector
where the induced oscillating potentials combine via a non-linearity
into an ac-rectification, if the energy of the photons is smaller than the
width of the non-linearity [82]. In Figure 3.2.a, the influence of irra-
diating a Cu-Cu point contact with 4 GHz radiation is shown. The







I0(V0 + Vac cos(2πνt))dt, (3.5)
where I0(V0) is the current-voltage characteristic in the absence of mi-
crowave radiation. In Figure 3.2.b, equation 3.5 is fitted to the 2 dBm
curve of the measured spectra from Figure 3.2.a with a Vac of 8 mV. If a
constant bias voltage is applied to the point contact so that it is tuned
to the non-linear part of the characteristic, the point contact will detect
radiation by the amplitude of the rectified signal. In Figure 3.2.c, the
frequency dependence of the signal detected by a point contact with
a constant bias is shown. It shows that the coupling-efficiency of the
point contact is strongly frequency dependent.
3.2 Point contact spectroscopy - experimental
In 1974 Yanson [83] used a metal-insulator-metal tunnel junction hav-
ing a short, to measure energy resolved spectroscopy of the electronic
scattering inside the metal, and could directly measure the energy de-
pendence of the electron-phonon interaction. The introduction of the
needle-anvil method by Jansen et al. [84] in 1976 was a further improve-
ment. With this technique a sharply etched metal wire, the needle, was
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pressed using a micrometer screw into a flat metal surface, the anvil, to
form a point contact. The contact size can be adjusted by fine-tuning
the pressure applied to the tip with the micrometer screw. Transport
in such point contacts is ballistic since contacts diameters are usually
much smaller than the electron mean free path.
In the last 20 years also the development of STM, at or below liquid
helium temperatures improved enormously [85]. One of the biggest
problems in the design of low temperature STMs was the piezoelectric
positioning system that often fails to work at these temperatures. The
Beetle [86, 87] and the Pan-type [88] walker coarse positioner solved
this problem and are now widely used in low temperature STMs. Nowa-
days, one can even buy commercial piezo positioners that reliably op-
erate at low temperatures and at high magnetic fields [89].
3.2.1 Point contact spectroscopy measurement
In a non-UHV environment, very thin native oxide layers, plus ad-
sorbates of organic materials, are always present on both the tip and
sample. A very important requirement is to make a clean metallic con-
tact between the sample and the tip. For this purpose the tip is moved
slowly with a micrometer screw or a piezo positioner to the sample, and
when both parts are firmly pressed together, the greatest stress occurs
at the point where the needle touches the sample. Here, the oxide layer
breaks and forms a small direct metallic contact between the two parts:
the point contact. Note that the presence of the oxide layer is not only a
disadvantage: it can be helpful because it reduces the conducting elec-
trical contact area between the tip and sample, while the mechanical
contact area is much larger so that stable contact sizes between 4 and
100 nm can be made.
3.2.1.1 Tip and sample preparation
For various types of PCS experiments, different tip materials were used.
We used Cu wires with a diameter of 125 and 500 µm, Pb wires with a
diameter of 500 µm and Nb wires with a diameter of 250 µm during the
experiments. Although thick wires can produce good PCS spectra, the
stiffness of the wire tends to damage the sample within a few cycles of
breaking and making contacts. Using thinner wires and adding an ex-
tra loop with a diameter of approximately 2 mm into the wire, the force
the tip can exert on the sample is reduced and the number of contacts
that can be made and broken is increased.
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Figure 3.3: a) 9×9 mm2 tip holder with on the bottom side the screw
for tighting the mount of the tip wire. b) 9×9 mm2 sampleholder onto
which the substrate with the thin film or foil is glued. The hole in front
of the sample holder is used to mount the Ti cap (c). For insulating sub-
strates, a Ti cap (c) or Cu spring (d) are used to for making an electrical
contact with the sampleholder.
In Figure 3.3.a, the titanium tip holder is shown were the tip is
mounted in the hole and anchored with a titanium screw. After mount-
ing the tip, the tip was etched to remove the thick native oxide layer.
Cu tips were etched in a droplet of nitric acid, which resulted in a re-
moval of the native oxide layer, which results i a rather flat apex. To
obtain a conical apex, tips were electrochemically etched in a 25% HCl
solution [90]. After etching, the tip has a typical conical apex of 10 µm
as can be seen in Figure 3.4 for a Cu tip.
Samples we used were either a thin film grown using sputter de-
position or a thin sheet or foil. In Figure 3.3.c, the Ti sample holder is
shown onto which the substrate or foil can be glued using silver paint.
To make electrical contact to thin films grown on insulating substrates,
the edges of the film were connected to the sample holder by means of
a titanium cap (see Figure 3.3.b) or a copper spring (see Figure 3.3.d) to
the sample holder.
Grown thin films were glued as quickly as possible onto the sample
holder after the samples were removed from the deposition system to
prevent the formation of a thick oxide layer. Foils and sheets were first
glued onto the sample holder, whereafter the native oxide layer present
on them was etched away using a nitric acid or 25% HCl solution until
the surface looked shiny.
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Figure 3.4: A scanning electron microscopy image of two different elec-
trochemically etched Cu-tips before (a) and after (b) a point contact
spectroscopy measurement with a piezo positioner.
3.2.1.2 Measurements
The point contact measurements were performed at 4.2 K in a liquid he-
lium storage vessel, bath cryostat or in an optical cryostat with a vari-
able temperature insert. The conductance and the phonon spectrum
were measured using a current biased lock-in technique.
The point contact was made by carefully moving the tip with the
piezo positioner or micrometer screw while simultaneously measuring
the resistance between the tip and the sample. Before the contact was
formed, a high constant resistance was observed, which is the result of
combination of the native oxide and the vacuum gap between the tip
and sample. When making the contact, the tip will first approach the
oxide covered surface layer of the sample. When the tip touches the
sample, it needs also to break the thin oxide layer to form a metallic
contact. Unfortunately, we cannot distinguish these processes during
the approach.
3.2.2 Scanning point contact spectroscopy
The measurements with the traditional micrometer-controlled needle
anvil technique are often limited to a single position on the sample due
to a lack of the ability to move the sample in a controllable way. A big
improvement in PCS would be the ability to map the PCS data on the
surface by such controlled motion of the sample. In Leiden, we started
to explore the possibility to do scanning PCS. For this purpose, Simon
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Kelly built a scanning PCS system, where he used a modified STM-
insert [91] with an Attocube ANPz101 z-direction nanopositioner and
a scantube to move the tip in the x- and y-direction, which is shown in
Figure 3.5. For the first tests, only the z-direction was used.
We noticed that if we made our first contacts with a fresh tip and
fresh sample, when we made a metallic contact and retracted the tip just
far enough that we lose the metallic contact, the next approach takes
much longer than expected from the retraction distance. The crack in
the oxide layer forms at a different place than before and the piezo po-
sitioner needs a lot of steps to break the oxide layer. It is also possible
that instead of breaking the oxide layer, a metallic contact is formed by
deforming the tip, as can be seen in Figure 3.4.b, where the tip is imaged
just after good ballistic contacts were measured.
The main drawback of the low-temperature piezo positioners is that
they are designed for accurate positioning (several tens of a nm), but
not to apply forces large enough to break oxide layers. In contrast, the
micrometer screw can continuously apply the same force and break the
oxide layer in a continuous way.
3.2.3 Micrometer screw point contact spectroscopy
To circumvent the problem of piezo positioners, also PCS inserts were
built where the tip was connected via a drive shaft to a micrometer
screw mechanism, which is capable of moving the tip with 1 µm per
revolution. This established method [92] results in a reliable way of
making point contacts. In Figure 3.6, two PCS inserts that were built
are shown. The insert in Figure 3.6.a is designed such that it fits in
the variable temperature insert of an Oxford optical cryostat without
blocking the optical path too much. Figure 3.6.b shows the vertical PCS
insert for a bath cryostat with a solenoid superconducting magnet. By
placing the sample- and tipholder vertically, the magnetic field is in-
plane.
3.3 Spin-flip laser
One possible experimental realization to test the theoretical prediction
of a metal based spin-flip laser as described in Section 2.5 is shown
in Figure 3.7.a. Using the mechanical point contact geometry, an F/N
contact is created. As the ferromagnet a thin SmCo5 film is used, which
has the advantage that it has a large coercive field which results in a
wide magnetic field and frequency domain to test the theory. In the
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Figure 3.5: Point contact spectroscopy head based on the Attocube
ANPz101 nanopositioner and a scan tube to scan in the x- and y-
direction. The tipholder is mounted below the scan tube and the sample
holder is mounted at the bottom of the protection cap, that is mounted
around the piezo nanopositioners.
literature, many groups have shown that thin Sm-Co films with a large
coercive field can be grown using sputter deposition [93–99]. The ad-
vantage of thin films is that different materials as a capping layers can
be used, to protect the Sm-Co surface or to manipulate the properties
of the spin-flip laser. As the normal metal part of the spin-flip laser, a
Cu tip is used.
It is very difficult to detect the emission of a few photons that might
be emitted from the F/N point contact. We therefore irradiate the point
contact with microwave radiation, as is shown in the configuration of
Figure 2.7.c and detect spectroscopically if spin-flip processes are hap-
pening. With a constant voltage bias, the resistance of the irradiated
point contact is measured as a function of the applied magnetic field.
When the resonance condition, equation 2.21, is fulfilled, a peak in the
resistance as illustrated in Figure 3.7.b is expected. There must be a
linear relation between the resonance field and the applied microwave
radiation, as shown in Figure 3.7.c.
In Figure 3.8.a, typical PCS measurements are shown that were done
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heater sampleholder tipholder drive shaft tip holder
thermometer drive shaft 
sample holder
Figure 3.6: a) Micrometer screw based point contact spectroscopy in-
sert. The sample- and tipholder can be mounted and secured with a
screw. The tipholder is attached to a drive shaft, that is connected to a
micrometer screw, which stays at room temperature (not shown). The
temperature is measured using a thermometer that can be mounted just
below the sample- or tipholder and at the bottom of the insert a heater
is mounted to control the temperature. Also an open-ended coax cable
is present to irradiate the sample. b) Micrometer screw based vertical
point contact spectroscopy insert, that is also able to move the sample
using another micrometer screw.
in Leiden on Sm-Co thin films deposited by sputtering (see Chapter 4)
with a Cu capping layer. None of the measurements on the Sm-Co
films has shown a signature of the spin-transfer-torque (STT) peaks or
the Zeeman-resonances. However, measurements done at the B. Verkin
Institute for Low Temperature Physics and Engineering of the National
Academy of Sciences of Ukraine (ILT), showed for several films the STT
effect, as shown in Figure 3.8.b and even an indication of the spin-flip
laser effect, as shown in Figure 3.8.c. Unfortunately, also at ILT only
a few of these measurements were successful and no studies could be
done of the resonance field versus microwave frequency or the influ-
ence of the applied bias.
3.4 Discussion
Basically, there are two ingredients that might be responsible for the
low reproducibility of the experiments. First, the surface quality of the
Sm-Co is not well defined. From the growth of the Sm-Co thin films
on MgO(100) and MgO(110) substrates, we learned that these films are
generally not single crystalline. Furthermore, in Chapter 4 we show
how different the crystallites can behave with small variations in the








Figure 3.7: a) Experimental set-up for measuring the spin-flip laser us-
ing a mechanical point contact. b) The expected dependence of the re-
sistance R of the point contact as a function of the applied magnetic
field B for a point contact with a constant bias. When irradiating the
point contact with microwave radiation with a frequency ν, there is
a increase in resistance when the resonance condition, equation 2.21, is
fulfilled. c) The resonance magnetic field as a function of the irradiating
frequency is expected to show a linear relation for the Zeeman-splitting
based spin-flip laser.
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Figure 3.8: a) Typical Leiden point contacts measurements on a Sm-
Co/Cu thin film with a Cu tip, with and without an applied in-plane
magnetic field. The 1, 2, 3 and 4 T curves are overlaying each other.
b) The differential resistance of a SmCo5/Cu point contact measured at
the B. Verkin Institute for Low Temperature Physics and Engineering
of the National Academy of Sciences of Ukraine as a function of the
bias voltage at an applied field of -1.0, 0 and 0.5 T. A clear STT peak is
visible. In the inset, the position of the STT peak versus the magnetic
field is plotted. c) Detected voltage Vdet as a function of the applied
magnetic field for a SmCo5/Cu point contact under microwave irradi-
ation at 4.2 K and biased with -20 mV. The arrow indicates the resonant
magnetic field Hr for which the photon energy fulfills the resonance
condition. Figure b) and c) taken from [74]
At ILT, SmCo5 films capped with 3-5 nm thick Cu, Cr, Al, Fe or Co
layers were investigated, that were grown at the Leibniz Institute for
Solid State and Materials Research in Dresden. PCS on SmCo5 films
with a Cr capping layer and Cu or Ag tips showed non-metallic be-
haviour, likely due to forming of a dielectric layer on the surface (prob-
ably chromium oxide), which is good for protecting the ferromagnetic
surface but makes it difficult to form stable metallic tip-surface point
contacts. SmCo5 films with an Al, Fe and Co capping layer showed
metallic behaviour, but ILT did not not succeed to observe resistance
features associated with resonant photon emission or absorption [100].
Films capped with a thin Cu layer resulted in the observation of the
expected features. In Figure 3.8.b, the observed STT is shown for dif-
ferent applied magnetic fields. The observation of the STT tells, that
the SmCo5/Cu interface is spin polarized. Multiple measurements on
the SmCo5/Cu samples showed the degradation of the surface prop-
erties, which potentially has been the cause for poor reproducibility of
the results.
The other ingredient where we have little control over is the exact
orientation of the magnetization direction in the SmCo5 domain in the
point contact and the direction of the magnetic field component of the
applied microwave radiation.
Although in some of the point contacts the STT effect is observed,
the orientation of the magnetization in the SmCo5 domain where the
Cu tip is touching is unknown. When the contact with the Cu tip is
made, some pressure is applied to the SmCo5 film. The pressure to the
film can induce locally stress to the film, which can rotate the in-plane
magnetization into a slightly different direction. This is supported by
the observation of the STT, which needs a non-collinear magnetization
to convert a spin current to a torque.
3.5 Outlook
To obtain more control over the formation of the point contacts, litho-
graphic point contacts can be used instead of the point contacts that
were made using the traditional needle-anvil method. When growing
the different layers in-situ, there is a clean interface between the differ-
ent materials. Furthermore, no extra stress to the contact with the nee-
dle is induced in the Sm-Co film which might change the (magnetic)
properties of the Sm-Co.
We also sought for a different way to characterize the F1/N, F1/N/F2
and F1/f/F2 configurations with respect to the behaviour of spin. In
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particular, it would be useful to know whether spin can be transferred
to and from the Sm-Co layer. We therefore initiated a set of experiments
in which ferromagnetic resonance (FMR) is used to pump spin out of
an F layer and study which properties play a crucial role in the spin
torque and spin pumping phenomena. Co films were used for these
measurements (see Chapters 5 and 6).
Furthermore, the combination of a lithographic point contact with
the spin Hall effect might be an interesting route to create a spin-flip
laser. The spin Hall effect makes it possible to inject a fully polarized
spin current into an adjacent layer, which helps to circumvent the usage
of traditional ferromagnets that possesses low coercive fields or hard




In this Chapter, we study the growth of Sm-Co thin films. They are of
use as the strong ferromagnet in the ferromagnet/normal metal and fer-
romagnet/weak ferromagnet spin-flip laser. Sm-Co ferromagnets have
the advantage that they have a large coercive field, which results in a
wide magnetic field and frequency domain to test the spin-flip laser
theory. In the literature, many groups have shown that thin Sm-Co
films with a large coercive field can be grown using sputter deposi-
tion [93–99]. Furthermore, Sm-Co films have the advantage over bulk
crystals that on top of the film in-situ an additional thin layer can be
grown that can act for example as a protection layer against oxidation
or as a spin-filter.
4.1 Sm-Co based magnetic materials
Modern permanent magnetic materials, like SmCo5 or Nd2Fe14B, are
based on intermetallic compounds of some rare-earth (RE) and 3d tran-
sition metals (TM). The materials are distinguished by high coercive
fields caused by a high magnetocrystalline anisotropy with the easy
magnetization direction along the c-axis of their hexagonal (SmCo5) or
tetragonal (Nd2Fe14B) structure.
The magnetic structure of Sm-Co binary systems is formed by Sm
and Co sublattices that are both ferromagnetic [101, 102]. The mag-
netism in the Sm sublattice originates from the incompletely filled 4f
electron shell of the Sm3+ ion (three electrons in 5d and 6s shells).
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The 4f states are located deep in the atom, shielded by 5d and 6s elec-
trons and therefore keep their localized character; the magnetism can
be well described by the atomic characteristics of a free RE3+ ion us-
ing Hund’s rules. The Co sublattice keeps its itinerant character with
magnetic moment originating from the electron spin of the unpaired 3d
electrons [103] of its 3d6 configuration.
In the RE-TM compounds, the spin moments of RE and TM are al-
ways aligned antiparallel. According to Hund’s third rule, for electron
shells that are filled less than half, the total angular momentum J forms
as J = L - S, while for the shells filled more than half the total angular
momentum forms as J = L + S. As a Sm3+ ion has 5 electrons in the
4f shell, the orbital angular momentum (L = 5) and spin angular mo-
mentum (S = 52 ) are oriented opposite to each other (J =
5
2 ). The total
angular momentum for the Sm-sublattice is thus opposite to the spin
angular momentum. The total magnetic momentum of the Sm-Co is
the sum of the total magnetic moments of the Sm- and Co-sublattices,
which are parallel aligned to each other and results in ferromagnetic
behaviour.
The high uniaxial anisotropy is the result of the combined individ-
ual anisotropies of the Co and Sm sublattices, the Co-sublattice favors
an uniaxial c-axis alignment, which is strengthened by the Sm sublat-
tice that also favours c-axis alignment [103].
4.1.1 Phase diagram
The Sm-Co binary compounds have been intensively investigated since
the 1970s, mainly for their exceptional magnetic properties [103]. Buschow [104]
and Khan [105] systematically investigated the Sm-Co binary system
when searching for new, improved permanent magnets. The phase
diagram of the Sm-Co system is shown in Figure 4.1. In Table 4.1,
crystal structure data and Curie temperatures are presented for all the
reported compounds. One can see that the compounds with a high
Curie temperature, important for making permanent magnets, are at
the Co-rich side of the phase diagram: Sm2Co17 (89.5 at % Co), SmCo5
(83.3 at % Co), Sm5Co19 (79.2 at % Co), Sm2Co7 (77.8 at % Co) and
SmCo3 (75.0 at % Co). All these compounds are incongruently melt-
ing materials structurally related to each other. Moreover, SmCo5 is a
metastable compound and Sm2Co17 has two polymorphs. This brings
difficulties with it in both single crystal and thin film growth of desired
single-phase materials, as discussed later. From the structural point of
view, the different Sm-Co phases can be derived from the SmCo5-phase
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Figure 4.1: Sm-Co binary phase diagram [106]. Reprinted with kind
permission from Springer Science and Business Media.
by substitution of a Co-atom by a Sm-atom or vice versa, followed by
appropriate shifts of neighboring layers of atoms.
The unit cell of SmCo5 is shown in Figure 4.2. In that cell, the Sm-
atom is located at position (0, 0, 0) and the Co atoms are located at ( 13 ,
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2 ). Figure 4.3 shows how
the Sm2Co7-unit cell can be obtained starting from the SmCo5 lattice
structure. In Figure 4.3.a several SmCo5 unit cells are drawn, seen along
the crystallographic b-direction. The first step to obtain Sm2Co7, is to
replace in each third layer the Co-atom at position ( 23 ,
1
3 , 0) with a Sm-
atom, as shown in Figure 4.3.b. The unit cell consists now of two SmCo5
unit cells sandwiched between SmCo2 unit cells, which makes the total
unit cell three times as big. The substitution is followed by a shift of
alternating unit cells by [ 23 ,
1
3 , 0] and a relaxation of the Sm-atoms that
are too close to each other. This results in the Sm2Co7 unit cell, shown
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Table 4.1: Crystal structure data [104, 108, 109] and Curie tempera-
tures [110] for the different Sm-Co phases.
Compound Space group Crystal symmetry Structure type Lattice TCurie [◦C]
constants [Å]
α-Sm2Co17 R3̄m rhombohedral Th2Zn17 a = 8.395 > 400
c = 12.216
β-Sm2Co17 P63/mmc hexagonal Th2Ni17 a = 8.360 > 400
c = 8.515
SmCo7 R3̄m rhombohedral Th2Zn17 a = 4.856 > 400
c = 4.081
SmCo5 P6/mmm hexagonal CaCu5 a = 4.982 > 400
c = 3.964
Sm5Co19 R3̄m rhombohedral Co19Ce5 a = 5.031
c = 32.265
Sm2Co7 P63/mmc hexagonal Ce2Ni7 a = 5.041 20 - 400
c = 24.327
SmCo3 Pnma rhombohedral GdZn3 a = 5.050 20 - 400
c = 24.950
SmCo2 Fd3m cubic MgCu2 a = 7.260 < 20
Sm9Co4 orthorombic - a = 11.15 < 20
b = 9.461
c = 9.173
Sm3Co Pnma orthorombic Fe3C a = 7.090 < 20
b = 9.625
c = 6.342
Figure 4.2: Lattice structure of SmCo5. Image made with the program
Molekel [107].
in Figure 4.2.c and d, which is six times as large as a SmCo5 unit cell.
When replacing a Co atom with a Sm atom in each second layer
instead of each third layer of SmCo5, followed by the appropriate shift
of neighboring layers, the result is the SmCo3 phase. The substitution in
each fourth layer would result in the Sm5Co19 phase, with a hexagonal
unit cell with a c-axis of 32 Å, and the substitution in each fifth layer
would result in the SmCo4-phase, with a hexagonal unit cell and a c-
axis of 40 Å.
Another substitution scheme is the substitution of a Sm atom by
pairs of Co atoms, which are usually called ‘dumbbells’. In Figure 4.4.b,
unit cells of SmCo5 seen along the c-axis, are drawn with black lines.
The Sm2Co17-phase is obtained from the SmCo5-phase by replacing
each third Sm-atom with a pair of Co-atoms. The unit cell of Sm2Co17
is drawn with gray dotted line, where the replaced Sm atom is located
at position A or B. The two Co-atoms substituted for the Sm atom are
situated just above or below the basal plane of the unit cell. If the adja-
cent layers are stacked with the replaced Sm atom alternating at the A
and B position, the hexagonal Sm2Co17 is formed.
The SmCo7 phase can be formed in a similar way, but now 29 of the
Sm atoms is replaced with a Co-pair.
The different Sm-Co phases are clearly closely related to each other
and a small variation in the Sm concentration can result in different
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Figure 4.3: Construction of Sm2Co7 from SmCo5. In a), the SmCo5
structure is shown, projected along the b-axis. In every third unit cell,
a Sm atom is substituted for a Co-atom, as shown in b), whereafter a
block of two SmCo5 unit cells sandwiched between SmCo2 unit cells is
shifted by ( 23 ,
1
3 , 0), as can be seen in c). In d), the Sm2Co7 unit cell is
shown. Image d) made with the program Molekel [107].
Figure 4.4: a) Structure of Sm2Co17, where in b) the atomic arrangement
of a Sm sublattice in the basal plane in shown. The black lines indicate
the SmCo5 unit cell, where the gray dotted line indicates the Sm2Co17
unit cell. Depending on the layer, a pair of Co atoms is at A and a Sm
atom at B or vice versa. Image b) made with [107].
4.1.2 Sm-Co thin films
In the last years, recipes have been developed to grow films with the de-
sired hard magnetic properties. One way to obtain them is to grow epi-
taxial thin films. Epitaxial growth can be obtained by using MgO(100),
MgO(110) and Si(100) single crystal substrates, commonly in combina-
tion with a chromium buffer layer.
Sm-Co films can also be deposited on a glass substrate. Growing on
glass results in very small crystallites in a disordered structure, but still
yields large coercive fields [99].
Singh et al. [111] showed that growing Sm-Co films on the four-
fold symmetric MgO(100) substrates results in the epitaxial relation Sm-
Co(112̄0)[0001]  Cr(001)[110]  MgO(001)[100] (schematic diagram shown
in Figure 4.5.a), where the Sm-Co grains are equally distributed along
the two in-plane directions and the c-axis lies in the plane. Singh et
al. [112] also showed that growing Sm-Co films on MgO(110) substrates
results in the epitaxial relation Sm-Co(101̄0)[0001]  Cr(211)[01̄1]  MgO(110)[001].
Figure 4.5.b shows a schematic diagram how the Cr seed layer and
hexagonal Sm-Co grows on MgO(100) and MgO(110).
Thin Sm-Co films are mostly grown using pulsed-laser deposition
(PLD) [114–116] or sputter deposition [97–99] from single elemental tar-
gets Sm and Co. By tuning the sputter power of both sources or the
pulse ratio by PLD, it is possible to grow compositions in the desired
range. Sm-Co films can also be grown using sputter deposition [93–96]
or PLD [117] from commercial alloy targets of SmCo5.
One of the underlying problems of growing thin Sm-Co films, is the
complexity of the Sm-Co phase diagram [106] which just has been dis-
cussed. The connection between composition and magnetic properties
is therefore not trivial. Fortunately, high coercive fields can be found
over a wide range of compositions and a number of studies [95, 98, 99]
has focused on this particular aspect.
4.2 Experiment
The Sm-Co films in our experiment were deposited in a UHV chamber
(base pressure 1 × 10 −9 mbar) using DC magnetron sputter depo-
sition with argon as plasma. Films were deposited on 500 µm thick
MgO(100) and MgO(110) single crystal substrates on which a 100 nm
thick Cr buffer layer was first deposited at 250◦C in an Ar pressure of
1.5 × 10−3 mbar.
The Sm-Co films grown from a commercial SmCo5 (3N) alloy target
































Figure 4.5: The unit cells (bold lines) and epitaxial relationships for the
growth of a Cr buffer layer and a Sm-Co film on MgO(100) (a) and
MgO(110) (b). Images adapted with permission from [113] © (1996),
AIP Publishing LLC.
Ar pressure varying between 1.5 × 10−3 and 12.5 × 10−3 mbar and a
deposition rate of approximately 4 nm/min. Afterwards, a 10 nm thick
Cr layer was deposited at 450◦C as a protection layer.
The Sm-Co films grown from single elemental Co (3N5) and Sm
(3N) targets were approximately 100-140 nm thick and were grown
with an argon pressure of 3.8 × 10−3 mbar at 450◦C and a deposition
rate of 3 nm/min. Afterwards, a 10 nm thick Cr or Cu layer was de-
posited at 100 ◦C as a protection layer. Different Sm-Co compositions
were grown by varying the sputter power of the Co and Sm sources.
The deposition rate is linear in the sputter current and 1 mA sputter
current corresponds to approximately 0.2 Å/min for Co and 0.3 Å/min
for Sm.
50
The deposition rate was measured by X-ray reflectivity (XRR) using
Cu-Kα radiation and a rotating sample holder was used to obtain an
uniform composition in the film.
The actual film composition and thickness were determined using
Rutherford Backscattering (RBS). The structural quality of the film was
measured with θ-2θ X-ray diffractometry (XRD) using Cu-Kα radiation,
where the MgO substrate peak was measured as a reference for the an-
gle, by using an extra Cu-absorber to decrease the intensity. The mor-
phology of the films was characterized by Atomic Force Microscopy
(AFM) in tapping mode. Magnetization measurements were performed
in a SQUID-based magnetometer (MPMS 5S from Quantum Design) in
fields up to 5 T. For the magnetization measurements, the substrates
were cut in pieces of approximately 10 × 4 mm2. As a reference,
MgO(100) and Mgo(110) substrates were measured, and also an MgO(100)
substrate with a 100 nm Cr film protected with 30 nm Cu. Electron
paramagnetic resonance (EPR) spectra were measured at room temper-
ature using a Bruker EMX plus X-band spectrometer in a TE011 cavity
with 100 kHz modulation frequency and 1 G modulation amplitude.
4.3 Magnetic properties of Sm-Co thin films grown on
MgO(100) deposited from a single alloy target
For various applications, growing Sm-Co thin films from alloy targets
is a desirable option since only one deposition source is needed. Still,
as far as we know, relatively few groups [93–96, 118–122] have reported
on the growth of Sm-Co thin films from single alloy targets. The pur-
pose of the next section is to show what the properties are of such films,
grown on MgO(100), and in a range of pressures. In order to offer a
reference frame for our results, we start with a paragraph outlining
what has been achieved earlier in terms of coercive fields and satura-
tion magnetization or remanence. We then present experimental details
of our work, results of the measurements, and a discussion.
4.3.1 Single alloy targets; previous results
It is useful to compare results from single target growth to typical re-
sults from multiple targets. Without being exhaustive, PLD growth us-
ing multiple targets on Cr-buffered MgO(100) and MgO(110) was dis-
cussed by Singh et al. [114, 123]. In the first case, the more or less equal
distribution of grain axes along the two in-plane directions leads to a
remanent field µ0Mr of about 0.5 T when measuring along MgO(100),
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as can be expected from the saturation magnetization µ0Ms, which is
about 1.1 T for SmCo5. The room temperature coercive field µ0Hc was
2.4 T in this case. For growth on MgO(110) these numbers are µ0Mr
= 0.9 T (due to a highly uniaxial grain distribution) and µ0Hc = 3 T,
respectively. Sputter growth on Cr-buffered MgO(100) from multiple
targets was performed, among others, by Fullerton et al. [124]. Using
a pressure of 5 × 10−3 mbar, they reported square magnetization loops
with µ0Hc = 3.4 T for a 30 nm film (decreasing to 1.2 T at 450 nm) but
they did not give values for µ0Ms or µ0Mr.
For single alloy targets, somewhat surprisingly, no work has been
reported using MgO substrates, probably since coercive fields of the
order of a Tesla do not require such a substrate. Also, a mixture of Co,
Fe, Cu, and Zr was often used rather than pure Co in order to enhance
coercivity. One parameter which did vary in the different studies is the
sputtering pressure, which will be noted in units 10−3 mbar for easy
comparison. A summary of the results, where we confine ourself to
processes without post-annealing, is as follows.
Cadieu [93] reported on sputtering thin films using Sm2(Co,Fe,Zr,Cu)17
and SmCo5 targets on Al2O3 substrates with a high sputter background
pressure (80 × 10−3 mbar), so that the sputtered atoms were thermal-
ized when they arrive onto the substrate and support the growth of
large crystallites. For SmCo5 he found µ0Hc = 2.4 T and µ0Mr = 0.9 T for
a 3 µm thick film with a (110) texture. In a different publication [122] he
showed that with a varying sputter gas pressure (between 20× 10−3 mbar
and 170 × 10−3 mbar) and different sputter gasses (Ar, Xe and ArXe),
it is possible to vary the Sm concentration of the film from a Sm atomic
percentage of about 12 atomic % to 16 atomic %. These films have a
typical coercive field of 0.7 T and a remanent magnetization of 0.8 T.
Neu [94] et al. studied the Co-rich part of the Sm-Co phase diagram.
Sm-(CoFeCuZr) films were grown by cosputtering Sm(Co,Fe,Cu,Zr)7
and SmCo5 targets on Al2O3 substrates. They varied the sputter back-
ground pressure in the range of 80 – 130 ×10−3 mbar. The magnetic
properties of these Sm-Co films grown at a constant pressure show a
smooth increase in the coercive field when the Sm concentration is in-
creased from 15 atomic % to 18.5 atomic % (with 16.7 atomic % cor-
responding to SmCo5). The remanent magnetization shows a smooth
decrease, connected to the reduced amount of (Co,Fe). When the sput-
ter background pressure is decreased from
110× 10−3 mbar to 80× 10−3 mbar, a clear increase in the coercive field
and decrease in the remanent magnetization was observed, connected
to a higher amount of Cu. The Sm(Co,Fe,Cu,Zr) film that contained
15.8 atomic % Sm and was grown at 80 × 10−3 mbar had a coercive
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field of 0.7 T and a remanent magnetization of 0.8 T.
Speliotis and Niarchos [96] sputtered Sm-Co films on Si substrates
from an alloy target with 18 atomic % Sm. They discussed the magnetic
properties of the Sm-Co films, when the sputter background pressure
was varied between 24 × 10−3 mbar and 32 × 10−3 mbar. Again, when
increasing the Sm concentration from 11 atomic % to 17 atomic %, the
remanent magnetization decreases and the coercive field increases. The
Sm-Co film that contained 15 atomic % Sm had a coercive field of 1.5 T
and a remanent magnetization of 0.7 T.
Summarizing, sputtering from single alloy targets has primarily been
studied using Si or Al2O3 substrates under various conditions of pres-
sure. The films typically show coercive fields of the order 0.7 T (and a
maximum reported value of 2.4 T), and remanent fields of the order of
0.7 T – 0.8 T, as can be expected from the texturing. In our work we use
a SmCo5 alloy target and MgO(001) single crystal substrates with a Cr
buffer layer, and grow films in an Ar pressure range between 1.5× 10−3
and 12.5 × 10−3 mbar. We are able to vary the Sm content of the films
with pressure between 15 atomic % Sm and 27 atomic % Sm. At room
temperature we find typical values for µ0Mr of 0.4 T, somewhat lower
than the above results; and values for µ0Hc up to 3.3 T, higher than
reported until now.
4.3.2 Results
4.3.2.1 Composition and morphology
Figure 4.6.a shows the XRD scans of films grown at 1.5 × 10−3 mbar
(SmCo5-like) and 6.0 × 10−3 mbar (Sm2Co7-like) respectively. The ob-
served peaks are labeled as reflections of Sm-Co, MgO and Cr. Due
to the thickness and high crystallinity, also the Kβ peak of the MgO
substrate is visible. In Figure 4.6.b the region around the Sm-Co(112̄0)
peak is shown, for films grown with a sputter pressure of 1.5, 3.0, 6.0
and 9.0 × 10−3 mbar. Clearly visible is that, with decreasing pressure,
the peaks shift to a higher angle. The measured lattice constant, de-
termined from the Sm-Co(224̄0) peak, and the Sm content, determined
by RBS, are plotted in Figure 4.7 as a function of the sputter pressure.
For films grown at a pressure above 6.0 × 10−3 mbar, the lattice pa-
rameter of the Sm-Co film is almost that of bulk Sm2Co7 (0.5040 nm).
Decreasing the pressure from 6.0 × 10−3 mbar shows a decreasing lat-
tice parameter, and at the lowest pressure the lattice constant of the





































































































































Figure 4.6: a) X-ray diffraction pattern (θ-2θ scan) of Sm-Co films grown
from an Sm-Co alloy target on a Cr/MgO(100) substrate with two dif-
ferent sputter gas pressures, as indicated. b) shows the region around
the Sm-Co(112̄0) peak, where the two vertical lines indicate the reflec-
tion of bulk crystalline Sm2Co7 (left) and SmCo5 (right). Four samples
are shown, grown at (from right lo left), 1.5 (black), 3.0 (green), 6.0 (red)




























Figure 4.7: Lattice constant a of Sm-Co films and Sm concentration in
the films as a function of the sputter background pressure, where the
black (←) and gray (→) arrows indicate the lattice constant and Sm
concentration of bulk SmCo5 and Sm2Co7. Clearly visible is the change
of the lattice parameter a from the Sm2Co7 phase (a = 0.5040 nm) to the
SmCo5 phase (a = 0.4982 nm).
spect to the Sm concentration, we consistently find a somewhat higher
number than the stoichiometric Sm-Co phases would yield. Above
6.0× 10−3 mbar, the Sm concentration is around 25 - 27 atomic % (com-
pared to 22 atomic % for Sm2Co7). Below 6.0 × 10−3 mbar the Sm
content gradually decreases to 21 atomic % (compared to 17 atomic %
for SmCo5).
Figure 4.8.a – d show the morphology of the Sm-Co films grown at
1.5, 3.0, 6.0 and 9.0× 10−3 mbar, respectively. The films grown at a high
sputter background pressures consist of rectangular grains with an av-
erage size of 70 × 250 nm2, and with the long axis distributed over two
orthogonal directions. Statistical analysis over an area of 1 × 1 µm2
on the Sm-Co film grown at 6 × 10−3 mbar indicates an average sur-
face roughness of 8.1 nm and a peak to peak value of 57 nm. When
decreasing the pressure below 6 × 10−3 mbar, the shape of the grains
slowly transforms from rectangular to square-like. Sm-Co films grown
at 1.5 × 10−3 mbar consist of square grains with an average size of
75× 75 nm2. Statistical analysis over an area of 1× 1 µm2 on the Sm-Co
film grown at 1.5 × 10−3 mbar indicates an average surface roughness
of 9.6 nm and a peak to peak value of 55 nm.
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Figure 4.8: Morphology of Sm-Co films grown at a) 1.5 × 10−3, b) 3 ×





























Figure 4.9: Magnetization µ0M as function of magnetic field at 300 K for
Sm-Co films on a Cr/MgO(100) substrate grown with different sputter
gas pressures as indicated.
4.3.2.2 Magnetic properties at room temperature
In Figure 4.9 the magnetization measurements are shown, taken at room
temperature. The magnetization was calculated by dividing the mea-
sured magnetic moment by the measured volume of the Sm-Co films
(typically 10 mm × 4 mm × 100 nm, where the Sm-Co thickness was
determined using RBS). All samples show hysteretic behavior with a
square-like loop and a large coercivity, of the order of 3 T, but also a
substantial diamagnetic contribution. Separate measurements on an
MgO(100) substrate and an MgO(100)/Cr(100 nm)/Cu(30 nm) film show
that, at room temperature, the magnetic susceptibility χ of MgO for
substrates from different batches varied and the samples measured had
a magnetic susceptibility of - 2.4 and - 3.5 × 10−7 emu/g. These values
are in agreement with χ = - 5.1 × 10−7 emu/g for a single crystal of
MgO [125].
For the films grown at 1.5, 3.0 and 9.0 × 10−3 mbar, the coercive
fields µ0Hc are 2.6, 3.0 and 2.6 T and the remanent magnetization µ0Mrem
are 0.4, 0.4 and 0.3 T. The film grown at 6.0 × 10−3 mbar has a coer-
cive field of 3.0 T and a significantly larger remanent magnetization
of 0.87 T. Both µ0Hc and µ0Mrem as a function of sputter pressure are
given in Figure 4.10. Again we find clear trends: with increasing pres-
sure up to 6 × 10−3 mbar µ0Hc slowly increases from 2.6 T to 3.3 T,
but above 6 × 10−3 mbar a rapid decrease sets in, down to 1.8 T at
12 × 10−3 mbar. The remanent magnetization is 0.42 T - 0.25 T in the
whole pressure range, with the single exception of one film grown at
6.0 × 10−3 mbar, for which a value of 0.87 T is found. To characterize
the magnetic texture, the ratio of the remanence of the in-plane and out-
of-plane magnetization was determined for the films grown at 1.5 and
6.0 × 10−3 mbar (not shown). These data show that both films have a
preferred in-plane orientation of the easy axis.
4.3.2.3 Target variability
One issue which came up during the research is target variability. We
have grown Sm-Co films using a number of different commercially ob-
tained targets with requested composition SmCo5, which, according
to the vendor, were fabricated from the same batch of alloy material.
In Figure 4.11, the pressure dependence of the lattice constant of the
Sm-Co films grown with three different targets is shown. The data
discussed above were from films grown with target 1. Clearly visible
is that the lattice parameters and therefore the exact film composition































Figure 4.10: The coercive field µ0Hc and the remanent magnetization





















Figure 4.11: The lattice constant a of the Sm-Co films, grown with three
different composite targets that were fabricated from the same batch
of alloy material, as a function of the sputter background pressure.
The black (←) arrows indicate the lattice constant of bulk SmCo5 and
Sm2Co7. The two lattice constants at 9.0 × 10−3 mbar for target 3 indi-
cates that there are two phases present in the film.
decrease when going to low pressure, which indicates a slight excess of
Sm with respect to target 1. Films from target 3 show a considerably
lower lattice parameter (typically 1 %) and apparently contain much
more Co, although the lattice parameter is still lower than what is ex-
pected for the Sm2Co17 compound (0.419 nm). The films grown with
targets 2 and 3 showed coercive fields which were generally lower, be-
tween 1.0 and 2.0 T. We did not attempt to optimize the magnetic prop-
erties by varying the growth temperature.
4.3.2.4 Magnetic properties at low temperatures
We also investigated the low temperature behavior of the Sm-Co films.
In Figure 4.12, the uncorrected magnetization hysteresis loops for a Sm-
Co film grown at 10.5 × 10−3 mbar are shown as a function of tem-
perature. For temperatures down to 30 K, the coercive field and the
remanent magnetization increase slowly. Also, the diamagnetic con-
tribution of the substrate becomes smaller. When going to even lower
temperatures, the hysteresis loop shows a clear paramagnetic behavior.
Figure 4.13.a shows magnetization measurements for two MgO sub-
strates from different batches at 4 K, which are clearly paramagnetic in
character. Electron paramagnetic resonance (EPR) measurements were
done to identify the paramagnetic impurities. Figure 4.13.b shows the
room temperature EPR measurements of a MgO substrate. Clearly vis-
ible are the resonance lines of Cr3+, V2+ and Mn2+ impurities [126].
In Figure 4.14, the uncorrected and corrected magnetization hysteresis
loops at 4.2 K for a Sm-Co film grown at 2.3 × 10−3 mbar are shown.
For this measurement we added a Cu capping layer to the MgO/Cr
film in order to preclude an unwanted contribution from oxidized Cr.
Clearly visible is that the uncorrected loop is a minor loop, where the
remanent magnetization for both the positive and negative field sweep
has the same high and positive value. The magnetization hysteresis
loop is corrected by subtracting the magnetization of the impurities.
The corrected hysteresis loop is almost field independent, showing that
the coercive field is larger than 5 T.
4.3.3 Discussion
Summarizing the experimental findings for target 1, we see that, when
varying the sputter background pressure between 1.5× 10−3 and 12.5× 10−3 mbar,
the Sm concentration in the films varies between 21 and 26.5 at%. In the
whole pressure range, we find the Sm content of the films higher than




















Figure 4.12: a) Magnetization µ0M as function of magnetic field of the
Sm-Co film grown at 10.5 × 10−3 mbar as a function of temperature.
For the 10 K and 4 K loop, the 5 T magnet of the magnetometer is not
strong enough to reach the coercive field of the Sm-Co film while the
contribution of the MgO substrate increases significantly.
ently, the sputter process does not result in a well-defined composition.
In particular, the films are not a mixture of the SmCo5 and Sm2Co7
compounds, which would result in two lines with different weight in
the X-ray data. Rather, the films consist of one main composition which
is able to incorporate a varying amount of Co-atoms. This is in line with
the picture of Kahn [105], who proposed that the crystal structure of the
intermetallic compounds can be seen as a one-dimensional superstruc-
ture of the CaCu5-type structure, where in each i-th CaCu5-type struc-
ture a Co-atom is replaced by a Sm-atom. Khan described this structure
with the general formula SmCoy , where y is equal to (5n + 4)/(n + 2)
(with n an integer). According to the XRD data, at the lowest pressure
the films are close to the SmCo5 compound, going to Sm2Co7 at higher
pressures. With increasing sputter pressure, both the lattice constant
and the value for µ0Hc increases until the pressure of 6.0 × 10−3 mbar
is reached, where the lattice parameter corresponds to the Sm2Co7 al-
loy (although still with Sm excess). At the same time, µ0Mrem slowly
decreases from about 0.4 T to 0.3 T. Increasing the pressure further,
µ0Hc starts to decrease while µ0Mrem becomes constant. The surface
morphology in Figure 4.8 shows that the grain size and grain shape
changes when the sputter pressure is changed. At high pressures, rela-

























































Figure 4.13: a) Magnetization µ0M as function of magnetic field for two
MgO substrates from different batches measured at 4 K. The solid lines
are fits to a Brillouin function using Cr3+, Mn2+ and V2+ impurities.
b) A typical room temperature EPR spectrum of a MgO single crystal














Figure 4.14: Magnetization µ0M as function of magnetic field (black
squares) of the Sm-Co film grown at 2.3× 10−3 mbar measured at 4.2K.
The gray dots are the values for µ0M after correction for the substrate
contribution. A small hysteresis characteristic of a minor loop is visible.
the grains become smaller and more square-like. We surmise this is due
to the change in average energy of the atoms bombarding the substrate:
at low pressure, this energy is higher and as a result, more defects are
created during the growth of the first Sm-Co layers. When the number
of defects becomes larger, also the number of preferred nucleation sites
increases. The increase in the number of nucleation sites results in a
reduced grain size and a more rough surface.
Connecting the structure/morphology data to the magnetization data,
we see that in the range of pressures where the films change from SmCo5-
like to Sm2Co7-like, the values of µ0Hc (2.6 T – 3.3 T) and µ0Mrem (0.4 T
– 0.3 T) are the highest, and in particular µ0Hc is close to what has
been achieved with cosputtering. µ0Mrem is lower than optimal. For an
equal distribution of two easy axes, the expected value is µ0Ms/
√
2, or
0.78 T both for SmCo5 and for Sm2Co7 [127]. This is in agreement with
Ref. [115] where it was shown that excess of Sm leads to a significant
decrease of µ0Mrem. The films grown above 6.0 × 10−3 mbar show a
decrease in coercive field, although the Sm concentration, lattice con-
stant and remanent magnetization do not change significantly with re-
spect to the films grown at lower pressures. We attribute the change
in coercive field to the larger grain size of the grown Sm-Co film. In
experiments with nanoparticles with a different size, it was found that
the size has a significant influence on the coercive field and a optimum
particle size is approximately 100 – 200 nm [128]. The large remanent
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magnetization of 0.87 T for the film grown at 6.0 × 10−3 mbar is an
anomaly which is difficult to explain. In principle, either a strongly
uniaxial texture could yield such a value close to the saturation magne-
tization, or a small grain size with strong exchange coupling between
spins in the grain boundary area [129] but the morphology of the film
does not point in such directions.
At low temperatures, the picture is somewhat complicated by the
paramagnetic behavior of the MgO substrates, which is due to transi-
tion metal impurities, in particular Mn, V, and Cr. Their amount varies
from batch to batch. Up to now, not much attention has been paid to
the influence of the transition metal impurities on the properties of the
grown films. Recently, the influence of the transition metal impurities
on the optical and magnetic properties of a bare MgO substrate were
studied [130]. Since the low temperature magnetic hysteresis shows a
clear paramagnetic behavior superimposed on it, we assume that the






















with N the number of atoms, g the g-factor, µB the Bohr magneton,
J the total angular momentum, kB Boltzman constant and T the tem-
perature. The total magnetization for the three different impurities is
then modeled as the sum of the magnetization of each type of impu-
rities. From fitting equation 4.1 to the low temperature magnetization
of a bare MgO substrate, we estimate that in the MgO substrates in
Figure 4.13(a), the concentration of the impurities is in the range of 15–
60 ppm [130]. When the contribution of the impurities in the MgO sub-
strate is subtracted using equation 4.1, the Sm-Co film shows an almost
constant magnetization as shown in Figure 4.14. The measured mag-
netic hysteresis loop is not the hysteresis loop itself, but a minor loop,
since the coercive field is larger than the 5 T which can be reached in
the magnetometer.
4.3.4 Conclusion sputtering single alloy target
When growing SmCo films from a single target with the nominal com-
position of SmCo5 target on a Cr-buffered MgO(100) substrate, high
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coercive fields can be reached, up to 3.3 T. In order to avoid low re-
manence, excess Sm has to be avoided. Although in principle the Sm
content can be varied using the sputter pressure, the amount of control
depends on the sputtering configuration. In the case described here, the
lowest pressure at which we could grow films appears to be too high for
this goal. A Co-rich target might be a solution for this problem. How-
ever, another difficulty we encountered was the high sensitivity of the
film properties to different targets of nominally the same composition,
which requires relatively costly optimization of the deposition condi-
tions for each target separately. Targets with a composition closer to one
of the line compounds in the phase diagram might be better suited to
the purpose of single target sputtering, but this issue requires more re-
search. At low temperatures we achieved the high coercive fields char-
acteristic for these hard magnetic materials, but we also found that the
data are strongly dominated by paramagnetic impurities in the MgO
substrates.
4.4 Sm-Co thin films grown by cosputtering Sm and Co
The growth of Sm-Co thin films by sputter deposition from an alloy
Sm-Co target looks an attractive way to grow thin films with a high
coercive field and saturation magnetization. The big problem encoun-
tered above is the exact target composition. Our experience shows that
with a target with the right composition very good films can be grown,
but that a slight offset of the right composition changes the film proper-
ties dramatically. To overcome this problem, we also have grown films
using sputter deposition from the single elemental targets Sm and Co.
Furthermore, growing Sm-Co films on MgO(100) substrates results
in the epitaxial relation Sm-Co(112̄0)[0001]  Cr(001)[110]  MgO(001)[100],
where in the film the Sm-Co grains are equally distributed along the
two in-plane directions. This is not the ideal case for the fabrication
of nanostructures, because it is unknown if the device is located at a
grain where the magnetization is parallel or perpendicular to the grain.
Therefore also the growth of Sm-Co thin films on MgO(110) substrates
is studied. MgO(110) has the epitaxial relation Sm-Co(101̄0)[0001] 
Cr(211)[01̄1]  MgO(110)[001]. In this way, all grains are oriented in
the same direction.
In this section, it is shown that we can grow Sm-Co films by cosput-
tering from elemental Sm and Co targets. We also show that, when
growing Sm-Co films on an MgO(100) substrate and varying the Sm















































































































Figure 4.15: a) θ-2θ XRD scans of Sm-Co films grown by cosputter-
ing from single elemental Sm and Co targets on a Cr/MgO(100) sub-
strate with different levels of Sm sputter power and constant Co sputter
power (except SmCo5.3). b) shows the region around the Sm-Co(112̄0)
peak, where the three vertical lines indicate the reflection of bulk crys-
talline Sm2Co7 (left), SmCo5 (middle) and SmCo7 (right). The nominal
Sm/Co ratios are indicated.
of Co atoms. However, on an MgO(110) substrate we always grow mul-
tiple well-defined phases, where the Sm2Co7 and Sm2Co17 phase are


















Figure 4.16: Uncorrected magnetic hysteresis of the Sm-Co films on a
Cr/MgO(100) substrate grown with different Sm sputter powers at 300
K.
4.4.1 Results
4.4.1.1 Sm-Co films on MgO(100)
Figure 4.15.a shows the XRD scans of Sm-Co films grown on MgO(100)
substrate with different compositions. The compositions have been
changed by varying the Sm sputter power from 30 mA Sm (SmCo6.3)
up to 50 mA Sm (SmCo3.7) and keeping the Co sputter power constant
at 150 mA or 155 mA. The observed peaks are labeled as reflections of
Sm-Co, Cr and MgO. Due to the thickness and high crystallinity, also
the Kβ peak of the MgO substrate is visible. In Figure 4.15.b, the region
around the Sm-Co(112̄0) peak is shown: SmCo6.3 (30 mA Sm, 150 mA
Co), SmCo5.3 (37 mA Sm, 155 mA Co), SmCo4.9 (37 mA Sm, 150 mA
Co), SmCo4.6 (40 mA Sm, 150 mA Co) and SmCo3.7 (50 mA Sm, 150 mA
Co). Clearly visible is that with an increasing Sm sputter current, the
peak shifts to a smaller angle. Furthermore, for films with a Sm concen-
trations around 16 – 17%, the shape of the peak changes from a sharp
single peak to a broad double peak.
In Figure 4.16, the uncorrected magnetization measurements are
shown. The SmCo3.7 and SmCo4.6-films show a square-like loop with
a coercive field µoHc between 1.5 and 2.0 T and a remanent magne-
tization µ0Mrem between 0.33 and 0.45 T. The SmCo4.9, SmCo5.3 and
SmCo6.3 films have a more rounded hysteresis loop with lower coer-
cive fields than the Sm-rich films, but µ0Mrem is larger than the Sm-rich
































Figure 4.17: The remanent magnetization µ0Mrem (a) and the coercive
field µoHc (b) of the Sm-Co films on MgO(100) (black ) and MgO(110)
substrates for different Sm concentrations. The field is oriented in the
film plane in all cases, and along the [110]-direction (red •) and [001]-
direction (blue N) for the MgO(110) substrates.
centration in Figure 4.17. With increasing Sm content, µoHc becomes
larger, but µ0Mrem decreases smoothly.
Figure 4.18 shows the morphology of the Sm-Co films. The SmCo4.6
(a) and SmCo4.9 (b) film consist of rectangular grains. When increas-
ing the Sm concentration, the SmCo5.3 film consists of clusters of small
round grains and the SmCo6-film becomes a very smooth, roughness is
2 nm, almost closed film, where no grains are visible.
4.4.1.2 Sm-Co films on MgO(110)
In Figure 4.19, the XRD scan of Sm-Co films grown on MgO(110)/Cr
substrates with a different Sm concentration are shown. The composi-
tions have been changed by varying the Co sputter rate from 115 mA
(SmCo2.6) up to 190 mA Co (SmCo4.7) and keeping the Sm sputter
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Figure 4.18: Morphology of the Sm-Co films grown on MgO(100) mea-
sured with atomic force microscopy, where a) is a SmCo4.6 film with a
roughness of 19 nm, b) is a SmCo4.9 film with a roughness of 16 nm, c)
is a SmCo5.3 film with a roughness of 13 nm and d) is a SmCo6.3 film
with a roughness of 2 nm.
rate constant at 50 mA. The observed peaks are labeled as reflections
of Sm-Co, Cr and MgO. Whereas the Cr layer on MgO(100) grows as
the cubic (100) phase, on MgO(110) Cr grows as the monoclinic Cr(211)
phase. Figure 4.19.b shows the region around the Sm-Co(200) peak,
for Sm-Co films with a different composition: SmCo2.6 (115 mA Co),
SmCo3.0(130 mA Co), SmCo3.4 (145 mA Co), SmCo4.3(175 mA Co) and
SmCo4.7(190 mA Co). Clearly visible, is that all the films show diffrac-
tion peaks at the Sm2Co7, SmCo5 and Sm2Co17 phases. The SmCo2.6
film consists mainly of the Sm2Co7 phase and a small amount of the
SmCo5 phase. When increasing the Co concentration, the Sm2Co7 and
the SmCo5 phase in the film diminishes and the SmCo7 or Sm2Co17
phase becomes the dominant phase in the film.















































































































Figure 4.19: θ-2θ XRD scans of Sm-Co films grown by cosputtering
from single elemental Sm and Co targets on a Cr/MgO(110) substrate
with different sputter power levels. b) shows the region around the
Sm-Co(200) peak, where the three vertical lines indicate the reflections
for bulk crystalline Sm2Co7 (left), SmCo5 (middle left), SmCo7 (middle
right) and Sm2Co17 (right).
Sm-Co films on MgO(110) are shown. The SmCo4.7 film has a large
remanent magnetization of 0.50 T in the MgO[110]-direction and a re-
manent magnetization of 0.72 T in the MgO[001]-direction. With an
increasing Sm concentration, the remanent magnetization decreases in
both the [110] and [001]-direction. The coercive field behaves in the
opposite way. The SmCo4.7 film has a coercive field of 0.9 T in the
MgO[110]-direction and 1.2 T in the MgO[001]-direction. With an in-
creasing Sm concentration, the coercive field increases in both direc-
tions, as can be seen clearly in Figures 4.17 and 4.20.
The morphology of the Sm-Co films grown on MgO(110) is shown
in Figure 4.21. The crystal structure looks quite different from the mor-
phology of the Sm-Co films grown on MgO(100). While the films on
MgO(100) grow as big crystallites for the Sm-rich films, on MgO(110)
it looks as if the crystallites are grouped as rows of small grains, as is
clearly visible in Figure 4.21.a. When increasing the Co concentration,
the grains in the rows become larger and there are less grains in a row.
For the SmCo4.7 film, the grains becomes smaller again and there are
more grains in a row.
4.4.2 Discussion
4.4.2.1 Sm-Co films on MgO(100)
When varying the sputter current, the composition and phase of the
Sm-Co thin films on MgO(100)/Cr can be controlled as is shown in
Figure 4.15. The composition can be varied more or less continuously
and the XRD scans show the high sensitivity to changes of the sputter
rate. The optimum SmCo5 films are grown with a Sm source current of
37 mA, while a difference of 1 mA (0.05 nm/min or 2-3 % Sm) is already
clearly visible. When increasing the Sm concentration by increasing
the Sm source current, the Sm2Co7 and SmCo5 phases are both grown,
as can be seen from the two peaks in the XRD scan. This growth be-
haviour is different from the growth from an alloy target, which tends
to form either the Sm2Co7 or the SmCo5 phase, as was shown in Sec-
tion 4.3. When increasing the Sm concentration even further, single
phase Sm2Co7 films can be grown at 50 mA Sm sputter current.
Still, the magnetic properties of the Sm-Co films on MgO(100) show
the expected behaviour. Co-rich films have a smaller coercive field, but
a larger remanent magnetization. When increasing the Sm concentra-
tion, µ0Mrem becomes smaller and µoHc becomes larger. However, the
Sm-Co films do not show the really large coercive fields that can be





























Figure 4.20: Uncorrected magnetic hysteresis of the Sm-Co films on a
Cr/MgO(110) substrate with the field applied in the MgO(110)[110] (a)
and MgO(110)[001] (b) direction, grown with different Co sputter pow-
ers levels at 300K.
grown using sputter deposition from an alloy target and cosputtering is
the size of the Sm-Co grains. It has been recently shown that the grain
size significantly affects the coercivity [128]. In Figure 4.8, atomic force
microscopy images show that the grains of the Sm-Co films grown from
the alloy target are much bigger than the grains from the Sm-Co films
grown by cosputtering. Furthermore, a constant sputter gas pressure
was used for the cosputter growth of the Sm-Co films, while the sput-
ter gas pressure is an important parameter for the growth of Sm-Co
films, as was shown in Section 4.3.
4.4.2.2 Sm-Co films on MgO(110)
The XRD scans of the films on grown on MgO(110) are more com-
plicated. Always a mixture of the Sm2Co7, Sm2Co17, SmCo5 and/or
SmCo7 phases is grown. From the Sm-Co phase diagram, it is clear that
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Figure 4.21: Morphology of the Sm-Co films grown on MgO(110) mea-
sured with atomic force microscopy, a) is a SmCo3.0 film with a rough-
ness of 16 nm, b) is a SmCo3.4 film with a roughness of 18 nm, c) is a
SmCo4.3 film with a roughness of 19 nm and d) is a SmCo4.7 film with
a roughness of 19 nm.
SmCo5 is not a stable line compound, and it lies close to two other al-
loys; Sm2Co7 on the Sm-rich side and SmCo7 on the Sm-poor side. Ap-
parently, the growth process on this surface is very delicate and does
not easily result in a well-defined single phase; minor changes in com-
position change the growth significantly.
The magnetic properties of the grown Sm-Co films on MgO(110)
show a large coercive field at room temperature. Values µ0Mrem and
µoHc as a function of the Sm concentration, as shown in Figure 4.17,
show the expected behaviour. However, the magnetization measure-
ments along the MgO(110)[110], do not show the expected hard axis
behaviour, which indicates that the film does not grow only along the
expected MgO[001] axis. This is also visible in the surface morphology,
as shown in Figure 4.21. The grains appear randomly distributed on
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the surface and are not aligned in one direction.
For the growth of the Sm-Co films on the MgO(110) substrates, the
same temperature and constant Ar background sputter pressures was
used for the growth of the Sm-Co films on the MgO(100) substrates.
We expect that the growth of a single phase Sm-Co film with an easy
axis along the MgO[001] direction, would be very sensitive to the exact
growth parameters like temperature and sputter gas pressure.
To conclude, by varying the sputter current of the Sm and/or Co
target, we can change the phase for the Sm-Co alloy from a SmCo5-like
to the Sm2Co7-like phase, when the film is grown on MgO(100). When
the Sm-Co film is grown on MgO(110), the Sm-Co film consists of mul-
tiple phases where the amount of each phase depends on the sputter
power. We find that the film composition is extremely sensitive to small
variation in sputterpower levels. The films grown on MgO(100) and
MgO(110) have good magnetic properties, but the crystal texture of the





of the Gilbert damping in
thin Co/Pt bilayers
5.1 Introduction
In this Chapter, we measure the spin transport between a ferromagnet
(F) and a normal metal (N) using the spin pump technique, that was in-
troduced in Chapter 2. When a ferromagnet is capped with an adjacent
metal layer and brought into ferromagnetic resonance, the ferromagnet
emits a spin current into that layer. From such spin pumping experi-
ments, we can derive the spin mixing conductance G↑↓ which is an in-
terface property, and which is a measure for the amount of injected spin
current into the adjacent layer. Consequently, the experiment shows
whether it is possible at all to inject a spin current.
Originally, we were interested to know whether spin can be trans-
ferred to and from a Sm-Co layer and study which properties plays
a crucial role in the spin torque and spin pumping phenomena. How-
ever, we will use Co thin films which have been capped with the normal
metals Pt or Cu to get around the growth related issues of the Sm-Co
thin films, which were discussed in the previous Chapter. We are par-
ticularly interested in the temperature dependence of the spin transfer
by spin pumping, which until now received little attention.
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We measure spin pumping using the ferromagnet resonance (FMR)
technique, which will be discussed in Section 5.2. Spin pumping can
be seen as an extra contribution to the damping and thereby to the
linewidth in an FMR experiment if the adjacent layer efficiently re-
moves (‘sinks’) the spin. Pt is a good spin sink, because the high charge
of the nucleus gives rise to strong spin-orbit scattering. This is much
less for Cu, which is assumed to be a ‘bad’ spin sink and can serve as
a reference. As discussed in Chapter 2, the basic signature of the spin
pumping effect in F/N bilayers is that its contribution to the damp-
ing increases inversely proportional to the F-layer thickness. As will be
shown below, this can be observed in particular for thicknesses below
10 nm. In our experiments, we typically used values for the thickness
of the F-layer between 1 and 20 nm.
Besides the contribution of spin pumping, many other processes
contribute to the damping. They can be intrinsic, due to the band-
structure of the material; or extrinsic, caused by inhomogeneities. The
first part of this Chapter is concerned with these various processes.
Section 5.2 also shows how measurements of the dependence of the
linewidth on the angle between the applied magnetic field and the film
normal can be used to extract the damping contribution from inhomo-
geneities, such as the roughness or a spread in the directions of crys-
talline axes.
Section 5.3 is devoted to intrinsic contributions to the linewidth such
as spin-orbit relaxation or inter- and intraband scattering. Section 5.4
gives the experimental details and in Section 5.5, the room temperature
FMR characterization and analysis is presented. Spin pumping in the
Pt layer can also be detected electrically by the spin Hall effect. This
is shown and discussed in Section 5.6. Sections 5.7 and 5.8 present the
low temperature conductance and FMR characterization of the Co/Pt
bilayers. At low temperatures, we find the same thickness dependence
as was observed at room temperature. In Section 5.9, the last section, a
full discussion of the data is given.
One note should be made with respect to units. In order to connect
better to the existing literature in this field, the choice has been made to
present the data in cgs units, rather than in the SI units used in Chap-
ter 4.
5.2 Ferromagnetic resonance in thin magnetic films
The dynamics of the precession of the magnetization can be studied







E = E0 μ H
0
ms
Figure 5.1: Basic principle of EPR and FMR. The degenerate states are
split by an external static magnetic field. An applied radio frequency
magnetic field can induce a transition between the two states when the
resonance condition is fulfilled.
FMR spectra, static and dynamic properties of (ultra)thin magnetic lay-
ers can be obtained. From the value of the resonance field in the FMR
spectra static magnetic properties such as the g-factor and the magnetic
anisotropies can be found. From the FMR linewidth, the magnetic ho-
mogeneity and the damping parameter for the magnetization preces-
sion can be obtained.
5.2.1 The resonance field
The FMR technique is similar to the electron paramagnetic resonance
(EPR) or the nuclear magnetic resonance (NMR) technique. Consider
first a single ion with a magnetic dipole with a magnetic moment µ
equal to µ = γ~L, where γ = gµB/~ is the gyromagnetic ratio. When
this magnetic dipole is placed in a static magnetic field H the corre-
sponding energy E is equal to
E = -µ ·H. When H points in the (0,0,H)-direction, the energy of the ion
is equal to E = −γ~msH0, where ms is the spin quantum number and
equal to ± 0.5 for an electron.
When irradiating the dipole with a radio frequency (RF) magnetic
field H1 perpendicular to H, the RF field with frequency ν can induce
a transition between both states if the resonance condition
hν = 2gµB |ms|Hr, (5.1)







Figure 5.2: The coordinate system used for the analysis of the FMR data.
The thin film lies in de xy-plane and the magnetization M of the film
points in the M-direction. The applied DC magnetic field H points in
the H-direction.
In a ferromagnet, the total magnetic moment of the sample can be
considered as one macrospin M, which precesses around the local static
field H at the Larmor frequency ωL = γH. The macrospin M behaves
in the same way as the single ion in a static magnetic field, when irra-
diated with a RF magnetic field, but the ferromagnetic resonance con-















The angles θH/M and φH/M are the polar and azimuthal angles of the
DC magnetic field H and the magnetization M with respect to the z-
and x-axis, respectively. The coordinate system is shown in Figure 5.2.
F is the total energy per unit volume of magnetization and is modeled
for a thin film by
F = −M ·H + 2π(M · n)2 −K(M · u
Ms
)2. (5.3)
Here the first term is the Zeeman energy, the second term the de-
magnetization energy and the third term the uniaxial anisotropy term,
with K the magnetic anisotropy constant, Ms the saturation magneti-
zation and n and u the unit vectors normal to the surface of the sam-
ple and oriented along the easy axis of the sample, respectively. The
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applied magnetic field H and the magnetization M of the sample can
then be written as
H = H(sin θH cosφH , sin θH sinφH , cos θH) (5.4)
M = Ms(sin θM cosφM , sin θM sinφM , cos θM ). (5.5)
Combining equation (5.3) and (5.2) for the perpendicular anisotropy







Hr cos(θH − θM )− 4πMeff cos2 θM
]
× [Hr cos(θH − θM )− 4πMeff cos 2θM ] . (5.6)
Here 4πMeff = 4πMs - H⊥ is the effective demagnetization field and H⊥
= 2K⊥/Ms the perpendicular anisotropy field. The values for θM and
φM on resonance can be determined by the condition ∂F/∂θM = 0 and




sin(θM − θH). (5.7)
From equation 5.6, it follows that the resonance conditions, for in-
plane and out-of-plane magnetic fields, where θM = θH , are equal to
ω = γ(Hr − 4πMeff) out-of-plane (5.8)
ω = γ
√
Hr(Hr + 4πMeff) in-plane. (5.9)
5.2.2 The linewidth
The linewidth of the FMR spectrum has two sources; intrinsic relax-
ation of the magnetization that is characterized by the Gilbert damping
constant α and a relaxation of the magnetization due to sample inho-
mogeneities. The angular dependence of the FMR spectrum helps to
identify the dominant relaxation mechanisms. The in-plane peak-to-
peak linewidth ∆H‖pp and out-of-plane peak-to-peak linewidth ∆H⊥pp
give clear evidence of the type of damping contributions [135].
Intrinsic relaxation of the magnetization, through mechanisms that
will be discussed in the next section, leads to a homogeneous broadening



























In this case, ∆H‖pp is equal to ∆H⊥pp.
Sample inhomogeneities can contribute significantly to the damp-
ing of the ferromagnet. The extra damping due to the sample inhomo-
geneities can be described by the so-called local resonance model with
inhomogeneous broadening due to spatial variations in the spread of
the crystallographic axis in the θH -direction ∆(θH) and spatial varia-
tions of the demagnetization field ∆(4πMeff). This case is encountered
for thin films with a perpendicular surface anisotropy or for polycrys-
talline multilayers. The inhomogenous linewidth broadening ∆H inhomopp




























where |dHr/d(4πMeff)| and |dHr/dθH | are deduced from equations 5.6
and 5.7. The total measured linewidth is then the sum of the homo-
geneous and inhomogeneous linewidth. In this case, ∆H‖pp is smaller
than ∆H⊥pp.
Finally, when ∆H‖pp is larger than ∆H⊥pp, the intrinsic Gilbert damp-
ing and an extrinsic two-magnon scattering process are sufficient to de-
scribe the experimental data. This case is usually encountered in (ul-
tra)thin films with a good structural order.
5.3 Damping in thin magnetic films
The Gilbert damping is the timescale at which the magnetization aligns
with the effective magnetic field Heff. The relaxation can take place in
two different ways as shown in Figure 5.3: either the spin angular mo-
mentum is transferred to non-magnetic degrees of freedom, which is
called direct damping; or the spin angular momentum is transferred
to other magnetic degrees of freedom such as spin waves, which is
called indirect damping. Significant relaxation processes in thin fer-
romagnetic films [138] are spin-orbit relaxation damping, two-magnon
scattering and eddy current damping, which will be discussed in the
next sections.
The temperature dependence of the Gilbert damping α is an almost
unexplored area. To our knowledge, Bhagat et al. [42, 139–141] in the
nineteen-sixties and -seventies measured the damping of single-crystal
whiskers of Co, Fe and Ni using FMR. In the seventies, Heinrich et al.
measured the low temperature damping in Ni [142]. They observed








Figure 5.3: Ferromagnetic resonance excites a uniform precession mode
in a ferromagnet, that can relax via a direct (path 1) and indirect (via
path 2 + 3) relaxation channel. When the relaxation happens via the
indirect relaxation channel, energy is transferred to spin waves.
ing function, but that a clear maximum is observed at a finite tempera-
ture.
In F/N hybrid structures, Yakata et al. studied the temperature de-
pendence of the spin diffusion length in Cu for multilayer structures
Cu/Ni80Fe20/Cu(d) and Cu/Ni80Fe20/Cu(d)/Pt [143] using the spin
pumping technique. Furthermore, Czeschka et al. used also the spin
pumping technique to measure the inverse spin Hall voltage of Fe/Pt
and Co/Pt thin films [70] and thereby the spin mixing conductance
down to low temperatures.
5.3.1 Spin-orbit relaxation damping
In 1967, Kamberský showed [68, 144, 145] that the intrinsic Gilbert damp-
ing can be described using a torque-correlation model. A clear intro-
duction to the temperature dependence, which we will follow here,
can be found in the thesis of Gilmore [146] and the review of Fähnle
and Illg [69]. They used an effective field approach, to provide a better
picture of the physical processes involved.
When the spin-orbit interaction is not negligible, S and L are no





Figure 5.4: The orbital L and spin S angular momentum precess around
the precessing total angular momentum J.
is proportional to L · S. The orbital and spin angular momenta exert
a torque on each other, that cause them to precesses about a resultant
vector J, the total angular momentum. As shown in Figure 5.4, the total
angular momentum J precesses and the spin and orbital momentum
precesses around J.
As J, and therefore also the magnetization M precesses, the energies
of the states change through variations in the spin-orbit contribution


















where ǫnk is the electron energy with a band index n and spin wavevec-
tor k, ρnk is the occupation number and m the unit direction vector of
the magnetization M.
The first term between brackets is the variation in the spin-orbit
energies as the magnetization changes direction. This effect is nor-
mally referred to as the breathing Fermi surface model and gives rise
to intraband scattering. The second term between brackets accounts for
changes in the effective field due to transitions between states and is




When the magnetization precesses, it generates a time-dependent spin-
orbit coupling that can push some occupied states from just below the
Fermi energy to above the Fermi energy and vice versa.
In the relaxation time approximation [146] ρnk can be written as




where fnk is the equilibrium Fermi-Dirac occupation and τ determines
how fast an electron-hole pair relaxes back to an equilibrium state. In
the limit τ → 0, the electrons are scattered so often that the electronic
systems is always in the ground state. In Figure 5.5.a, this corresponds
to the case where at time t - dt only states in S(t - dt) are occupied and
at time t only states in S(t) are occupied.
With a finite relaxation time τ , the scattering processes are not able
at each time to create an equilibrium situation for the electronic system
and the equilibrium occupation number lags behind the real occupa-
tion number. So it could happen that states that should be empty at
time t are still occupied and that states that should be occupied are still
empty, due to the time lag of the real occupation number. As shown
in Figure 5.5.b, this time lag gives rise to the creation of electron-hole
pairs.














The damping is proportional to τ , like the electrical Drude conductiv-
ity. The intraband scattering is therefore called conductivity-like. In
Figure 5.6, the contribution of the intraband scattering for Co along dif-
ferent crystallographic directions is shown with dashed lines.
5.3.1.2 Interband scattering
When the magnetization precesses, it generates a time-dependent spin-
orbit coupling. This coupling acts as a time-dependent perturbation
that can cause a transition between the states ψnk and ψlk as shown in
Figure 5.5.b. The initial and final state have the same wavevector k,
since in FMR experiments the uniform, k = 0, mode is excited. Using


























Figure 5.5: a) Sketch of the equilibrium Fermi surface S, taken to be an
ellipsoid in this example, at time t (S(t), gray dotted part + light gray
center part) and time t - dt (S(t - dt), black squares + light gray middle
part). For fast relaxation, the light gray states are occupied the whole
time while at time t only the dotted states are occupied and at time t
- dt only the squared states are occupied. b) Sketch of the equilibrium
band εjk along the horizontal gray line in a). In a realistic situation, the
occupation number lags behind the Fermi-Dirac distribution function
and and at time t, some states in the squared Fermi surface are still
occupied and some states in the dotted part are still empty. The excited
electron-hole pair will relax via an intraband transition. Reprinted with
permission from [147]. ©(2010) by the American Physical Society.














where ω is the precession frequency and Wln(k) is the transition rate




















δ(ǫlk − ǫnk − ~ω). (5.16)
There is an energy gap ∆ǫ between the states ψnk and ψlk. When ∆ǫ >
~/τ , the Gilbert damping is proportional to 1/τ and scales as the resis-
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Figure 5.6: Calculated Gilbert damping α for Co. The dotted lines in-
dicate the contribution of the interband scattering to the total scatter-
ing, whereas the dashed lines indicate the contribution of the intraband
scattering. Figure reprinted with permission from [148]. ©(2007) by the
American Physical Society.
tivity. In Figure 5.6, the contribution of the interband scattering for Co
along different crystalographic directions is shown with dotted lines.
5.3.2 Other mechanism
The relaxation of a uniform precession mode in a ferromagnet can also
happen via indirect damping. The two-magnon process [149] is an ex-
ample of an indirect damping process, as shown in Figure 5.3. Here,
the uniform precession mode ( k = 0 ) scatters into non-uniform modes
( k 6= 0 ).
The damping can also be influenced by eddy currents [138]. Eddy
current damping, αeddy is proportional to
αeddy ∝ γMsσd2, (5.17)




The Co(d)/Pt(10) and Co(d)/Cu(10) films, where d is varying and all
thicknesses are in nm, were deposited on oxidized Si(100) in a UHV
chamber (base pressure 1 × 10 −9 mbar) using DC magnetron sputter
deposition with argon as plasma at room temperature from 3N5 Co,
3N5 Cu and 3N5 Pt targets. Since the thickness of the Cu- and Pt-layers
are not going to be varied and to take into account both interfaces of
the Co layer, we call them SiOx/Co(d)/Cu and SiOx/Co(d)/Pt. The
deposition rate was measured by X-ray reflectivity (XRR) using Cu-Kα
radiation and was 0.58 Å/s for Co, 1.90 Å/s for Cu and 1.54 Å/s for Pt
respectively. Values of d ranged from 1.5 nm to 50 nm.
Magnetization measurements were performed in a SQUID-based
magnetometer (MPMS 5S from Quantum Design). For electrical char-
acterization, the samples were patterned into Hall bar structures, 50
× 1000 µm2, using negative resist, electron beam lithography and ion
beam etching. Resistivity measurements were performed using the re-
sistivity option with an excitation current of 100 µA in a Physical Prop-
erties Measurement System (Quantum Design).
FMR was measured using a Bruker EMXplus X-band spectrometer,
see Figure 5.7.a, in a TE011 cavity with a maximum DC-field of 0.6 T or
with a Bruker E680 ElexSys 9.5 in a TE102 cavity with a maximum DC-










































Figure 5.7: a) Schematic of an EPR/FMR measurement set-up. b) FMR
spectrum where the normalized derivative absorption is plotted as a
function of the applied static magnetic field H , with a resonance field
Hr and a peak-to-peak linewidth ∆Hpp.
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Figure 5.8: Side view (a) and front view (b) of a 2.4 × 2.4 mm2 sample
mounted on a Rexolite sampleholder with wires glued to the sample
for ISHE measurements. The inset shows the orientation of the mag-
netic field with respect to the sample and the position of the electrical
contacts to measure the ISH voltage.
in a notch of a Rexolite 1422 rod as shown in Figure 5.8. The notch was
made into the rod, to align the sample on the rotation axis of the rod
and in the middle of the cavity. A goniometer was used to rotate the
rod in the cavity and to vary the angle θH between the applied mag-
netic field and the film normal. Most measurements were done with
100 kHz modulation frequency and 1 Gauss modulation amplitude.
For low temperature measurements, a He flow cryostat was used. The
flow cryostat consist of a double walled, vacuum insulated quartz tube
that fits in the microwave cavity. The sampleholder is placed into the
quartz tube, where just below the sample a thermometer and heater are
mounted.
Using cavity based-FMR, the frequency is fixed and the static mag-
netic field is swept to fulfill the resonance condition. A typical FMR
spectrum is shown in Figure 5.7.b. Due to field modulation in combina-
tion with lock-in detection, not the microwave absorption is measured,
but its first derivative. The peak-to-peak linewidth ∆Hpp is the differ-
ence between the maximum and minimum intensity of the absorption
derivative. ∆Hpp is related to the full width half maximum ∆H of the
Lorentzian absorption profile as
√
3∆Hpp = ∆H [150]. The resonance
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field Hr is the applied magnetic field H , where the resonance condi-
tion is fulfilled. This is visible in the FMR spectrum as the applied field
where the absorption derivative is equal to 0.
When also the inverse spin Hall (ISH) voltage was measured, twisted
Cu wires were glued with silverpaint, see Figure 5.8.c, to the sample
and the ISH voltage was measured using a Keithley 2182a nanovolt-
meter.
5.5 FMR measurements
In Figure 5.9, the raw FMR spectra of a SiOx/Co(2)/Pt bilayer are plot-
ted for different applied field directions θH . For an in-plane applied
magnetic field (θH = 90◦), the resonance condition is fulfilled in a small
magnetic field and the peak-to-peak linewidth is very narrow. When
rotating the sample slowly to the out-of-plane magnetic field configura-
tion (θH = 0◦), larger magnetic fields are required to fulfill the resonance
condition and ∆Hpp becomes larger. When the applied field direction
is almost in the out-of-plane configuration ( θH = 0◦ ), the peak-to-peak
linewidth becomes again more narrow. As can be seen in Figure 5.9, we
are not able to obtain a full FMR spectrum, for θH smaller than 2◦. The
background that appears for the high-field FMR spectra is due to the
magnetostriction, which modifies the cavity properties a little bit.
In Figure 5.10.a, the measured and fitted angular dependence of






























θH = 90° 0°
13.3° 10.3° 8.3° 6.3° 4.3° 2.3°0.3°
Figure 5.9: Angular dependence of the FMR spectrum of a SiOx/Co(2)/
Pt bilayer for θH = 90◦ to 0◦. For clarity, the angular dependence from
θH = 0◦ to -90◦ is not plotted.
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lar dependence has a peak at θH = 0◦. The two dotted lines indicate
the maximum DC magnetic field the two electromagnets can produce.
It should be noted that the actual resonance field at 0◦ is too large for
the 0.6 T and 1.5 T magnet to be measured. Using equations 5.2 and
5.6, the resonance field can be fitted as a function of θH . As we are not
able to measure the full angular dependence, we fit each curve with a
number of g-factors between 1.8 and 2.2. From the fits we extract the
average, minimum and maximum value of 4πMeff and we obtain for
each g-value the angular dependence of the magnetization direction
θM (θH). The range for the g-value is chosen between the bulk value
for Co, 2.2, and the best fitting g-value for the SiOx/Co(2)/Pt bilayer,
1.8. A g-value of 1.8 may appear to be low, but both the induced orbital
magnetization and the spin pumping effect decrease the g-value. The
spin µs and orbital µl magnetic moments are related to the g-factor via
|g-2|/2 = µl/µs [151]. An induced orbital magnetization will then also
change the g-factor. Furthermore, Zhang et al. [152] found using FMR
experiments in Si/Ru/20×[ Co(25 Å) + Pt(d) ]/Pt multilayers, that for
a varying Pt thickness d, the g-value varied between 1.83 and 2.30.
In Figure 5.10.b, the fitted angular dependence of θM is plotted for
the SiOx/Co(2)/Pt bilayer with a g-value of 1.8. The magnetization di-
rection does not follow directly the direction of the applied magnetic
field. From θH equal to 90◦ to almost 10◦, the magnetization of the Co
film stays in-plane. Around 10◦, a sudden change from an in-plane
to an out-of-plane magnetization takes place. In Figure 5.10.c, the mea-
sured and fitted peak-to-peak linewidth ∆Hpp is shown, which exhibits
sharp peaks around θH = ±10◦, which corresponds to the change of
magnetization direction from in-plane to out-of-plane and a minimum
at θH = 0◦. Furthermore, ∆Hpp at θH at 0◦ is larger than ∆Hpp at 90◦.
Using the fitted values for Hr and θM , and equations 5.10 and 5.11,
also ∆Hpp can be fitted. From the fits of ∆Hpp, we extract the average,
minimum and maximum values of α, ∆(θH) and ∆(4πMeff).
The angular dependences of the three distinct contributions to the
total measured peak-to-peak linewidth are different, as can be seen in
Figure 5.10.c. For an in-plane applied magnetic field (θH = 90◦), the
contributions of the Gilbert damping and the spatial variation in the
demagnetization field have almost the same size while the contribu-
tion from the spatial variation in the crystallographic axis is negligible.
Around θH = 10◦, the contribution in ∆Hpp is almost completely deter-
mined by the damping due to the spatial variation in the demagnetiza-
tion field.
In Table 5.1, the average, minimum and maximum fitting param-
eters are given for a SiOx/Co(2)/Pt sample when the angular depen-
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Table 5.1: Fitting parameters α, 4πMeff, ∆(θH) and ∆(4πMeff) of a SiOx/
Co(2)/Pt bilayer for angular dependent FMR measurements with elec-
tromagnets with a maximum field of 0.6 T and 1.5 T magnet. Shown are
the average values of 10 fits with different g-factor and the maximum
and minimum value from these fits.
0.6 T magnet 1.5 T magnet
average minimum maximum average minimum maximum
α 3.5× 10−2 2.0× 10−2 6.3× 10−2 4.1× 10−2 3.3× 10−2 4.54× 10−2 [-]
4πMeff 8.5 6.7 11 10 9.3 11 [kG]
∆(θH) 0.6 0.0 2 0.03 0.0 1 [◦]
∆(4πMeff) 28 14 39 36 34 36 [G]
dence is measured with an electromagnet with a maximum DC field of
0.6 T or 1.5 T. Clearly visible is that the difference between the average
and the minimum and maximum values for the 1.5 T magnet is much
smaller than for the 0.6 T magnet, but the average values do not deviate
too much.
All in all, the damping of these Co films can be described well with
the local resonance model, where in addition to the Gilbert damping
also the influence of the damping due to the spatial variations in the di-
rection of the crystallographic axis and the demagnetization field should
be taken into account. The Gilbert damping value for the 2 nm thick Co
layer, 3.5 - 4.1 × 10−2, has the right order of magnitude ( 10−2 ) for a
transition-metal ferromagnet [42] and also the variations in the spatial
variations in the direction of the easy axis (up to a few degrees) and the
demagnetization field ( 0 - 100 G ) show reasonable numbers [153].
In Figure 5.11.a, the normalized room temperature FMR spectra are
shown for SiOx/Co(d)/Pt bilayers with a varying Co thickness d mea-
sured with an in-plane field (θH = 90◦). The FMR spectra are normal-
ized by subtracting the resonance fieldHr, which is defined as the mag-
netic field where the derivative absorption is equal to 0. Also the ab-
sorption derivative is normalized by dividing by the maximum mea-
sured value of the absorption derivative. In Figure 5.11.b, the reso-
nance fields Hr are plotted for the in-plane (θH = 90◦) magnetic field as
a function of the Co thickness d.
Also in Figure 5.11.b, the peak-to-peak linewidth ∆Hpp from the
FMR spectra in Figure 5.11.a is plotted as a function of the Co thick-
ness. Clearly visible is that when the Co thickness becomes smaller













































Figure 5.10: a) Angular dependence of the resonance field Hr of a
SiOx/Co(2)/Pt bilayer, where the red crosses (×) represent experimen-
tal data and the black line is a fit with a g-factor of 1.80 and Meff of
10.8 kG. The two dotted lines indicate the maximum DC magnetic field
the electromagnets can produce. b) The fitted angular dependence of
the magnetization direction θM as a function of the applied field θH . c)
Peak-to-peak linewidth of the Co(2)/Pt bilayer. The total peak-to-peak
linewidth ∆Hpp, black line with the experimental data as red crosses
(×), consists of three components: intrinsic damping ∆Hα [α = 0.034]
and the variation in the direction of the easy axis ∆H∆(θH ) [∆(θH) =
0.15◦] and the demagnetization field ∆H∆(4πMeff) [∆(4πMeff) = 34 G].
a Co layer thicker than 10 nm, the resonance field is nearly constant.
Also ∆Hpp becomes larger when the Co thickness becomes smaller. For
Co thicknesses between 10 and 20 nm, ∆Hpp is constant and when the
Co thickness is larger than 20 nm, ∆Hpp becomes again larger due to
eddy current damping. So, for the Co thickness range we measure in
this Chapter, we can distinguish three different regimes: for the thin
Co films (d < 10) we expect that the spin pumping damping mecha-
nism is dominant, for the thick Co films (d > 20 nm) we expect that the
eddy current damping mechanism is dominant and between these two
regimes there is a transition region.
Figure 5.12 shows the effective demagnetization Meff and the sat-
uration magnetization at room temperature for the SiOx/Co(d)/Pt bi-
layers. As a reference, the bulk saturation magnetization of Co is indi-
cated. The magnetization of the SiOx/Co(d)/Pt multilayers was mea-
sured by dividing the measured magnetic moment by the measured
sample volume (typical 2.4 mm × 2.4 mm × d). The error bars of the
effective demagnetization field indicate the maximum and minimum
values of the parameter in the fit for the range of g-factors. Clearly vis-
ible is that the effective demagnetization field becomes smaller, when
the Co thickness decreases. Together with the SiOx/Co(d)/Pt dataset
which will be presented in Chapter 6, we see that the saturation mag-
netization stays nearly constant at a value of approximately 18.8 kG,
compared with a value of 17.6 kG for bulk Co.
In Figure 5.13, the average fitting parameters are plotted as a func-
tion of the Co layer thickness d. The error bars indicate the maxi-
mum and minimum values of the parameter in the fit for the range
of g-factors. A clear trend is visible for α. When the Co layer thick-
ness becomes smaller, the Gilbert damping α increases. Furthermore,
∆(θH) and ∆(4πMeff) are almost constant for Co thicknesses larger than
7.5 nm, but become somewhat larger for Co thicknesses smaller than
7.5 nm.
5.6 Spin pumping detected by the inverse spin Hall
effect
Using the inverse spin Hall (ISH) effect, the spin current generated by
the spin pumping can be electrically detected. Figure 5.8.b shows how
the electrical contacts are made to the sample and the orientation of the
contacts with respect to the sample and the applied magnetic field.
In Figure 5.14, the FMR spectrum and the electrically measured volt-






























































Figure 5.11: a) Normalized in-plane FMR spectra, measured at θH = 90◦,
for a SiOx/Co(d)/Pt films, where the thickness d of the Co films was
varied. The horizontal axis is the normalized dc magnetic field, where
the Hr, red •, for each film is shown in b). In b), also the linewidth of




























Figure 5.12: The effective demagnetization 4πMeff (gray )and the sat-
uration magnetization 4πMs (black ◦), as a function of the thickness d
of the Co layer in the SiOx/Co(d)/Pt multilayer. The dotted line shows
the saturation magnetization of bulk Co.
the lineshape of Vm consists of two parts. One is symmetric and a com-
bination of the ISH voltage and the anomalous magnetoresistance ef-
fect (AMR). The other is antisymmetric and originates from the anoma-
lous Hall effect (AHE), generated by the electric field component of the
applied microwave field. By fitting a Lorentian lineshape Vs and the
derivative of a Lorentian lineshape Va, the symmetric and antisymmet-
ric contributions can be separated. The ISH and the AMR effects in the
symmetric lineshape can be distinguished by an inversion of the ap-
plied magnetic field. The ISH effect changes sign when the direction of
the applied magnetic field is inverted, but the contribution due to the
AMR does not change sign [70]. For the rest of the measurements, the
symmetric part of the measured voltage is shown and called the ISH
voltage VISH.
In Figure 5.15.a, the ISH voltage is plotted as a function of the ap-
plied magnetic field for different field angles θH . Clearly visible is that
for an in-plane applied field (θH = 90◦ and 270◦), the resonance condi-
tion is fulfilled with a small magnetic field. When rotating the sample
slowly to an out-of-plane orientation (θH = 0◦ and 180◦), the VISH curve
moves to a higher magnetic field. The value of the measured maxi-
mum ISH voltage of each curve does not change when the field angle is
varied as shown in Figure 5.15.b. We cannot measure VISH close to the
out-of-plane orientation, because our magnet cannot produce a large

































Figure 5.13: a) The damping α, black  and in b) ∆(θH), black , and
∆(4πMeff), gray •, as a function of the thickness d of the Co layer in
the SiOx/Co(d)/Pt bilayers. Shown are the average values of 10 simu-
lations with different g-factor and the maximum and minimum value
from these simulations. The dashed line shows a 1/d-dependence as a
guide to the eye.
an abrupt jump of VISH at angles close to the out-of-plane orientations
(θH = 0◦ and 180◦). Furthermore, it is visible that VISH changes sign
when the direction of the applied field is changed. This indicates that
the measured symmetric component is only due to the ISH voltage.






cos(θM − θH)− cos 2θM
]
[
2 Hr4πMs cos(θM − θH)− cos θM − cos2 θM
]2 . (5.18)
Using the fitted values of θM and Hr from the angular dependent FMR
fit, we plot equation 5.18 in Figure 5.15.
In Figure 5.16.a, VISH of a SiOx/Co(25)/Pt bilayer is plotted as a












































Figure 5.14: The electrically detected voltage Vm of a SiOx/Co(25)/Pt
bilayer is shown as a function of the applied magnetic field H . As a
reference, also the FMR spectrum is shown. The measured voltage Vm
consist of a symmetric Vc and antisymmetric Va part, which can be ob-
tained by fitting a Lorentzian and a derivative of a Lorentzian to the
measured voltage Vm.
creasing PRF, VISH increases. VISH scales linearly with the applied mi-
crowave power, as is shown in Figure 5.16.b.
In Figure 5.16.c, VISH at 158.9 mW is plotted as a function of the
thickness of the Co layer. For thin Co films, VISH increases linearly with
the thickness of the Co layer. We measured a maximum voltage for the
Co layer with a thickness of 25 nm and for the next measured Co thick-
ness (50 nm), we observe a decrease. The measured VISH as a function














where L is the distance between the two voltage contacts, σi(di) an
αSHE,i are the thickness dependent conductivity and the spin Hall an-
gle of the normal metal or ferromagnet respectively and jz1s(0) and
jz2s(0) are the spin currents at the normal and ferromagnetic side of
the interface respectively. The first term in the brackets represents the






































Figure 5.15: a) Field dependence of the inverse spin Hall voltage VISH
of a SiOx/Co(10)/Pt bilayer for different field angles θH , where at 90◦
and 270◦ the applied magnetic field is in-plane and at 0◦ and 180◦ the
applied magnetic field is out-of-plane. b) Inverse spin Hall voltage as a



































































Figure 5.16: a) The inverse spin Hall voltage VISH of a SiOx/Co(25)/
Pt bilayer as a function of the applied microwave power PRF for θH =
90◦. Also the measured FMR spectrum of the SiOx/Co(25)/Pt bilayer
is shown. b) The measured VISH of the SiOx/Co(25)/Pt bilayer as a
function of the applied microwave power. c) The maximum measured
VISH (PRF = 158.9 mW and θH = 90◦) as a function of the thickness of the
ferromagnet dF plotted together with equation 5.19.
the spin sink is not larger than twice the spin diffusion length, the spin
sink cannot be described as ideal, since not all the spin current is ab-
sorbed. The second term in the brackets describes the spin current in
the ferromagnet. When the thickness of the ferromagnet is smaller than
the spin diffusion length in the ferromagnet, the spin current in the fer-
romagnet will vanish. In Figure 5.16.c, equation 5.19 is plotted for a set
of parameters which mimics the measured behaviour of VISH as a func-
tion of the Co thickness. Clearly visible is that for small Co thicknesses,
VISH increases since dF < lSD,F. When the thickness of the Co increases,
the 1/dF contribution becomes larger and VISH decreases again.
The measurements shown in this section demonstrate that spin pump-
ing is present in the SiOx/Co/Pt multilayers. However, an accurate
description of the size of the measured ISH voltages is not straight-
forward, as many material dependent fitting parameters are not (well)
known in the literature for ultrathin films and the parameters known
depend strongly on how the films are grown [157, 158].
5.7 Low temperature electrical characterisation
Before measuring low temperature FMR spectra on the SiOx/Co/Pt
and SiOx/Co/Cu bilayers, the electrical properties of the used metals
were measured. In Figure 5.17, the normalized resistance of a 50 nm
thick Co, Pt and Cu and a SiOx/Co(10)/Pt Hall bar are plotted. No
anomalies are visible and the residual resistance ratios (RRR) are 2.76,
1.96 and 1.26 for the 50 nm thick Cu, Co, Pt film and 1.50 for the SiOx/
Co(10)/Pt bilayer.
5.8 Low temperature spin pumping
Figure 5.18 shows the temperature dependence of the normalized peak-
to-peak linewidth ∆Hpp (a) and resonance fieldHr (b) of a SiOx/Co(10)/
Cu and a SiOx/Co(10)/Pt thin films that were measured with an in-
plane (θH = 90◦) applied magnetic field. Both ∆Hpp and Hr are nor-
malized by dividing the measured values by the measured values at
290 K. The peak-to-peak linewidths of both the SiOx/Co(10)/Cu and
the SiOx/Co(10)/Pt films increase when decreasing the temperature
until the maximum is reached. For the SiOx/Co(10)/Cu samples the
maximum was measured at 40 K and ∆Hpp was 1.5 times as large
the one measured at 290 K. For the SiOx/Co(10)/Pt sample the max-
imum was measured at 30 K and ∆Hpp was 1.7 times as large as the


















Figure 5.17: a) Normalized resistivity of Co(50), Cu(50), Pt(50) and
SiOx/Co(10)/Pt Hallbar as a function of temperature. The resistivity
at 300 K is 175, 30, 2315 and 927 nΩm for Cu, Co, Pt and SiOx/Co(10)/
Pt respectively.
the linewidth becomes narrower again. The measured resonance field
in Figure 5.18.b shows a different behaviour. For the SiOx/Co(10)/Cu
samples Hr remains constant over the whole measured temperature
range, whereas Hr of the SiOx/Co(10)/Pt sample increases when de-
creasing the temperature and becomes almost constant below 100 K.
To gauge whether the contributions of the sample inhomogeneities
and the intrinsic relaxation to the total damping change, the angular
dependence of a SiOx/Co(10)/Pt bilayer was measured at 30 K and
300 K. In Table 5.2, the average, minimum and maximum fitting pa-
rameters are shown. When decreasing the temperature, all four fitting
parameters become larger. The three parameters involving the damp-
ing, α, ∆(θH) and ∆(4πMeff), all becomes approximately 1.8 times as
large.
As discussed in Section 5.3.1, theoretical models calculate the damp-
ing as a function of scattering time τ and distinguish two cases; in-
traband scattering which is proportional to τ and interband scattering
which is proportional to 1/τ . The temperature dependence of the scat-
tering rate is not well known, but from the scattering rate the resistiv-
ity can be calculated straightforwardly. Gilmore [146] calculated the
damping as a function of the resistivity, where he assumed that the re-
sistivity is dominated by electron-lattice interactions and that electron-




































Figure 5.18: a) Normalized in-plane (θH = 90◦) peak-to-peak linewidth
∆Hpp, for a SiOx/Co(10)/Pt (gray •) and SiOx/Co(10)/Cu (black ) bi-
layer as a function of temperature. ∆Hpp is normalized by dividing the
measured values by the measured ∆Hpp at 290 K. ∆Hpp at 290 K was
35 G for the SiOx/Co(10)/Cu bilayer and 56 G for the SiOx/Co(10)/
Pt bilayer respectively. b) Normalized resonance field Hr for a SiOx/
Co(10)/Pt and a SiOx/Co(10)/Cu bilayer as a function of temperature.
Hr is normalized by dividing the measured values by Hr at 290 K. Hr
at 290 K was 572 G for the SiOx/Co(10)/Cu bilayer and 633 G for the
SiOx/Co(10)/Pt bilayer respectively.
Table 5.2: Fitting values for the damping α, 4πMeff, ∆(θH) and
∆(4πMeff) for fitting of the measured values of a SiOx/Co(10)/Pt bi-
layer at 300 K and 30 K. Shown are the average values of 10 simulations
with different g-factor and the maximum and minimum value from this
simulations.
300 K 30 K
average minimum maximum average minimum maximum
α 6.62× 10−3 3.94× 10−3 1.23× 10−2 1.23× 10−2 8.90× 10−3 1.71× 10−2 [-]
4πMeff 18.7 15.1 22.7 19.9 16.3 24.3 [kG]
∆(θH) 0.13 0 0.71 0.23 0 0.43 [◦]





















Figure 5.19: In-plane (θH = 90◦) peak-to-peak linewidth ∆Hpp (a) and













































Figure 5.20: a) Normalized in-plane (θH = 90◦) peak-to-peak linewidth
∆Hpp for SiOx/Co(d)/Pt bilayer as a function of temperature. ∆Hpp is
normalized by dividing the measured values by the measured values
at 290 K. b) Normalized resonance field Hr for SiOx/Co(d)/Pt films as
a function of temperature. Hr is normalized, by dividing the measured
values by the measured values at 290 K. ∆Hpp and Hr at 290 K can be
found in Figure 5.11.b.
damping changes from the intraband to the interband scattering mech-
anism around a resistivity of approximately 1–100 µΩcm, dependent
on the lifetimes of the spin-up versus spin-down states.
By plotting ∆Hpp as a function of the resistivity, experimental data
can be compared with these theoretical predictions. Figure 5.19 shows
how ∆Hpp and Hr of the SiOx/Co(10)/Pt bilayer vary as a function of
the resistivity. The resistivity of the bilayer is measured with a different
SiOx/Co(10)/Pt bilayer, that was patterned into a Hall bar. Both show a
monotonic increase with a maximum at a resistivity of 63 µΩcm. Below
this value, both ∆Hpp and Hr decrease.
Figure 5.20.a shows how the measured and normalized ∆Hpp of all
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SiOx/Co(d)/Pt bilayers (shown in Figure 5.18 for d = 10 nm) changes
as function of the Co layer thickness. The normalization values can be
found in Figure 5.11.b. Most bilayers show similar behaviour to what
was seen for the SiOx/Co(10)/Pt bilayer in Figure 5.18.a. When de-
creasing the temperature, the linewidth becomes broader up to a cer-
tain temperature. For the films with a Co-layer thinner than 20 nm,
the maximum linewidth is approximately 1.3 to 1.7 times as large as
the linewidth at 290 K and the linewidth of the sample with the 50 nm
thick Co layer becomes even 2.2 times as large. For all samples that
were measured in the full temperature range, the maximum ∆Hpp was
found around 20 to 30 K.
In Figure 5.20.b, the normalized resonance fields of the SiOx/Co(d)/
Pt bilayers are plotted as a function of temperature. The normalization
values can be found in Figure 5.11.b. Three things can be observed.
First,Hr of the SiOx/Co(50)/Pt bilayer increases when the temperature
is decreased and the maximum measured increase is almost 1.1 times.
The maximum Hr of all the other measured samples does not become
larger than 1.05 times the resonance field at 290 K. Secondly, Hr of the
SiOx/Co(2.5)/Pt bilayer becomes smaller than the Hr at 290 K. This
happens also for the SiOx/Co(5)/Pt bilayer, but only at low temper-
atures. Hr of the other bilayers show similar behaviour as the SiOx/
Co(d)/Pt bilayer in Figure 5.18.b. When decreasing the temperature,
Hr becomes larger and after a certain temperature Hr stays almost con-
stant.
In Figure 5.21, ∆Hpp is plotted for different temperatures as a func-
tion of the thickness d of the Co-layer in the SiOx/Co(d)/Pt bilayers.
The thick Co film (d = 50 nm ) shows a large increase in the damp-
ing. When decreasing the Co thickness, an increase in the peak-to-peak
linewidth can be observed, as is predicted by equation 2.19. This in-
crease in linewidth behaves the same at all the measured temperatures.
5.9 Discussion
The question raised in the beginning of this Chapter was whether we
can show the presence of a spin pumping effect in SiOx/Co/Pt bilay-
ers and find its temperature dependence. For this, the peak-to-peak
linewidths ∆Hpp in FMR experiments were measured and analyzed in
order to separate intrinsic and extrinsic effects. From these data a num-
ber of conclusions can be drawn, which will be done below. We sepa-
rate this in different parts. In the first part, we discuss the dependence















Figure 5.21: Peak-to-peak linewidth ∆Hpp as a function of the thickness
d of the SiOx/Co(d)/Pt bilayers for different temperatures. The direc-
tion of the arrow indicates an increase in temperature. The dashed line
shows a 1/d-dependence as a guide to the eye.
Next we discuss reasons for the peculiar temperature dependence of
∆Hpp. Then, in the course of the analysis, values for the saturation
magnetization 4πMs and the effective demagnetization fields 4πMeff
were extracted, which will be discussed as well.
5.9.1 Dependence of ∆Hpp on Co-thickness
The main experimental findings here are that ∆Hpp at room tempera-
ture shows for thin Co thicknesses, d < 10 nm, a 1/d dependence (see
Figure 5.11.b). Furthermore, after separating the various contributions
to ∆Hpp, the Gilbert damping α is also found to show a 1/d depen-
dence for small Co thicknesses, d < 10 nm (see Figure 5.13.a). The larger
uncertainty in the latter statement is caused by uncertainty introduced
in the separation procedure. The 1/d-dependence is a characteristic of
spin-pumping [67].
The observed angular dependence of the inverse spin Hall voltage
VISH of the SiOx/Co/Pt bilayers, as shown in Figure 5.15, gives fur-
ther confirmation that the spin pumping is present. Also the observed
thickness dependence of VISH , as shown in Figure 5.16.c, satisfies the
expected behaviour that the measured VISH increases with a increasing
thickness of the ferromagnet until a certain thickness, whereafter VISH
decreases rapidly. We choose however not to use the measured VISH as
a probe to study the temperature dependence of the spin pumping ef-
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fect, since it depends on many temperature dependent parameters such
as the conductivity, the spin diffusion length and the Gilbert damping,
where the latter two have not been systematically measured as a func-
tion of temperature.
In order to characterize the low temperature behaviour, we chose to
measure the in-plane (θH = 90◦) ∆Hpp. To gauge whether the ratio of
intrinsic and extrinsic contributions changed at low temperatures, the
angular dependence of the FMR spectra was measured for one SiOx/
Co(10)/Pt bilayer at 300 K and 30 K. In Table 5.2 it is shown that the ra-
tio of the contribution of the intrinsic relaxation and the relaxation due
to sample inhomogeneities stays the same. Figure 5.21 shows that the
dependence of ∆Hpp on d is the same for all temperatures. Together, it
feels safe to conclude that also for α there is no change in the room tem-
perature and low temperature thickness dependence, while the value
of α has increased by about a factor of 1.8.
The spin pumping theory says that the change in the Gilbert damp-
ing is caused by the effective spin mixing conductance A↑↓eff , where in
diffusive bilayers A↑↓eff is governed by the conductivity σ(T ) of the nor-
mal metal layer. The data presented here confirms this picture. How-
ever, the temperature dependence of ∆Hpp of the SiOx/Co(d)/Pt bilay-
ers as shown in Figure 5.20.a, behaves as a non-monotonously increas-
ing function, and this cannot be explained using the spin pumping the-
ory.
5.9.2 Dependence of ∆Hpp on temperature
The temperature dependence of ∆Hpp of both the SiOx/Co(10)/Pt and
SiOx/Co(10)/Cu, given in Figure 5.18, shows that the ∆Hpp is not a
monotonously increasing or decreasing function. ∆Hpp increases by
about a factor of 1.6 when decreasing the temperature until the maxi-
mum is reached, around 30 - 40 K.
Experiments on single crystal Co whiskers [42, 142] with a resid-
ual resistance ratio (RRR) value between 80-150 showed that ∆Hpp in-
creased when the temperature is decreased and saturates at approxi-
mately 30 K, where ∆Hpp is approximately 3.5 times larger than the
linewidth at 300 K. Lloyd and Bhagat [141] showed furthermore, that
when alloying Ni with 5 % Cu and thereby reducing the RRR from 30
to 3, no temperature dependence was observed for the linewidth. They
attribute the increase in linewidth to a possible increase of the mean
free path of the conduction electrons. Also Bastian and Biller [159]
measured the temperature dependence of the damping in a Ni-Fe al-
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loy. Already with a Fe concentration of 6 %, the increase in linewidth at
low temperatures disappeared. They attribute this disappearing of the
peak at low temperatures to a decrease of τ by approximately 1 order
of magnitude, when alloying the Ni with 6 % Fe.
It is rather surprising that we observe the same behaviour in very
thin polycrystalline films with a RRR of just 2 as in single crystal whiskers,
since the amount of disorder (where the RRR indicates the amount of
disorder) determines both the resistivity and the Gilbert damping.
Czeschka et al. [70] observed the same behaviour for ∆Hpp of a
SiOx/Co(10)/Pt(7) bilayer. However, in their measurementHr becomes
smaller for temperatures below 100 K. They attribute both effects to
a change in the magnetic anisotropy due to a temperature dependent
strain.
In the literature, there are several theories that describe the low tem-
perature behaviour on a phenomenological level via the magnetoelas-
tic coupling between the magnetization and the lattice strain [160]. We
choose a different explanation however, observing that the damping is
closely linked to the conductivity. As explained in Section 5.3.1, in par-
ticular intraband and interband scattering have a different dependence
on the conductivity. In Figure 5.19, ∆Hpp is plotted as a function of
the resistivity. We propose that the maximum in this plot is due to the
crossover from intraband scattering at high resistivity (high tempera-
ture) to interband scattering at low resistivity (low temperature). Note
that a connection to phonons is less likely, since Bastian and Biller [159]
found the maximum of their Ni whisker around room temperature.
Also the lack of thickness dependence of the ∆Hpp as shown in Fig-
ure 5.20, makes clear that surface scattering of the Fuchs-Sondheimer
type [161, 162] does not play an important role.
∆Hpp in Figure 5.20.a shows for Co thicknesses thinner than 20 nm
the same behaviour as the SiOx/Co(10)/Pt bilayer. ∆Hpp of the SiOx/
Co(50)/Pt sample becomes much larger when decreasing the tempera-
ture. For Co layers of this thickness, the main damping mechanism is
not spin pumping anymore, but eddy current damping. Eddy current
damping scales with the conductivity and the conductivity increases
with a factor of 1.6 as can be seen in Figure 5.17. The total damping of
the 50 nm thick film consists then of intrinsic damping, which increases
approximately a factor 1.6 when going to low temperatures and the
eddy current damping, that also increases a factor 1.6 when decreas-
ing the temperature. The total damping increases then approximately
a factor 2.2 when decreasing the temperature, which agrees very well
with the observed broadening in Figure 5.20.a.
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5.9.3 Comparison between Co/Pt and Co/Cu
This Chapter was mainly concerned with SiOx/Co/Pt bilayers, and it
was explained that the line broadening with decreasing Co thickness is
due to the spin pumping effect, caused by the spin-flip scattering (spin-
sinking) of the Pt layer. A less strong scattering material such as Cu
could be expected to yield less, or no, broadening effects with decreas-
ing Co thickness. Such a comparison was made with samples of SiOx/
Co(10)/Pt and SiOx/Co(10)/Cu. We chose bilayers with a 10 nm thick
Co layer, because the Co thickness should be far enough away from the
region were we expect that the different spin-orbit torques plays an im-
portant role in the magnetization dynamics [14, 54–57]. Furthermore,
the Co thickness should not be too thick, otherwise the contribution of
the spin pumping effect becomes too small.
For the SiOx/Co(10)/Cu and SiOx/Co(10)/Pt multilayers, ∆Hpp at
room temperature is 35 and 56 G respectively, where we contribute the
difference in linewidth due to spin pumping in a good and bad spin
sink. In Figure 5.18.a, the temperature dependence of the normalized
∆Hpp is plotted for both bilayers. The temperature dependence shows
that ∆Hpp behaves the same for the SiOx/Co/Pt and SiOx/Co/Cu bi-
layers. This is in agreement with the observation in the previous sec-
tion, where we contribute the low temperature ∆Hpp behaviour to a
crossover from interband scattering to intraband scattering.
5.9.4 Saturation magnetization, effective demagnetization
field and resonance field
The room-temperature saturation magnetization, as shown in Figure 5.12,
shows an average saturation magnetization of 18.8 kG. This is larger
than the saturation magnetization of bulk Co, 17.6 kG. On top of the
Co thin film is a Pt layer. Pt is non-magnetic, but it almost satisfies the
Stoner criterion for the onset of ferromagnetism. From literature, it is
known that at the Co/Pt interface Co can induce a magnetic moment
into Pt [163].
In particular, X-ray resonant magnetic scattering (XRMS) [163] and
magnetic circulair X-ray dichroism (XMCD) [164] has been used to show
that magnetic moments are induced on the Pt atoms and that the orbital
magnetic moment of the Co atoms at the interface increases due to the
Co 3d-Pt 5d interfacial hybridization.
The data indicate that up to 0.3 nm, the induced Pt 5d magnetiza-
tion is 0.2 µB per Pt atom, which introduces an extra magnetization of
1.2 kG. The room-temperature saturation magnetization of the Co that
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we measured for the Co/Pt bilayers when corrected for the induced
magnetization in the Pt layer, is then 17.6 kG, which compares well
with the bulk saturation magnetization value for Co.
The saturation magnetization for the Co/Pt bilayer with a 2.5 and
10 nm thick Co layer shows a slightly lower value, which is probably
due to the uncertainty in the thickness of the Co film. Another indica-
tion for uncertainty in the thickness is seen in Figure 5.11.b, where Hr
of the SiOx/Co(10)/Pt bilayer is larger than Hr of the SiOx/Co(7.5)/
Pt bilayer, which suggest that the 10 nm thick Co layer is thinner than
the 7.5 nm thick Co layer. However, ∆Hpp of the SiOx/Co(10)/Pt is not
larger than ∆Hpp of the SiOx/Co(7.5)/Pt, which suggest that the 10 nm
Co layer is thicker than the 7.5 nm Co layer. It is not clear what causes
this anomaly.
The temperature dependence of Hr (see Figure 5.18.b) of the bilay-
ers with a Co thickness between 5 and 20 nm can be explained by a
lower Curie temperature of the CoPt alloy at the interface of the Co/Pt
bilayer. The behaviour of the resonance field for the SiOx/Co/Pt with
a thickness of the Co layer less than 5 nm is unexpected and we tenta-
tively attribute this decrease of the resonance field to the temperature
dependence of the Rashba spin-orbit torque (see Chapter 6).
The temperature dependence of Hr of the SiOx/Co(10)/Pt(7) bi-
layer of Czescka et al. [70] shows a different trend, as Hr becomes
smaller with decreasing temperatures. The big difference between their
samples and our samples is the growth method. Their samples were
grown using the evaporating technique, that should result in more sharp
interfaces and a different grain size than our samples that were grown
using the sputtering technique [158].
In Figure 5.12, 4πMeff becomes smaller as the Co thickness decreases.
From the magnetization measurements, the saturation magnetization
for the SiOx/Co(d)/Pt is almost constant for decreasing thickness d
of the Co layer. As 4πMeff is equal to 4πMs - H⊥, the perpendicu-
lar anisotropy H⊥ increases for the thinner Co thicknesses as has been
shown with magnetization [165], MCXD [164] and XRMS [163] mea-
surements. This decrease of 4πMeff can also be observed as an increase
of the resonance fields as function of the thickness of the Co layers. For
very thin Co layers, also other physical mechanisms, that are discussed
in Chapter 6, contribute to the increase of the resonance field.
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5.10 Summary
We conclude this Chapter by summarizing the main results as they
emerge from the discussion. We measured the temperature depen-
dence of the FMR spectra from SiOx/Co(d)/Pt bilayers for varying thick-
nesses d of the Co film. When decreasing the temperature, the sat-
uration magnetization of the SiOx/Co/Pt bilayer increases due to an
induced magnetic moment in the Pt and we observe that the intrin-
sic scattering mechanism changes from the intraband to the interband






Traditional spintronic devices consist of two ferromagnetic layers, the
polarizer and the free layer, with a normal nonmagnetic spacer, a tun-
nel barrier or a domain wall in between and either in a perpendicular or
lateral geometry with respect to the current. Basically, the current flow-
ing through the first ferromagnetic layer becomes polarized and can
change the magnetization direction of the second ferromagnetic layer
via the spin transfer torque mechanism.
Recently, experiments and theory have shown that there are alterna-
tive mechanisms that can produce a spin torque, based on the spin-orbit
interaction (SOI). The SOI transfers orbital angular momentum from
the lattice to the spin system. Up to now, the spin Hall and Rashba ef-
fects, both based on the SOI, are used to exploit the coupling between
the electron spin and the orbital motion. The spin-orbit torque (SOT)
in ferromagnetic structures, generated by such SOIs, received a lot of
attention as it shows to be an efficient electric magnetization switch
mechanism that only needs one ferromagnetic layer.
Spin-orbit torques can be related to inversion symmetry either in
the bulk of a material or in thin film structures, resulting in a Rashba
or a Dresselhaus spin-orbit coupling, respectively. Well known systems
where such a lack of bulk inversion symmetry can be found are semi-
conductors with the zinc blende structure such as (Ga,Mn)As [49–51]
or crystals from the B20 space group such as FeGe [52] and MnSi [53]
111
which show a chiral spin-orbit interaction, described by the rotationally
invariant Dzyaloshinsky-Moriya (DM) interaction. In these systems, as
a consequence, non-trivial spin structures can occur.
The broken inversion symmetry in these structures gives rise to a
static electric field E in the laboratory frame at rest, that in turn gives
rise to a magnetic field B in the reference frame of an object mov-
ing with momentum ~k. Recently, experiments and theory indicated
that also in ultrathin metallic multilayers with a built-in lack of inver-
sion symmetry, Rashba spin-orbit coupling might be present. A static
electric field E = E0ez in the laboratory rest frame, where ez points
normal to the surface of the multilayers, produces a magnetic field
B ∝ kxey − kyex in the frame of the moving object, where kxey − kyex
is known as the Rashba spin-orbit coupling.
Up to now, the ferromagnetic layer has either been asymmetrically
sandwiched between a heavy metal layer and an oxide layer, e.g. Pt/
Co/AlOx or Ta/CoFeB/MgO [14, 54–57] or in periodic crystals that
lack inversion symmetry like (Ga,Mn)As [49–51].
Two different torques are found in these experiments; one torque
is an even function of the unit vector of magnetization direction m
and the other torque is an odd function of m. Up to the lowest or-
der, the even torque T ‖ = T‖m × [(êz ×E)×m], where E is the ap-
plied electric field and ê is a unit vector perpendicular to the interface
of the ferromagnetic heterostructure, is expected to be driven by the
spin current due to the spin Hall effect (SHE) in the heavy-metal layer.
The torque has the same shape as the damping term in the Landau-
Lifschitz-Gilbert equation and is then also called damping-like torque.
The odd torque T ⊥ = T⊥(êz × E) ×m is expected to originate from
the effective magnetic field due to spin dependent scattering in combi-
nation with the Rashba interaction, which originates from the broken
inversion symmetry in the ferromagnetic heterostructures. This torque
has the same shape as the field term in the Landau-Lifschitz-Gilbert
equation and is then also called field-like torque.
However, there are theoretical predictions that the SHE can also be
induced into a light normal metal like Cu or Al, when it is sandwiched
between two different oxide layers or insulators [66], due to interfacial
spin-orbit coupling. In this Chapter, we use ferromagnetic resonance
and Hall measurements to show that also in an ultrathin Co layer sand-
wiched between SiOx and Cu more damping is present than would be
expected from the Cu layer, which only has weak bulk spin-orbit cou-
pling. We attribute this to the Rashba spin-orbit torque induced by to
the broken inversion symmetry. We investigate this in a way similar to
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Chapter 5, by comparing SiOx/Co(d)/Cu bilayers with Cu/Co(d)/Cu
trilayers.
6.1 Experiment
The following films were grown: Co(d)/Pt(10), Pt(10)/Co(d)/Pt(10),
Co(d)/Cu(10) and Cu(10)/Co(d)/Cu(10). The numbers in parentheses
represent the layer thickness in nanometers. They were deposited on
naturally oxidized Si(100) in a UHV chamber (base pressure 1 · 10 −9
mbar) using DC magnetron sputter deposition with argon as plasma at
room temperature from 3N5 Co, 3N5 Cu and 3N5 Pt targets. To take
into account both interfaces of the Co layer, we call the Co/Pt and Co/
Cu bilayers in this Chapter SiOx/Co/Cu and SiOx/Co/Pt. Also, since
the thicknesses of the Cu- and Pt-layers are not going to be varied, we
call them Co(d)/Pt etc. The deposition rate was measured by X-ray re-
flectivity (XRR) using Cu-Kα radiation and was 0.58 Å/s for Co, 1.90
Å/s for Cu and 1.54 Å/s for Pt respectively. Magnetization measure-
ments were performed using the reciprocating sample option (RSO) in
a SQUID-based magnetometer (MPMS XL-7 from Quantum Design).
Ferromagnetic resonance (FMR) was measured using a Bruker EMX-
plus X-band spectrometer in a TE011 cavity with 100 kHz modulation
frequency and 1 G modulation amplitude with a maximum DC-field of
0.65 T. The sample was fixed on a Rexolite 1422 rod and a goniometer
was used to vary the angle. For electrical characterization, the samples
were patterned into Hall bar structures, 50 × 1000 µm2, using nega-
tive resist, electron beam lithography and ion beam etching. Resistivity
measurements were performed at room temperature using the lock-in
technique, with a variable ac-current modulated at 1106 Hz.
6.2 Results
Figure 6.1.a shows the angular dependent peak-to-peak linewidth Hpp
of the SiOx/Co(2.6)/Pt, Pt/Co(2.6)/Pt, SiOx/Co(2.6)/Cu and Cu/Co(2.6)/
Cu multilayers. Clearly visible is that ∆Hpp of the Cu/Co/Cu trilayer
is much smaller than ∆Hpp of the Pt/Co/Pt and SiOx/Co/Pt films, but
also much smaller than ∆Hpp of the SiOx/Co/Cu bilayer. In Figure
6.1.b, the angular dependent resonant fields Hr are plotted. Hr of the
Pt/Co/Pt trilayer is larger than Hr of the other multilayers, for which
Hr is almost the same.
In Figure 6.2, we take a closer look to the magnetic properties of the































Figure 6.1: Angular dependence of the peak-to-peak linewidth Hpp (a)
and the resonance field Hr (b) as a function of the applied field direc-
tion θH for a SiOx/Co(2.6)/Pt (black ), SiOx/Co(2.6)/Cu (rede), Cu/
Co(2.6)/Cu (blue) and Pt/Co(2.6)/Pt (greena) multilayers.
the analysis of the angular dependent FMR (see Chapter 5), and the
saturation magnetization 4πMs, obtained using a magnetometer, are
plotted as a function of the Co thickness d. The data for the Pt/Co(1.7)/
Pt trilayer is not included in the analysis, as two resonance modes [152]
are observed in this sample and the origin of this mode is not clear.
For large Co thicknesses, 4πMs reaches the saturation magnetiza-
tion value of bulk Co in all samples, as indicated by the horizontal
dotted line. In the Pt/Co/Pt and SiOx/Co/Pt samples, 4πMs reaches
the bulk saturation magnetization value also for small Co thicknesses.
However, in the Cu/Co/Cu and SiOx/Co/Cu samples, 4πMs becomes
gradually smaller for thinner Co layers. For all samples, 4πMeff is lower
than 4πMs of bulk Co. For the Pt/Co/Pt and SiOx/Co/Pt samples,
4πMeff decreases rapidly with a decreasing Co thickness. 4πMeff de-






































































































Figure 6.2: The effective demagnetization 4πMeff (closed symbols) and
the saturation magnetization 4πMs (open symbols), as a function of the
thickness d of the Co layer in (a) the SiOx/Co/Pt bilayers; in (b) the
SiOx/Co/Cu bilayers, in (c) the Pt/Co(d)/Pt trilayers and in (d) the
Cu/Co/Cu (d) trilayers. 4πMeff is the average value of 10 simulations
with a g-factor between 1.8 and 2.2 [152] and the maximum and mini-
mum value from this simulations. The dashed line indicates saturation
magnetization of bulk Co.
for the SiOx/Co/Pt and Pt/Co/Pt multilayers. The SiOx/Co/Cu bilay-
ers show a strong decrease in 4πMeff.
To compare 4πMeff between the different multilayers, this quantity
is plotted in Figure 6.3.a for the Cu/Co(d)/Cu and Pt/Co(d)/Pt trilay-
ers and in Figure 6.4.a for the SiOx/Co(d)/Pt and a SiOx/Co(d)/Cu bi-
layers. Clearly visible is that 4πMeff for both bilayers grown on SiOx
shows almost the same behavior. For thick Co layers, 4πMeff is lower
than Ms of bulk Co. When decreasing the Co thickness d, 4πMeff be-
comes smaller for both the SiOx/Co/Cu and SiOx/Co/Pt bilayers and
both bilayers follow the same trend.
In Figure 6.3.b, the Gilbert damping α is plotted for the Cu/Co(d)/
Cu and Pt/Co(d)/Pt trilayers and in Figure 6.4.b for for the SiOx/Co(d)/
Pt and a SiOx/Co(d)/Cu bilayers. α in the Pt/Co/Pt trilayer increases
rapidly, as Pt is a good spin sink. For the Cu/Co/Cu trilayer, α is al-

























a) Ms bulk Co
Pt/Co(d)/Pt
Cu/Co(d)/Cu
Figure 6.3: The effective demagnetization 4πMeff (a) and the damping
α (b), as a function of the thickness d of the Co layer in the Pt/Co(d)/Pt
(black5) and Cu/Co(d)/Cu (graye) trilayers. Shown are the average
values of 10 simulations with a g-factor between 1.8 and 2.2 [152] and
the maximum and minimum value from this simulations.
The SiOx/Co/Pt bilayer shows also a rapid increase in α. However,
although Cu is a bad spin sink, α of the SiOx/Co/Cu bilayer behaves
the same as the SiOx/Co/Pt bilayer in contrast to what was seen in the
trilayers.
Figure 6.5 shows the thickness dependence of the spatial variations
in the direction of the easy axis ∆(θH) (a) and demagnetization field
∆(4πMeff) (b) for the four multilayers, as obtained from analysis of the
angular dependence of the FMR. For decreasing Co thicknesses, both
∆(θH) and ∆(4πMeff) increase for all sets of multilayers.
In Figure 6.6.a, the perpendicular anisotropy field H⊥ = 4πMs −
4πMeff, where H⊥ = 2K⊥/Ms, is plotted as a function of the inverse
thickness of the Co layer. Clearly visible is that for all samples H⊥ is
present. H⊥ is largest in the Pt/Co/Pt trilayer, followed by the SiOx/

























a) Ms bulk Co
SiOx/Co/Pt
SiOx/Co/Cu
Figure 6.4: The effective demagnetization 4πMeff (a) and the damping α
(b), as a function of the thickness d of the Co layer in the SiOx/Co(d)/Pt
(black5) and SiOx/Co(d)/Cu (graye) bilayers. Shown are the aver-
age values of 10 simulations with different g-factor and the maximum
and minimum value from this simulations.
Cu trilayer is very small. K⊥ consists of a contribution of the anisotropy
of the interface atoms Ks and the inner atoms of the magnetic layer Kv
with thickness d




In Figure 6.6.b, K⊥d is plotted as a function of the inverse thickness
of the Co layer. K⊥ does not show a linear relation, as would be ex-
pected following equation 6.1. For larger Co thicknesses, K⊥d is largest
for the Pt/Co/Pt trilayer. When decreasing the Co thickness, K⊥d in-
creases for the Pt/Co/Pt trilayer, but decreases for the Cu/Co/Cu and
SiOx/Co/Cu multilayers and varies for the SiOx/Co/Pt bilayer. For the
thinnest Co layer, K⊥d is almost the same for the SiOx/Co/Cu, SiOx/

































Figure 6.5: The spatial variations in the direction of the easy axis, ∆(θH)
(a) and the effective demagnetization field, ∆(4πMeff) (b), as a function
of the thickness d of the Co layer in the SiOx/Co(d)/Pt (black ), SiOx/
Co(d)/Cu (rede), Cu/Co(d)/Cu (blue) and Pt/Co(d)/Pt (greena)
multilayers. Shown are the average values of 10 simulations with dif-
ferent g-factor and the maximum and minimum value from this simu-
lations.
6.3 δ-doping with magnetic impurities
A possible explanation for the increased damping in the SiOx/Co/Cu
bilayers is the presence of magnetic impurities in the Cu layer. In depo-
sition systems where magnetic materials are deposited, there is always
a chance that other materials slowly become contaminated with the
magnetic impurities. Adding magnetic impurities to a normal metal [22]
or a superconductor [166] can dramatically change the properties of
these materials. Furthermore, Niimi et al. showed that the spin Hall
angle increases when Ir [63] and Bi [64] impurities are added to Cu.
To study the influence of magnetic impurities on the damping of




































Figure 6.6: The perpendicular anisotropy field H⊥ (a) as a function of
the Co thickness d and K⊥d (b) and as a function of the inverse thick-
ness of the Co layer for the Pt/Co(d)/Pt (black ), SiOx/Co(d)/Pt (red
























Figure 6.7: Peak-to-peak linewidth ∆Hpp (a) and resonance field Hr
(b) for Cu/Co(3.6)/Cu(5)Co(δCo)/Cu(5) multilayer as a function of the
thickness of the Co impurity layer δCo (black , with the point δCo = 0
indicated with a black ). As a reference, also ∆Hpp and Hr of a SiOx/
Co(3.6)/Cu bilayer are plotted (gray 5). As a guide for the eye, the
grey dotted line indicates the maximum ∆Hpp.
by Marrows and Hickey [167] to investigate the role of impurities in
GMR systems. With the δ-doping technique, a very thin magnetic layer
is added to the multilayer. To study the effect of Co impurities on the
SiOx/Co/Cu bilayer, we grew Cu/Co(3.6)/Cu(5)/Co(δCo)/Cu(5) mul-
tilayers where the thickness of the δCo impurity layer is varied between
0 and 1.2 nm. For the growth of this very thin Co layers, a Co deposition
rate of 0.13 Å/s was used.
Figure 6.7.a shows ∆Hpp of Cu/Co(3.6)/Cu(5)/Co(δCo)/Cu(5) mul-
tilayers as a function of the Co impurity layer δCo. Clearly visible is
that ∆Hpp increases as the thickness of the impurity layer increases and
saturates already for a 0.32 nm thick impurity layer. In Figure 6.7.b,
Hr of these samples is shown. Hr is almost constant for the whole
impurity layer thickness range, which shows that the thickness of the
3.6 nm thick Co layer does not vary from sample to sample and the
Co impurity layer does not couple to the thick Co layer. As a refer-
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ence, in Figure 6.7 also ∆Hpp and Hr of the SiOx/Co(3.6)/Cu bilayer
are shown. Clearly visible is that both values are much larger than for
the Cu/Co(3.6)/Cu(5)Co(δCo)/Cu(5) multilayers, which indicates that
magnetic impurities do not cause the large increase of the damping in
SiOx/Co/Cu bilayers.
6.4 Evaluation of the FMR measurements
The main point to be discussed is the observation of an unexpectedly
large increase in the Gilbert damping and the resonance field in SiOx/
Co(d)/Cu bilayers with small Co thickness. This is unexpected in the
sense that the Cu layer, which is supposed to be a bad spin sink, is not
supposed to generate a spin pumping effect as seen by the FMR line
broadening.
This is emphasized by the fact that the trilayers Cu/Co(d)/Cu and
Pt/Co(d)/Pt show the difference expected for the good spin sink Pt
and the bad spin sink Cu. The angular dependence of ∆Hpp and Hr
(Figure 6.1) and the extracted values for the damping parameter α (Fig-
ure 6.3) show α to be independent of d in the case of Cu, and increasing
with decreasing d in the case of Pt, with more than an order of magni-
tude difference at the lowest thicknesses. Other parameters of the tri-
layer also behave in an understandable way. As shown in Figure 6.3.a,
4πMeff of the Pt/Co(d)/Pt trilayer decreases with decreasing d, due to
the increasing perpendicular magnetic anisotropy (PMA). For the Cu
case the decrease is smaller, as expected of the lower PMA of the Co/
Cu interface.
For both types of trilayers, ∆(θH) and ∆(4πMeff) becomes larger
for very thin Co films. This is expected for very thin Co layers, as the
roughness of the Cu and Pt buffer layer introduces ∆(θH) and ∆(4πMeff)
of the Co film and the exchange coupling is not strong enough to aver-
age out these variations [153]. Although for thicker Co films the rough-
ness of the Cu and Pt buffer layer does not change, all magnetic mo-
ments in the Co film become parallel to the film plane. Furthermore,
the spatial variation in both sets of trilayers shows the same order of
variation as the data set of Mizukami et al. [153], that were used to de-
rive the spin pumping theory [67].
In contrast, the behavior of the SiOx/Co/Cu and SiOx/Co/Pt bilay-
ers does not show the expected behavior. The angular dependence of
∆Hpp and Hr (Figure 6.1) and the extracted values for the damping pa-
rameter α (Figure 6.4) show α to be increasing with decreasing d in the
case of both Cu and Pt.
121
Other parameters of the bilayer also do not behave in an under-
standable way. As shown in Figure 6.4.a, 4πMeff of the SiOx/Co(d)/
Pt and SiOx/Co(d)/Cu bilayers both decrease with decreasing d. The
increase of the PMA for very thin Co thicknesses in the SiOx/Co/Cu
bilayer is unexpected, as the influence of the interfacial anisotropy of
the SiOx/Co interface is negligible since Ks for a SiO2/Co interface is
of the same order as for a Co/Cu interface [168]. This shows that the
huge increase in Meff is probably not due to the PMA.
For both types of bilayers, ∆(θH) and ∆(4πMeff) becomes larger for
very thin Co films. The spatial variation in both sets of bilayers shows
the same order of variation as the data set of the trilayers. Furthermore,
the spin sink ability of the Cu can in principle be modified by adding
magnetic impurities. But, the influence of magnetic impurities on the
change in ∆Hpp is only small, as can be seen in Figure 6.7.
The observed behaviour is not easy to explain using different mag-
netic anisotropies or growth related issues. The measurements suggest
that there is an extra intrinsic damping mechanisms present in the bi-
layers. A possible candidate to furnish such a mechanism is the effect
of the lack of inversion symmetry, which could give rise to Rashba- or
spin Hall-like torques. From the FMR spectra, already a first estimate
can be made of extra torques acting on the system. When we compare
the SiOx/Co/Cu and Cu/Co/Cu samples, and assume that the extra
damping present in the SiOx/Co/Cu bilayers is only due to the lack of
inversion symmetry, Hr and Hpp are 262 and 113 G larger in the SiOx/
Co(2.6)/Cu bilayer than in the Cu/Co(2.6)/Cu trilayer. This indicates
a field-like torque component of approximately 262 G while the spin
transfer-like torque is approximately 113 G. This corresponds well with
the size of the torques found very recently by Hall effect measurements
in AlOx(2)/Co(0.6)/Pt(3) trilayers [169].
In the next section, we look at the influence of the spin Hall effect
on the FMR spectra, by sending a current through the Pt layer in a Co/
Pt bilayer.
Furthermore, we will have a closer look at the possible existence of
this Rashba spin-orbit torque. In particular, we look at the influence of
the substrate and especially its dielectric properties. In the case of oxide
interfaces involving SrTiO3, which has a very high dielectric constant,
it has been shown that the Rashba spin-orbit interaction can even be
tuned with an electric field [170].
These extra torques can be also characterized using Hall measure-
ments. We performed a first set of measurements of the Hall coefficients
of a SiOx/Co(2.6)/Cu bilayer and a Cu/Co(2.6)/Cu trilayer. Although
the results give indications for the existence of extra torques, they are
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not yet unequivocal and will be discussed in Appendix A.
6.5 Electric manipulation of the magnetization
precession using the SHE
In Chapter 5, the spin current injected in the Pt layer was converted to
an electric current using the inverse spin Hall effect. Ando et al. [58]
showed that the reciprocal process is also possible. When a current is
sent through the Pt layer, a spin current is generated via the spin Hall
effect. This spin current Js can manipulate the magnetization preces-
sion, which can be described as an extra torque τ
τ = − γJs
MsAd
m× (m× σ) (6.2)
in the Landau-Lifshitz-Gilbert equation [58]. In this section, we want to
know how much the spectrum of a SiOx/Co/Pt bilayer changes when
a spin current is injected.
In Figure 6.8.a, the FMR spectra of a SiOx/Co(5)/Pt bilayer are shown
where the magnetization relaxation is manipulated using the SHE. Us-
ing the same geometry used to measure VISH , see Figure 5.8, now a
dc current is sent through the SiOx/Co(5)/Pt bilayer. The absorption
derivative I is normalized by dividing the measured values by the max-
imum absorption derivative when no current is applied. When a cur-
rent is sent through the bilayer, Hr increases. Furthermore, ∆Hpp be-
comes smaller and the absorption derivative I becomes larger.
In Figure 6.8.b, the difference in the absorption derivative I for a
positive current +Jc and negative current -Jc is shown. A clear res-
onance structure is visible, which demonstrate that the FMR spectra
are significant modified in response to current reversal [58]. This indi-
cates that the magnetization relaxation depends on the current direc-
tion. When Jc > 0 (Jc < 0), the injected spincurrent exerts a spin torque
on the magnetization that draws the magnetization towards(away) from
the external magnetic field direction and thus modulates the Gilbert
damping torque.
6.6 Substrate
In Figure 6.9, ∆Hpp and Hr of a Co(3.6)/Cu bilayer grown at room-
temperature on substrates of single crystal MgO (cubic, a = 0.421), TiO2
(tetragonal, a = b = 0.460 nm, c = 0.296) and Al2O3 (hexagonal, a =
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Figure 6.8: a) In-plane (θH = 90◦) FMR spectra of a SiOx/Co(5)/Pt bi-
layer, where the relaxation is manipulated using the SHE. Using the
same geometry used to measure VISH , see Figure 5.8, but now a dc
current Jc is sent through the SiOx/Co(5)/Pt bilayer. The absorption
derivative is normalized by dividing the measured values by the max-
imum absorption derivative when no current is applied. The inset
shows magnified views around the peaks of the spectra. b) The dif-
ference in the absorption derivative I for a positive current +Jc and


























Figure 6.9: The resonance field Hr (a) and the peak-to-peak linewidth
Hpp (b) of a Co(3.6)/Cu bilayer grown on a single crystal MgO, TiO2,
Al2O3 for an in-plane magnetic field (θH = 90◦). As a reference, also Si
with a native oxide layer and a Cu buffer layer are shown.
90◦). Clearly visible in Figure 6.9.a is that there is a slight variation in
Hr for the SiOx, MgO and Al2O3, but Hr of the Co/Cu bilayer grown
on TiO2 and SiOx/Cu is much smaller.
∆Hpp, as shown in Figure 6.9.b, shows however a different trend.
∆Hpp of the Co/Cu bilayer grown on SiOx/Cu has the smallest linewidth,
the bilayer grown on TiO2 and Al2O3 have almost the same linewidth
and ∆Hpp of the Co/Cu bilayer grown on MgO has the largest linewidth.
6.7 Discussion
Summarizing the experimental findings, for very thin Co thicknesses
in SiOx/Co/Cu bilayers, an unexpected large increase in the Gilbert
damping and resonance field is observed. In the last three sections, we
also observed that the Hall measurements on a SiOx/Co/Cu bilayer
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shows unexpected behavior. Furthermore, various substrates also re-
sult in a change of ∆Hpp and Hr.
Electric manipulation of the magnetization precession using the
SHE
In Figure 6.8.a, the modified spectra of a SiOx/Co(5)/Pt bilayer are
shown. Even with a current of 40 mA, which would for a 2.4× 2.4 mm2
sample result in a current density of approximately 1× 109 A/m2, only
a change in ∆Hpp of approximately 5 % was obtained. A small remark
should be made, that the Co layer is 5 nm. When going to thinner Co
films, already other mechanisms that influence the magnetization dy-
namics are more dominant.
Still, the influence of the electric manipulation of the magnetization
precession using the SHE does not seem to be the dominant mechanism
that results in a large increase of ∆Hpp and Hr. Furthermore, the same
large increase of ∆Hpp and Hr is observed in SiOx/Co/Cu bilayers.
The spin Hall angle of Cu is much smaller than the spin Hall angle of
Pt, therefore a spincurrent generated in a Cu layer due to the SHE will
be much smaller than a spincurrent generated in a Pt layer due to the
SHE. The change in Hr and ∆Hpp are than expected to be very small in
a SiOx/Co/Cu bilayer.
Substrate
When growing the Co(2.6)/Cu bilayer on different substrates, a big dif-
ference in the in-plane Hr and ∆Hpp is visible, as shown in Figure 6.9.
These bilayers were grown in the same deposition run, so the sample-
to-sample growth variation of the Co(2.6)/Cu bilayer is very small, but
no effort was made to optimize the growth to obtain epitaxial layers.
However, there are a few differences between the samples. First, the
Co/Cu bilayer grows probably slightly different on each substrate, be-
cause the lattice constants of each substrate is slightly different. Sec-
ondly, the interface between the Co and the substrate is different, re-
sulting in a different interface anisotropy Ks and thus also a different
PMA, Meff and Hr. Monso et al. [171, 172] and Yang et al. [173] showed
that despite the weak spin-orbit interaction at the interface, a PMA is
observed for the substrate/Co interface that is comparable to or even
larger than a Co/Pt or Co/Pd interface. Hr in Figure 6.9.b show a slow
increase for a SiOx, Al2O3 and MgO substrate, but a dramatic decrease
(75 % of the Hr of SiOx) for the the TiO2 substrate. The in-plane res-
onance condition, equation 5.9, indicates that such a large decrease in
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Hr would corresponds to a considerable change of either the g-factor
or Meff.
However, such a large change in Meff or the g-factor is not likely,
which suggest a negative field-like torque, due to the broken inversion
symmetry. The very large dielectric constant of TiO2, which is more
than 40 times as large as the dielectric constant of Al2O3, might even
further increase the size of this field-like torque.
Although Hr of the TiO2/Co(2.6)/Cu bilayer is much smaller than
to the Co(2.6)/Cu bilayer grown on the other substrates, ∆Hpp is almost
the same as the Al2O3/Co(2.6)/Cu bilayer as shown in Figure 6.9.a.
∆Hpp of the Co(2.6)/Cu bilayer grown on MgO and SiOx are much
larger. However, without a full angular dependence analysis, the dif-
ferent contributions to ∆Hpp cannot easily be identified.
To conclude, we observe a large increase in the damping, and a
change in the resonance field, for thin Co films in asymmetric SiOx/
Co(d)/Cu bilayers. This effect is absent in symmetric Cu/Co/Cu trilay-
ers, and therefore not attributable to spin pumping effects. We suggest
that this is due to the presence of spin-orbit torques caused by the bro-
ken inversion symmetry of the ferromagnetic heterostructures. We note
that the effects are not small, with a field-like torque contribution of





The presence of a spin-orbit torque (SOT) can also be investigated us-
ing Hall measurements. In Figure A.1 a schematic diagram is shown to
measure the Hall voltages. When current flows through the device un-
der test, the current can induce an effective field ∆H, which consists of
the Oersted field, the STT-field and the SOT-fields. This effective field
can modify the polar angle θM and azimuthal angle φM of the magneti-
zation direction from the equilibrium value (θM0, φM0) by a small angle
(∆θM and ∆φM ≪ 1), where ∆θM and ∆φM are the change in the polar
and azimuthal magnetization angle. They are then equal to
θM = θM0 + ∆θM , (A.1)
φM = φM0 + ∆φM , (A.2)
where ∆θM and ∆φM can be derived from the total free energy F per
unit volume of magnetization of the film (equation 5.3) [174].
The Hall voltage VH in a ferromagnet contains a contribution of the
anomalous Hall effect (AHE) and the planar Hall effect (PHE) [175]
VH = I
[
RAHE cos θM +RPHE sin
2 θM sin 2φM
]
, (A.3)
where RAHE and RPHE are the contributions in the Hall resistance due
to the AHE and PHE, and I is the bias current. An oscillating current
Iac sinωt is used to induce an effective field modulation ∆H sinωt that
can modify the magnetization direction. When equations A.1 and A.2
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are substituted in equation A.3, the Hall voltage is equal to [174]
VXX(θH , φH) = V0(θH , φH) + Vω(θH , φH) sinωt+ V2ω(θH , φH) cos 2ωt,
(A.4)
where the coefficients V0(θH , φH), Vω(θH , φH) and V2ω(θH , φH) depend
on the system studied [174].
The first harmonic term Vω relates to the equilibrium direction of
the magnetization and is independent of the modulated fields. The
second harmonic term V2ω measures the change from the equilibrium
direction of the magnetization due to the current-induced fields. By
studying the angular dependence of the harmonic terms, the symme-
try of the SOI can be derived from which the physical mechanism can
be reconstructed. Note that, in equation A.3, the first harmonic term is
in-phase with the driving current, while the second harmonic term is
out-of-phase. The measurements were performed by using two lock-in
detectors for the longitudinal and transverse voltages, respectively.
Figures A.2 and A.3 show our first measurements of the Hall coeffi-
cients for the SiOx/Co(2.6)/Cu bilayer and Cu/Co(2.6)/Cu trilayer as
a function of the applied magnetic field. The current density used to
measure the Hall voltages is different for both samples. For the SiOx/
Co/Cu, a much larger current density was needed to have a reasonable
signal-noise ratio.
A clear difference between both samples is visible. The in-phase
first harmonic term of the Cu/Co(2.6)/Cu trilayer shows parabolic be-











Figure A.1: Coordinate system used for the Hall measurements. A cur-
rent Iac is applied along the y-direction and a magnetic field is applied
along the x-direction (θM = 90◦, φM = 0◦), and the Hall voltage Vxx is



















































































































Figure A.2: Hall measurements on the SiOx/Co(2.6)/Cu bilayer with
Iac = 40 mA (current density is 6 · 1010 A/m2). The in-phase first har-
monic term V ω is shown in a), where b) is the even part V ωe and d)
the odd part V ωo of the first harmonic term respectively. d–f) show the
out-of-phase component of the second harmonic term V 2ω , which can
also be split in an even and odd part. The arrows indicate the direc-
tion of the magnetic field sweep. For clarity, a constant offset < V > is
subtracted from the harmonic terms.
into even and odd parts, the even term shows also a parabola while
the odd term is virtually absent. The SiOx/Co/Cu bilayer shows dif-
ferent behaviour for the first harmonic term. First, there is a large offset
present, which is removed in Figure A.2. Secondly, no parabola is visi-
ble, but the first harmonic term is linear and there is an offset between
the measured voltage for the up and down magnetic sweep. Further-
more, at -1 T the measured voltage of the up and down sweep bend
to each other which is clearly visible in Figures A.2.c, whereas at +1 T
both sweeps bent in the same direction.
For both samples the out-of-phase second harmonic term shows be-
haviour very similar to the first harmonic term. The Cu/Co/Cu trilayer
again shows a parabola. The SiOx/Co/Cu bilayer again shows linear
behaviour, but there is now a clear bend visible around 0 T as is shown
in Figures A.2.d. When the second harmonic term is split into an odd













































































Figure A.3: Hall measurements on the Cu/Co(2.6)/Cu trilayer with Iac
= 1 mA (current density 9 · 108 A/m2). The in-phase first harmonic
term V ωx is shown in a), where b) is the even part V ωe and c) the odd
part V ωo of the first harmonic term respectively. d–f) show the out-of-
phase component of the second harmonic term V 2ω , which can also be
split in an even and odd part. The arrows indicate the direction of the
magnetic field sweep.
ure A.2.e) and the odd part is linear while both branches appear to cross
each other at approximately +1 T (see Figures A.2.f), which happens to
be the maximum field of the sweep.
A.1 Discussion
Summarizing the provisional experimental findings, the Hall measure-
ments of a SiOx/Co(2.6)/Cu bilayer and a Cu/Co(2.6)/Cu trilayer show
very different behaviour. The spin Hall angle of Cu is very small, so no
influence of the SHE and Rashba effect is expected for the Cu/Co(2.6)/
Cu trilayer. This was already confirmed in Chapter 6 using FMR mea-
surements on Cu/Co/Cu trilayers. However, in the SiOx/Co(2.6)/Cu
bilayer, broken inversion symmetry is present which resulted in an un-
expected large damping in FMR measurements.
In Figure A.3.a the in-phase first harmonic coefficient of the Cu/
Co(2.6)/Cu trilayer shows parabolic behaviour. The first harmonic co-
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efficient is due to the equilibrium magnetization. Figures A.3.b and
c show that the measured in-phase first harmonic coefficient consist
mostly of an even, planar Hall, term. In contrast the in-phase first har-
monic coefficient of the SiOx/Co(2.6)/Cu bilayer now consists now of
an even, planar Hall, term and an odd, anomalous Hall, term. We do
not yet fully understand the behaviour of this bilayer with a built-in
lack of inversion symmetry and although both samples were glued on
the same sample holder, a small misalignment could be present.
Pi et al. [176] measured the in-phase first and out-of-phase second
harmonic coefficients of a Ta(5)/Pt(3)/Co(0.6)/AlOx(1.8) and a Ta(5)/
Pt(3)/Co(0.6)/Pt(3) multilayer and they noticed a clear difference be-
tween the symmetric Pt/Co/Pt trilayer and asymmetric Pt/Co/AlOx
trilayer. Whereas the out-of-phase second harmonic coefficient of the
asymmetric trilayer shows a parabolic shape, the measured out-of-phase
second harmonic coefficient of the symmetric trilayer shows a negligi-
ble signal. They contribute the difference between the symmetric and
asymmetric trilayer to the presence of a Rashba field in the asymmetric
trilayer.
Hall measurements done on other metallic asymmetric multilay-
ers [59, 169, 176, 177] suggest that beside the Rashba SOT also a spin
Hall SOT exists. Kim et al. [59] showed for a Si/Ta(d)/CoFeB(1)/MgO(2)/
Ta(1) multilayer that the odd part of the second harmonic coefficient
consists of two linear signals, lines, where each line corresponds to an
initial perpendicular magnetization orientation, that cross each other at
a certain field. For a Ta bottom layer of 1 nm, the lines cross each other
at zero field. When decreasing the thickness of the Ta bottom layer
to 0.1 nm, they observe that both lines cross each other now at -0.1 T.
They attribute this change in crossing field to a change from the spin
Hall SOT for larger Ta thicknesses to the Rashba SOT for very small Ta
thicknesses. In our SiOx/Co(2.6)/Cu multilayer, we observe that the
lines cross at a finite field although we did not create a well-defined
initial magnetization orientation. The non-zero crossing suggests that
a Rashba SOT is present in our SiOx/Co(2.6)/Cu bilayer. However, the
crossing of the up- and down-sweep happens around the maximum
field of our magnet (+1 T) so that a full crossing cannot be observed, and
the hysteresis present in the second harmonic shows similarity with the
hysteresis present in the first harmonic coefficient.
The presence of a second harmonic coefficient indicates that there is
a current induced field present. Beside the SOT, the applied current can
also produce an Oersted field and heating. Ohmic heating is indepen-
dent of external field and current directions and increases the tempera-
ture of the sample. The increase in temperature decreases the magnetic
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anisotropy field and the saturation magnetization of the magnetic layer.
Garello et al. [169] showed that heating effects are most clearly visible
in the third harmonic coefficient, which is not measured in our exper-
iment. Heating also appears as a contribution to the second harmonic
coefficient, but heating effects have only a minor influence on the spin
torque measurements [169]. The resistance of the 50 ×1000 µm2 Cu/
Co(2.6)/Cu Hallbar is approximately 90 Ω, so current of 1 mA generates
approximately 0.1 mW of heat, well below the 40 mW that was dissi-
pated in a 10 ×60 µm2 Ta(1)/CoFeB(1)/MgO(2)/Ta(1) Hallbar used in
the experiments of Kim et al. [59], that gave rise to a temperature in-
crease of the wire of approximately 10 K. For the Cu/Co/Cu and SiOx/
Co/Cu multilayers, the Oersted fields are approximately 0.1 G and 5 G
respectively, smaller than the values of the SOT fields from the FMR
data and other experiments [59, 169]. So we expect that the influence of
the current induced heating and Oersted field are small.
Ryu et al. [178] and Emori et al. [177] showed that domain walls in
Ta(3)/Pt(3)/CoFeB(0.6)/MgO(1.8)/Ta(2), Ta(5)/CoFeB(0.6)/MgO(1.8)/
Ta(2) and TaN(2)/Pt(1.5)/Co(0.3)/Ni(0.7)/Co(0.15)/TaN(5) multilayers
flow against the electron flow. Although the multilayers are asymmet-
ric and contain heavy metals, the direction of the induced Rashba and
spin Hall torque cannot explain the movement of the domain walls
against the electron flow. The Dzyaloshinskii-Moriya interaction (DMI)
needs to be taken into account to explain this observation. Moon et
al. [179] and Cortés-Ortuño and Landeros [180] calculated how the DMI
would change the spin-wave dispersion. An et al. [181] measured us-
ing the Brillouin light scattering technique the spin wave spectrum of
a CoFeB/Ta bilayer and showed that the spin wave amplitude can be
attenuated or amplified depending on the direction of the applied cur-
rent and magnetic field. Still, with FMR only the k = 0 wavevector
is probed and the DMI should not have effect on the measured FMR
spectrum. Nonetheless, the DMI can play an important role in the Hall
measurements. It does not explain the huge increase in ∆Hpp in the
FMR spectra of the SiOx/Co(d)/Cu and SiOx/Co(2.6)/Pt multilayers.
To conclude, we tentatively attribute the observed odd out-of-phase
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Summary
During the last 30 years, the number of both fundamental and applied
studies of heterostructures of ferromagnets and normal metals has grown
impressively. The attraction of studying these heterostructures lies in
the fact that already at room temperature their charge transport prop-
erties can be strongly influenced by even small magnetic fields. This
is nowadays applied in different integrated circuits like magnetic read
heads for hard disks, magnetic memory and sensors.
Since the 1960s, studies in the field of semiconductor heterostruc-
tures showed that it is possible to fabricate light emitting devices (more
specifically light emitting diodes, or LED’s), which can emit visible, in-
frared and ultraviolet light. A LED consists of a semiconductor with an
excess of electrons combined with a semiconductor with an excess of
holes. When flowing a current through the semiconductor heterostruc-
ture, a non-equilibrium distribution of electrons and holes is created.
Relaxation of this non-equilibrium state occurs by the recombination of
an electron and a hole, whereby a photon is emitted.
Recently, it was proposed by Kadigrobov to combine both approaches
and build a ferromagnetic LED, which has the special property that it
can emit radiation within the so-called terahertz gap. The terahertz gap
is the part of the electromagnetic spectrum between roughly 300 giga-
hertz and 30 terahertz, where it is very hard to generate radiation with
conventional sources. In this PhD thesis we investigated the feasibility
to build such a device.
In the ferromagnetic LED, it is not a non-equilibrium distribution
of electrons and holes, but a non-equilibrium distribution of electrons
with spin-up and spin-down which needs to be created. This distribu-
tion can relax by a spin-flip process and the emission of a photon. As
we use a spin-flip process, the device can be called a spin-flip LED or
laser. In Chapter 1 and Chapter 2, the theory and recent developments
in this field are described.
147
One way to create such a spin-flip laser is to inject a very high cur-
rent density of electrons from a ferromagnet into a normal metal lead-
ing to a local excess of spin-up or spin-down electrons. When at the
same time an external magnetic field is applied, with the field direction
opposite to the magnetization of the ferromagnet, the injected spins
are now in a non-equilibrium distribution. There is a finite probability
that such spins relax by a spin-flip process where also a photon is emit-
ted. In Chapter 3 we describe point contact spectroscopy experiments
which were meant as a first step to the final observation of radiation
coming from the point contact. It did not prove possible, however, to
observe signatures of the desired spin accumulation in the point con-
tact.
The ferromagnet used in our spin-flip laser is SmCo5, a hard ferro-
magnet with a very large coercive field. This is needed in order to allow
the magnetic field to be opposite to the magnetization direction of the
external magnetic field. In Chapter 4, we describe the sputter growth
of thin films of Sm-Co. The thin films grown have a coercive field of
approximately 3 T, although not all of them reach such large values.
One of the main problems of growing Sm-Co films is the complexity of
the phase diagram, which results in a large amount of different Sm-Co
phases on the Co-rich side. Small variations in the Sm concentration
results in a significant change of magnetic properties of the films.
One of the main problems of building a spin-flip laser is the issue
of spin current injection and the relaxation of the spin current in an
adjacent layer. In Chapter 5 and Chapter 6, we use the ferromagnetic
resonance technique (FMR) to study how the spin currents behave at
the interface of a ferromagnet and a normal metal with large spin-orbit
coupling, such as Pt or Pd. When spins are injected in such a metal, they
are efficiently removed, which leads to a net spin current and is visible
in the FMR spectrum as a broadening of the line. However, if a normal
metal with a small spin-orbit coupling is used, as Cu or Al, the spins
are removed less efficiently and almost no increase of the linewidth can
be observed.
In Chapter 5 we use FMR and electrical measurements to study spin
current injection from thin Co films into a Pt capping layer. When vary-
ing the thickness of the Co layer and the angular dependence of the
external magnetic field with respect to the normal of the thin film, we
show that a spin current is indeed present. Next, we study the temper-
ature dependence of the injection of this spin current. Going down in
temperature we find that the basic injection efficiency does not change.
The observed variation in FMR linewidth is due to changes in the in-
trinsic scattering mechanism in the ferromagnetic layer.
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While studying the spin injection in Co/Pt sandwiches, also Co/Cu
sandwiches were investigated for reference purposes. It was found that
for very thin Co layers, the line broadening in Co/Cu is larger than
could be expected, as Cu is a normal metal with weak spin-orbit cou-
pling. In Chapter 6 this system is studied in more detail. It is shown
that measurements done on trilayers, where the ferromagetic layer is
covered on both sides with the normal metal, does not show this large
broadening. The large difference between bilayers and trilayers shows
that the extra broadening is a property of the bilayer, which we ten-
tatively attribute to a Rashba spin-orbit torque, provided not by the
interface between the ferromagnet and the normal metal, but by the




Gedurende de laatste dertig jaar is er een enorme toename geweest in
fundamenteel en toegepast onderzoek naar zeer dunne gestapelde la-
gen van ferromagneten en normale metalen. Deze dunne lagen worden
veelvuldig bestudeerd, omdat in deze systemen al bij kamertemper-
atuur grote veranderingen meetbaar zijn in de elektrische transporteigen-
schappen onder invloed van kleine magnetische velden. Dit wordt
tegenwoordig toegepast in geïntegreerde schakelingen, zoals een mag-
netische uitleeskop van harde schijven, magnetisch geheugen en sen-
soren.
Sinds de jaren zestig heeft onderzoek in het veld van dunne gesta-
pelde lagen van halfgeleiders laten zien, dat het mogelijk is structuren
te creëren (licht-emitterende diodes of LEDs) die zichtbaar, infrarood of
ultraviolet licht kunnen uitzenden. Een LED is een miniatuur schakel-
ing waar een halfgeleider met een overschot aan elektronen is gecom-
bineerd met een halfgeleider met een overschot aan gaten. Door hier
een stroom door te sturen, ontstaat een niet-evenwichtsverdeling van
de elektronen en gaten. Relaxatie van deze niet-evenwichts toestand
vindt plaats door recombinatie van een elektron en een gat, waarbij een
foton wordt uitgezonden.
Recent heeft Kadigrobov voorgesteld om bovenstaande twee on-
twikkelingen te combineren en een ferromagnetische LED te bouwen,
die als eigenschap heeft dat het ook straling kan uitzenden in het zoge-
naamde terahertz-gat. Het terahertz-gat is het deel van het elektromag-
netische spectrum van 300 gigahertz tot ongeveer 30 terahertz, waarin
het met bestaande technieken zeer lastig is om straling te genereren. In
dit proefschrift wordt onderzocht of het mogelijk is om zo’n schakeling
te bouwen.
In de ferromagnetische LED brengen gebruiken we geen niet-even-
wichtsverdeling van elektronen en gaten, maar een niet-evenwichtsverdeling
van elektronen met spin-op en spin-neer. Deze verdeling kan relaxeren
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door het omdraaien of flippen van de spin en het uitzenden van een fo-
ton. Deze schakeling kan dan ook een spin-flip LED of laser genoemd
worden. In hoofdstuk 1 en hoofdstuk 2 worden de theorie en recente
ontwikkelingen in dit veld beschreven.
Een manier om een spin-flip laser te maken is door middel van
het injecteren van een hele hoge stroomdichtheid van elektronen va-
nuit een ferromagneet in een normaal metaal. Als er nu ook een ex-
tern magneetveld wordt ingeschakeld, waarvan de veldrichting tegen-
overgesteld is aan de richting van de magnetisatie van de ferromag-
neet, dan bevinden de spins zich in een niet-evenwichtsverdeling. Er is
een kans dat er spins relaxeren door middel van het uitzenden van een
foton. In hoofdstuk 3 worden een aantal puntcontact-spectroscopie ex-
perimenten beschreven, die uitgevoerd zijn als de eerste stappen voor
het waarnemen van straling die in het puntcontact gegenereerd wordt.
Experimenteel bleek het echter niet mogelijk te zijn om signalen van de
gewenste spin ophoping te zien in het puntcontact.
De ferromagneet die gebruikt is bij de spin-flip laser experimenten
is
SmCo5, een harde ferromagneet met een groot coërcief veld. Dit is
nodig omdat het externe magnetische veld tegen de magnetisatie van
de ferromagnet in staat. In hoofdstuk 4 beschrijven we hoe we dunne
lagen van de Sm-Co ferromagneet groeien. De dunne lagen die voor
dit proefschrift gegroeid zijn, hebben een coërcief veld van ongeveer
3 T, hoewel niet alle films zo’n grote waarde halen. De groei van goede
dunne lagen wordt bemoeilijkt door de grote hoeveelheid verschillende
Sm-Co fases die zich bevinden in de buurt van de SmCo5 fase, die alle-
maal net wat andere magnetische eigenschappen hebben. Een kleine
variatie in de Sm concentratie leidt al tot een significante verandering
van de magnetische eigenschappen van de dunne lagen.
Een van de grootste problemen bij het bouwen van een spin-flip
laser is de injectie van de spinstroom in een aanliggende dunne laag, en
de relaxatie van de spinstroom in de aanliggende laag. In hoofdstuk 5
en hoofdstuk 6 onderzoeken we met behulp van de ferromagnetische
resonantie techniek (FMR) hoe deze spinstromen zich gedragen op een
interface tussen een ferromagneet en een normaal metaal met een grote
spin-baan koppeling, zoals Pt en Pd. Wanneer er een spins worden
geïnjecteerd in zo’n normaal metaal wordt de spinstroom efficiënt ver-
wijderd; dit leidt tot een netto spinstroom die zichtbaar is in het FMR
spectrum als een verbreding van de lijn. Wordt er echter een normaal
metaal met een kleine spin-baan koppeling gebruikt, zoals Cu of Al,
dan worden de spins veel minder efficiënt verwijderd en is er nauweli-
jks verbreding zichtbaar in het FMR spectrum.
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In hoofdstuk 5 gebruiken we FMR en elektrische metingen om de
injectie van een spinstroom te bestuderen van dunne Co lagen in de
aanliggende Pt laag. Met behulp van de dikte afhankelijkheid van
de ferromagneet en de hoek-afhankelijkheid van het externe magnetis-
che veld ten opzichte van de normaal van de dunne lagen, wordt er
aangetoond dat er inderdaad een spinstroom aanwezig is. Wij hebben
ook de temperatuur afhankelijkheid van de injectie van een spinstroom
bestudeerd. We vinden dat wanneer de temperatuur wordt verlaagd,
de efficiëntie van de spinstroom injectie niet verandert. De waargenomen
verandering van de FMR lijnbreedte wordt blijkbaar veroorzaakt door
een verandering in de intrinsieke verstrooiings mechanisme in de fer-
romagnetische laag.
Bij het bestuderen van de spinstroom injectie in dunne Co/Pt dubbel
lagen, zijn daarnaast ook dunne Co/Cu lagen bestudeerd als referentie
monsters. Voor heel dunne Co lagen vonden we dat de lijnverbreding
veel groter is dan voor Cu, een normaal metaal met een zwakke spin-
baan koppeling, verwacht kon worden. In hoofdstuk 6 bestuderen we
deze systemen in meer detail. Metingen aan drielagen, waar de ferro-
magneet aan beide zijden is bedekt met een normale metaallaag, laten
geen extra lijnverbreding zien. Het grote verschil tussen de dubbellaag
en drielagen geeft aan dat de extra demping een eigenschap van de
dubbellaag is. Wij denken hierbij aan een Rashba spin-baan koppeling
die niet wordt veroorzaakt bij het grensvlak tussen de ferromagneet en
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